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November 14, 2005

State of Utah
Division of Oil, Gas & Mining
Attn: Diana Whitney
1594 West North Temple - Suite 1210
P.O. Box 145801
Salt Lake City, Utah 84114-5801

RE: Applications for Permit to Drill: 16-31-8-18, 2-9-9-16, 6-9-9-16, 4-4-9-18,
and 8-5-9-18.

Dear Diana:

Enclosed find APD's on the above referenced wells. The proposed 16-31-8-18 and 2-9-
9-16 are Exception Locations. Our Land Department will send you the required
Exception Location Letter. If you have any questions, feel free to give either Shon
Mckinnon or myself a call.

Mandie Crozier
Regulatory Specialist

mc
enclosures

RECEIVED
NOVi 6 2005

DIV.0FOlL,GAS&MINING

Newfield Exploration Company 10530 South Country Road #33 Myton, UT84052 (435) 646-3721 Fax (435)



9 9

Form 3160-3 FORM APPROVED
(September 2001) OMB No. 1004-0136

UNITED STATES
Expires Jamuny 31, 2004

DEPARTMENT OF THE INTERIOR 5. Lease Serial No.

BUREAU OF LAND MANAGEMENT UTU-65207

APPLICATION FOR PERMIT TO DRILL OR REENTER 6. IfIndian.AllotteeorTribeName

N/A

la. Type of Work: DRILL Ü REENTER
7. If Unit or CA Agreement, Name and No.

South Wells Draw
8. Lease Name and Well No.

Ib. Type of Well: Oil WeH Ü Gas Well Ü Other Single Zone O Multiple Zone South Wells Draw Federal 2-9-9-16

2. Name of Operator 9. API Well No.
Newfie\d Production Company Û¶3 ffß
3a. Address - 3b. Phone No. (include area code) 10. Field and Pool, or Exploratory

Route #3 Box 3630, Myton UT 84052 (435) 646-3721 Monument Butte

4. Location ofWell (Report location clearly and in accordance with any State requirements.« 11. Sec., T., R., M., or Blk. and Survey or Area

At surface NWINE 978' FNL 1965' FEL 5 7qq54 y VAOY *
NW/NE Sec. 9, T9S R16E

At proposed prod. zone 41345¥
14. Distance in miles and direction from nearest town or post office* 12. County or Parish 13. State

Approximatley 15.7 miles southwest of Myton, Utah Duchesne UT
15. Distance from proposed* 16. No. of Acres in lease 17. Spacing Unit dedicated to this well

location to nearest
property or lease line, ft.
(Also to nearest drig. unit line, if any) Approx. 978' flise, 101T flunit 280.00 40 Acres

18. Distance from proposed location* 19. Proposed.Depth 20. BLM/BIA BondNo. on file
to nearest well, drilling, completed,
applied for, on this lease, ft. Approx. 1153' 6140' UTOO56

21. Elevations (Show whether DF, KDB, RT, GL, etc.) 22. Approximate date work will start* 23. Estimated duration

5788' GL 1st Quarter 2006 Approximately seven (7) days from spud to rig release.

24. Attachments
The following, completed in accordance with the requirements of Onshore Oil and Gas Order No.I, shaH be attached to this form:

1. Well plat certified by a registered surveyor. 4. Bond to cover the operations unless covered by an existing bond on file (see

2. A Drilling Plan. Item 20 above).

3. A Surface Use Plan (if the location is on National Forest System Lands, the 5. Operator certification.

SUPO shall be filed withthe appropriate Forest Service Office). 6. Such other site specific mformation and/or plans as may be required by the
authorized officer.

25 enature Name (Printed/Typed) Date
Mandie Crozier

Title

A

aRegul t Sp cialist

BRA0ËËÝ$.WCL 4-
Title EN VIRUNMlWRL SCIENTIhT III

Application approval does not warrant or certify the the applicant holds legal or equitable title to those rights in the subject lease which would entitle the applicant to conduct
operations thereon.
Conditions of approval, if any, are attached.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United
States any false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.
*(Instructions on reverse)

RECEIVED
el. NOV1 6 2005

la pasary
DIV.0F0lL,GAS&
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WELL LOCATION, SOUTH WELLS DRAW1910 Brass C¤p N89°52'W
- 80.22 (G.L.O.) 1910 Bross cap

, 2-9-9-16, LOCATED AS SHOWN IN THE
NW 1/4 NE 1/4 OF SECTION 9, T9S,
R16E, S.L.B.&M. DUCHESNE COUNTY,
UTAH.

D / ng 1965'

DR/LL/NG
WINDOW

I-.-.-.-.-.-.-.-.-..J NDetail
No Scole ' '

1910 Brass CoP 1910 Brass cap Note:
The Proposed Well head bears

zo z S63 39'55"W 2191.93' frorn theELL LOCAMOH. Northeast Corner of Section 9.
SOU7H MELLSDRAW2-9-9-16
ELEM UNGRADED GROUND = 5788.0' THIS IS TO CERTIFY THA WAS

PREPARED FROM FIELD g, RVEYS
I MADE BY ME OR UN Iff THAT

THE SAME ARE TRU RRECT T TH T OF
MY KNOWLEDGEAN gl .No.189377 g

T CY W.
REGIS D LA
REGIS A N o.
STATE F >'E OF1910 Ðrass CaP 1910 Brass Cap 5/8" Rebar

NB937'J6"W - 2652.95' (Meas.) S89°58'06"W
- 2640.OJ' (Meas.) TRI STATELANDSURVEYING& CONSULTINGN89°50'W

- 80.24 (G.L.O.) 180 NORTH VERNAL AVE. - VERNAL, UTAH 84078
(435) 781-2501

= SECTION CORNERS LOCATED SCALE: 1" = 1000' SURVEYEDBY: C.M.

DATE: 9-13-05 DRAWNBY· F.T.MBASIS OF ELEV; U.S.G.S. 7-1/2 min QUAD (MYTON SE)
NOTES: FILE
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NEWFIELD PRODUCTION COMPANY
SOUTH WELLS DRAW FEDERAL #2-9-9-16

NW/NE SECTION 9, T9S, R16E
DUCHESNE COUNTY, UTAH

ONSHORE ORDER NO. 1

DRILLING PROGRAM

1. GEOLOGIC SURFACE FORMATION:

Uinta formation of Upper Eocene Age

2. ESTIMATED TOPS OFIMPORTANT GEOLOGIC MARKERS:

Uinta 0' - 2245'
Green River 2245'
Wasatch 6140'

3. ESTIMATED DEPTIIS OF ANTICIPATED WATER, OIL, GAS OR MINERALS:

Green River Formation 2245' - 6140' - Oil

4. PROPOSED CASING PROGRAM

Please refer to the Monument Butte Field Standard Operation Procedure (SOP).

5. MINIMUM SPECIFICATIONS FOR PRESSURE CONTROL:

Please refer to the Monument Butte Field SOP. See Exhibit "C".

6. TYPE AND CHARACTERISTICS OF THE PROPOSED CIRCULATION MUDS:

Please refer to the Monument Butte Field SOP.

7. AUXILIARY SAFETY EOUIPMENT TO BE USED:

Please refer to the Monument Butte Field SOP.

8. TESTING, LOGGING AND CORING PROGRAMS:

Please refer to the Monument Butte Field SOP.

9. ANTICIPATED ABNORMAL PRESSURE OR TEMPERATURE:

The anticipated maximum bottom hole pressure is 1800 psi. It is not anticipated that abnormal
temperatures will be encountered.

10. ANTICIPATED STARTING DATE AND DURATION OF THE OPERATIONS:

Please refer to the Monument Butte Field
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NEWFIELD PRODUCTION COMPANY

SOUTH WELLS DRAW FEDERAL #2-9-9-16
NW/NE SECTION 9, T9S, R16E
DUCHESNE COUNTY, UTAH

ONSHORE ORDER NO. I

MULTI-POINT SURFACE USE & OPERATIONS PLAN

L EXISTING ROADS

See attached Topographic Map "A"

To reach Newfield Production Company well location site South Wells Draw Federal #2-9-9-16
located in the NW 1/4 NE 1/4 Section 9, T9S, R16E, Duchesne County, Utah:

Proceed southwesterly out of Myton, Utah along Highway 40 - 1.6 miles + to the junctionof this
highway and UT State Hwy 53; proceed southwesterly along Hwy 53 - 10.9 miles ± to it's
junctionwith an existing ditt road to the southeast; proceed southeasterly - 0.4 miles ± to it's
junctionwith an existing road to the northeast; proceed in a northeasterly direction - 2.8 miles +

to it's junctionwith the beginning of the proposed access road; proceed northerly along the
proposed access road - 420'±to the proposed well location.

2. PLANNED ACCESS ROAD

See Topographic Map "B" for the location of the proposed access road.

3. LOCATION OF EXISTING WELLS

Refer to Exhibit "B".

4. LOCATION OF EXISTING AND/OR PROPOSED FACILITIES

All permanent surface equipment will be painted Carlsbad Canyon.
Please refer to the Monument Butte Field Standard Operating Procedure (SOP).

5. LOCATION AND TYPE OF WATER SUPPLY

Please refer to the Monument Butte Field SOP. See Exhibit A".

6. SOURCE OF CONSTRUCTION MATERIALS

Please refer to the Monument Butte Field SOP.

7. METHODS FOR HANDLING WASTEDISPOSAL

Please refer to the Monument Butte Field SOP.

8. ANCILLARY FACILITIES

Please refer to the Monument Butte Field
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9. WELL SITE LAYOUT

See attached Location Layout Diagram.

10. PLANS FOR RESTORATION OF SURFACE

Please refer to the Monument Butte Field SOP.

11. SURFA CE OWNERSHIP - Bureau Of Land Management

12. OTIIER ADDITIONAL INFORK4 TION

The Archaeological Resource Survey and Paleontological Resource Survey for this area are
attached. AERC Report #1598, 7/21/98. Paleontological Resource Survey prepared by, Wade E.
Miller, 6/29/05. See attached report cover pages, Exhibit "D".

For the South Wells Draw Federal #2-9-9-16 Newfield Production Company requests 420' of
disturbed area be granted in Lease UTU-65207 to allow for construction of the proposed access
road. Refer to Topographic Map "B". The proposed access road will be an 18' crown road
(9' either side of the centerline) with drainage ditches along either side of the proposed road
whether it is deemed necessary in order to handle any run-off from nonnal meteorological
conditions that are prevalent to this area. The maximum grade will be less than 8%. There will
be no culverts required along this access road. There will be barrow ditches and turnouts as ,

needed along this road. There are no fences encountered along this proposed road. There will be
no new gates or cattle guards required. All construction material for this access road will be
borrowed material accumulated during construction of the access road.

Newfield Production Company requests 420' of disturbed area be granted in Lease UTU-65207 to
allow for construction of the proposed gas lines. It is proposed that the disturbed area will be 50'
wide to allow for construction of a buried 6" gas gathering line, and a buried 3" poly fuel gas
line. Both lines will tie in to the existing pipeline infrastructure. Refer to Topographic Map
"C." For a ROW plan of development, please refer to the Monument Butte Field SOP.

Water Disposal
Immediately upon first production, all produced water will be confined to a steel storage tank. If
the production water meets quality guidelines, it is transported to the Ashley, Monument Butte,
Jonah, and Beluga water injection facilities by company orcontract trucks. Subsequently, the
produced water is injected into approved Class II wells to enhance Newfield's secondary recovery
project.

Water not meeting quality criteria, is disposed at Newfield's Pariette #4 disposal well (Sec. 7,
T9S RI9E) or at State of Utah approved surface disposal facilities.

Threatened, Endangered, And Other Sensitive Species
None.

Reserve Pit Liner
A 12 mil liner with felt is required. Please refer to the Monument Butte Field SOP.

Location and Reserve Pit Reclamation
Please refer to the Monument Butte Field SOP.

The following seed mixture will be used on the topsoil stockpile, to the recortoured surface of the
reserve pit, and for final reclamation: (All poundages are in pure live
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Needle and Threadgrass Stipa Comata 4 lbs/acre
Indian Ricegrass Oryzopsis Hymenoides 4 lbs/acre
Shadscale Atriplex Conf'ertifolia 3 lbslacre
Black Sage Artemisia Nova 1 lbs/acre

Details of the On-Site Inspection
The proposed South Wells Draw Federal #2-9-9-16 was on-sited on 7/12/05. The following were
present; Shon Mckinnon (Newfeild Production), Melissa Hawk (Bureau of Land Management),
and Amy Torres (Bureau of Landmanagement). Weather conditions were clear and ground
cover was 100% open.

13. LESSEE'S OR OPERATORS REPRESENTATIVE AND CERTIFICATION

Representative

Name: Shon Mckinnon
Address: Route #3 Box 3630

Myton, UT 84052
Telephone: (435) 646-3721

Certification

Please be advised that NEWFIELD PRODI.JCTION COMPANY is considered to be the
operator of well #2-9-9-16 NW/NE Section 9, Township 9S, Range 16E: Lease UTU-65207
Duchesne County, Utah: and is responsible under the terms and conditions of the lease for the
operations conducted upon the leased lands. Bond coverage is provided by Hartford Accident
#4488944.

I hereby certify that the proposed drillsite and access route have been inspected, and I
am familiar with the conditions which currently exist; that the statements made in this plan are
true and correct to the best of my knowledge; and that the work associated with the operations
proposed here will be performed by Newfield Production Company and its contractors and
subcontractors in conformity with this plan and the terms and conditions under which it is
approved. This statement is subject to the provisions of 18 U.S.C. 1001 for the filing of a false
statement.

Date Mandie Crozier
Regulatory Specialist
Newfield Production



SOUTH WELLS DRAW 2-9-9-16

Sechon 9, T9S, Ri6E, S.L.B.&M.

PROPOSED ACCESS
ROAD (Max. 6% Grade)

C/1. 8
F/2.2 C/2. 8

STA. 2+90

P/T TOPSO/L
STOCKP/l.E

C/4. 6
sa 2+22

I.
2' Berrn Around Fill
Portion of Location

C/2.6 - / Top of

STA 60
S pe

WELLHEAD:
UNGRADED = 5788.0' Ëxcì
E/N. GRADE = 5785.4' «A TERIAL

Toe of / R,50'
F/// s/ope

. I ROUND CORNER TO
AVO/D EXCESS F/LL

L -, su. osoo C/2.2

8TOPSO/L
S70CKP/LE

REFERENCE POINTS
210' NORTHWESTERLY = 5787.1'
260' NORTHWESTERLY = 5787.3'
170' NORTHEASTERLY = 5778.0'

suRVEYED BK c.M.
scALE· 1" = Jo' t State "">"'-2

La,nd Surveying, Inc.
DRAWN ÐK· E TM. DA TE: 9-1J-05

\ 180 NORTH VERNALAVE. VERNAL,UTAH



NE IELD PRODUCTIO OMPANY
CROSS SECTIONS

SOUTH WELLS DRAW 2-9--9-16

Il

50' SM. 2+90

so' SM. 2+22

EX/ST/NG
GRADE \ ------

FINISHED GRADE \

WELLHOLE -

ii -Ill=lll

1" = 50' SM. 1+60

1" = so' SM. 0+00 ESTIMATEDEARTHWORK QUANTITIES
(No Shrink or swell adjustments have been used)

(E×pressed in Cubic Yards)

ITEM CUT FILL 6" TOPSOIL EXCESS
NOTE. PAD 2,370 2,370 ToPsoll is 0

not included
UNLESS OTHERWISE NOTED PIT 640 0 in Pad Cut 640
ALL CUT/FILL SLOPES ARE
AT 1.5:1 TOTALS 3,010 2,370 1,000 640

SURVEYED BK C.M. SCALE 1" = 50' re Sta,te (4JS) 781-2501

La,nd Surveying, Inc.
DRAWN BK E TM. DATE: 9-13-05

\ 180 NORTH VERNAL AVE. VERNAL,UTAH
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Proposed Location
s.W D. 2.9

See Topo "8
2.2 ml. L

0.6 ml.

ch

0.4 m I

I

Es g

(435) 781-2501
/ 180 I rth Vamal Ave. Vemal, Utah84078

South Wells Draw 2-9-9-16 '
.. ... . -. -

SEC. 9,T9S, R16E, S.L.B.&M. - - " "A"
f I.
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Proposed Locat on -

I S.W.D.2.9 r
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Legend =

TV - Staa-
Existing Road

(435) 781-2501 - Proposed Access
r 180 North Vemal Ave vemalUtah 84078

South Wells Draw 2-9-9-16
SEC. 9, T9S, Ri6E, S.L.B.&M. ..
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Well Locations

(435)781-2501 a) ÛDO-ÍÄfÎG RadfüS
100 North Vernal Ave VernaF. Utahð4078

South Wells Draw 2-9-9-16
.

...

SEC. 9, T9S, R16E, S.L.B.&M. -
- - - Exhibit
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CULIURALRESOÐCEIVALUATON
OFVAR0tlSLARGETRACTSNTHEWELLS
DRAW10PARII£BENCELOCALWN
DUCHESNE&UNIANCOUNI£5,UTAE

ReporfŸreparedforlnlandResources,Inc.

Departmentof InferiorPermitNo.:07-98-54937

Utah\fateProjectNo.:UI-984F-0164bs

A£RCProject1598(lPC98-4)

ÁufhorofÍheRepori:
i RichardHauck,Ph.D

MOLO6KALEROMWAL£5EARCHCORPORAI)0N
181North200West,Suite5 -- Bounfiful,Uloh84010 RO.Box853,Bounfiful,Utah84011

Phone:(801)292-7061,292-9668 M: (801)292-0614
£-mail:ori@xmission.comWebpage:www.ari-aerc.org

Jul 21



NEWFIELD PRODUCTION COMPANY

PALEONTOLOGICAL FIELD SURVEY OF PROPOSED
PRODUCTION DEVELOPMENT AREAS,

DUCHESNE COUNTY, UTAH

Section 22, T 9 S, R 17 E [entire section excluding the NW 1/4, NE 1/4;
NE 1/4 and NW 1/4, NW 1/4]; NE 1/4, Section 9, T.9 S, R 16 E;

NE 1/4, NE 1/4, Section 10, T 9 S, R 17 E

REPORT OF SURVEY

Prepared for:

Newfield Production Company

Prepared by:

Wade E Miller
ConsultingPaleontologist

June 29, 2005

I



WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 11/16/2005 API NO. ASSIGNED: 43-013-32956

WELL NAME: S WELLS DRAW FED 2-9-9-16

OPERATOR: NEWFIELD PRODUCTION ( N2695 )

CONTACT: MANDIE CROZIER PHONE NUMBER: 435-646-3721

PROPOSED LOCATION:

NWNE 09 090S 160E INSPECT LOCATN BY: / /
SURFACE: 0978 FNL 1965 FEL Tech Review Initials Date
BOTTOM: 0978 FNL 1965 FEL

DUCHESNE Engineering

MONUMENT BUTTE ( 105 ) Geology

LEASE TYPE: 1 - Federal Surface

LEASE NUMBER: UTU-65207

SURFACE OWNER: 1 - Federal
LATITUDE: 40.04990

PROPOSED FORMATION: GRRV

COALBED METHANE WELL? NO LONGITUDE: -110.1212

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

V Plat R649-2-3.

V Bond:Fed[1] Ind[] Sta[] Fee[] Unit SOUTH WELLS DRAW (GR)
CRo.UTOO56 )

Potash (Y/N)
R649-3-2- General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920'Between Wells

Water Permit R649-3-3. Exception

CRo.MUNICIPAL ) / Drilling Unit
RDCC Review (Y/N)

Board Cause No:
(Date: Eff Date:

Fee Surf Agreement (Y/N) Siting:s Jp Mu i
614 Intent to Commingle (Y/N) R649-3-11. Directional



HALCRON FEDERAI S it i i 1 N DRA \\
MON FED 1+4 1++Y is +9 16

T9S R16E

SOUTH WELLS DRAW UNIT

\1 NIID
11 8 9 16 5 WELLS

MONUMENT BUTTE FIELD ,','n' ",yy
DRAWI 16

CAUSE 231-04 I 7-16-2001

SWlilSDRiu

DRAW DRAti1H)7 16 5WIIINDRAtt

i i i il i
6-W>l6 DRAW 8->>I6 5-1 in á

IIDIRAl SWELIS ,

FEDIRÄI19 6>>tn DRAW7 16

CASHE
PEAK U 10

I
i I

I
SWIIINORAM

16 99 16 SWilliBRAM

CASTLE PEAK UNIT i
TERMINATED

CASHE PK
FED li 15 4

OPERATOR: NEWFIELD PROD CO (N2695)

SEC: 9 T. 9S R.16E

FIELD: MONUMENT BUTTE (105)

COUNTY: DUCHESNE

CAUSE: 231-04 / 7-16-2001 IVeHsStatus
GG SN E IOEN Utah OilGas and Mining

× LOCATION ABANDONED
e NEW LOCATION

Field Status Unit Status PLUGGED & ABANDONED
ABANDONED EXPLORATORY PRODUCING GAS
ACTIVE GAS STORAGE e PRODUCING OIL

COMBINED C
LNDARY NN

O
INRACTISEED PENODING

)s( TEMP. ABANDONED

RM
NGAETED

G THERML A
ASTE ELNLJECTION

N
PP OIL WATER SUPPLY PREPARED BY: DIANA WHlTNEY
SECONDARY g WATER DISPOSAL DATE: 17-NOVEMBER-2005
TERMINATED ..,



United States Department of the Interior

BUREAU OF LAND MANAGEMENT
Utah State Office
P.O. Box 45155

Salt Lake City, Utah 84145-0155

IN REPLY REFER TO:
3160
(UT-922)

November 17, 2005

Memorandum

To: Assistant District Manager Minerals, Vernal District

From: Michael Coulthard, Petroleum Engineer

Subject: 2005 Plan of Development South Wells Draw Unit, Duchesne County,
Utah.

Pursuant to email between Diana Whitney, Division of Oil, Gas and Mining, and Mickey
Coulthard, Utah State Office, Bureau of Land Management, the followingwell is
planned for calendar year 2005 within the South Wells Draw Unit, Duchesne County,
Utah.

API# WELLNAME LOCATION

(Proposed PZ Green River)

43-013-32956 South Wells Draw 2-9-9-16 Sec 9 TO9S R16E 0978 FNL 1965 FEL

This office has no objection to permitting the well at this time.

Is/ Michael L. Coulthard

bcc: File - South Wells Draw Unit
Division of Oil Gas and Mining
Central Files
Agr. Sec. Chron
Fluid Chron



JON M. HUNTSMAN, JR.
Governor

GARY R. HERBERT
Lieutenant Governor

State of Utah
November 17, 2005

Department of
Natural Resources

MICHAEL R. STYLER
Executive Director

Newfield Production Company
Division of Rt. #3, Box 3630

Oil, Gas & Mining Myton, UT 84052
JOHN R. BAZA
Division Director

Re: South Wells Draw Federal 2-9-9-16 Well, 978' FNL, 1965' FEL, NW NE,
Sec. 9, T. 9 South, R. 16 East, Duchesne County, Utah

Gentlemen:

Pursuant to theprovisions and requirements of Utah Code Ann.§ 40-6-1 et
seq., UtahAdministrative CodeR649-3-1 et seq., and the attached Conditions of
Approval, approval to drill the referenced well is granted.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date. The API identification number assigned to this well is 43-013-32956.

Sincerely,

Gil Hunt
Associate Director

pab
Enclosures

cc: Duchesne County Assessor
Bureau of Land Management, Vernal District Office

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City,UT 84114-5801

telephone(801) 538-5340•facsimile (801) 359-3940•TIY (801) 538-7458
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Operator: Newfield Production Company
Well Name & Number South Wells Draw Federal 2-9-9-16

API Number: 43-013-32956
Lease: UTU-65207

Location: NW NE Sec.)_ T. 9 South R. 16 East

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
Notify the Division within 24 hours of spudding the well.
• Contact Carol Daniels at (801) 538-5284.

Notify the Division prior to commencing operations to plug and abandon the well.
• Contact Dan Jarvis at (801) 538-5338

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. State approval of this well does not supersede the required federal approval, whichmust be
obtained prior to



FORM 3ián-5 UNITED STATES Eoimi APPluwi n

ci ne P>90) DEPARTMENT OF THE INTERIOR sua eiinneauNo ma-sons

BUREAU OF LAND 31ANAGENIENT Expires: March 3L 0)93

5. I.ease Designation and Seriul No.

SUNDRY NOTICES AND REPORTS ON WELLS LTTU-65207

Do not use this form for proposals to drill or to deepen or reentry a different reservoir. o innaian, anonce or frise Nanae

Use "APPLICATION FOR PERMIT -" for such proposals NA

If Unit or ( A. Agreemeni Designation

SUBMIT IN TRIPLICATE SOUTH WELLS DRAW

l. Type of Well
Gil lias 8. Well Name and No.

X
Well wel other S WELLS DRAW FED. 2-9-9-16

9. API Well No.

1 Nanic of Dpennor
43-013-32956

NEWFIELD PRODUCTION COMPANY lo.iieidana rooi.orExplorators Area

3 AddressandTelephoneNo.
MONUMENT BUTTE

Rt. 3 Box 3630, Myton Utah, 84052 435-646-3721 H.connix or Parish, state

4. Location of Well (Footage, Sec., T., R., m.. or Survey Description)

978 FNL 1965 FEL NWINE Section 9, T9S Rl6E DUCHESNE COUNTV, UT.

c. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

X Notice of Intent Abandonment Olange of Plans

Recompletion New Construction

Subsequent Report Plugging Back Non-Routine Fracturing

Casing Repair Water Shut-OtT

Final Abandonment Notice Altering Casing Cemversion to Injection

X Other Permit Extension nisposewater
INoie: Repari restills el multiple completion on Well

t ompletion or Iseconipletioil Report alid 1.0; forna

11 I)escribe Proposed or (ompleled Operations (t learly state all perlinent delails. and gire pertineni dates including estimated date el starting any proposed work. Ifne!I is direciion

ally drilled. gise subsurtlice locations and measured and true serlicul depths Ior all niarkers and tones pertinent to this work.?

Newfield Production Company requests to extend the Permit to Drill this well for one year. The original

approval date was I 1/17/05 (expiration i 1/17/06).

This APD has not been approved yet by the BLM.

Approved by the
Utah Divisionof

Oil,Gas and Mining

Date:

By:

\il In a

RECEIVED
OCT3 O2006

DIV.0F0lL,GAS&



Application for Permit to Drill
Request for Permit Extension

Validation
(this form should accompany the Sundry Notice requesting permit extension)

API: 43-013-32956

Well Name: South Wells Draw Fed. 2-9-9-16

Location: NW/NE Section 9, T9S RI6E

Company Permit Issued to: Newfield Production Company
Date Original Permit Issued: 11/17/2005

The undersigned as owner with legal rights to drill on the property as permitted
above, hereby verifies that the information as submitted in the previously
approved application to drill, remains valid and does not require revision.

Followinq is a checklist of some items related to the application, which should be
verified.

If located on private land, has the ownership changed, if so, has the surface
agreement been updated? YesONoO

Have any wells been drilled in the vicinity of the proposed well which would affect
the spacing or siting requirements for this location? YesO NoEl

Has there been any unit or other agreements put in place that could affect the
permitting or operation of this proposed well? YesO NoB

Have there been any changes to the access route including ownership, or right-

of-way, which could affect the proposed location? YesO No 2l

Has the approved source of water for drilling changed? YesO NoO

Have there been any physical changes to the surface location or access route
which will require a change in plans from what was discussed at the onsite
evaluation? YesO NoEl

Is bonding ill in place, which covers this proposed well? Yes2NoO

Signature Date

Title: Regulatory specialist

Representing: Newtield Production Company

RECEIVED
OCT3 0 2006

DIVOF0lL,GAS&



DIVISIONOF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: NEWFIELD PRODUCTION COMPANY

Well Name: S WELLS DRAW FED 2-9-9-16

Api No: 43-013-32956 Lease Type: FEDERAL

Section 09 Township 09S Range 16E County DUCHESNE

Drilling Contractor NDSI RIG # NS#1

SPUDDED:
Date 01/26/07

Time 11:30 AM

How DRY

Drilling wi/I Commence:

Reported by TROY ZUFEIT

Telephone # (435) 823-6013

Date 01/26/2007 Signed
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Form 3160-3 FORM APPROVED

(September 2001) OMB No 1004-006

UNITED STATES
DEPARTMENT OF THE INTERK)R 5. I ease Serial No.

BUREAU OF LAND MANAGEMENT UTU-65207

APPLICATION FOR PERMIT TO DRILL OR REENTER
6. If Indian. Allottee or Tribe Name

N/A

la. Type of Work: Dl(ILL REENTElk
7. If Unit or CA Agreement. Name imd No.

South Wells Draw
8. Lease Name and Well No.

lb. Type of Well: Oil Well Ü Gas Well Other Single Zone Multiple Zone South Wells Draw Federal 2-9-9-16

2. Name of Operator 9. API Well No.

Newfield Production Company «$

3a. Address 3b. Phone No. (include area code) 10. Field and Pool, or Exploratory

Route #3 Box 3630, Myton UT 84052 (435) 646-3721 Monument Butte

4. Location of Well (Report location clearly and in accordance with any State requirements.g 11. Sec., T. R., M., or Blk. and Survey or Area

At surface NW/NE 978' FNL 1965' FEL

At proposed prod. zone
NW/NE Sec. 9, T9S R16E

14. Distance in miles and direction from nearest town or post office* 12. County or Parish 13. State

Approximatley 15.7 miles southwest of Myton, Utah Duchesne UT

15. Distance from proposed* 16. No. of Acres in lease 17. Spacing Unit dedicated to this well
location to nearest
property or lease line, ft.
(Also to nearest drig. unit line, if any) Approx.978'flise, 101T flunit 280.00 40 Acres

18. Distance fiom proposed location* 19. Proposed Depth 20. BLM/BlA Bond No.on 6]e
to nearest well, drilling, completed,
applied for, on this lease, ft. Approx. 1153' 6140' UTOO56

21. Elevations (Show whether DF, KDB, RT, GL. etc.) 22. Approximate date work will start* 23. Estimated duration

5788' GL 1st Quarter 2006 Approximately seven waymm sowo arose.

24. Attachments

The following, completed in accordance with the requirements of Onshore Oil and Gas Order No.l. sluill be attached to this form:

1. Well plat certified by a registered surveyor. 4. Bond to cover the operations unless covered by an existing bond on file (see

2. A Drilling Phm. Item 20 above).

3. A Surface Use Plan (if the location is on National Forest System Lands. the 5. Openitor certification.

SUPO shall be filed with the appropriate Forest Service Office). 6. Such other site specific mformation and/or plans as may be required by the
authonzed officer.

Mandie Crozier
Title

Regulatory Specialist
Approved by (S naturc) e rinted Tipcon

' Date

Applicat on appro ld t' ra 11WWÑAyQliiÑhIÏ$ntholds legal or equitable title to those rights in the subject lease which would entitle the applic.uit to conduct

operations thereon.
Conditions of approval, if any, are attached.

Title 18 U.S.C. Section 100] and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United

States any false. fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

maimum conomousormuovaAyme
FEBU2 20g

D7EH46



UNITED STATES DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

VERNAL FIELD OFFICE
170 South 500 East VERNAL, UT 84078 (435) 781-4400

CONDITIONS OF APPROVAL FOR APPLICATION FOR PERMIT TO DRILL

Company: Newfield Production Company Location: NWNE, Sec 9, T9S, R16E
Well No: South Wells Draw Fed. 2-9-9-16 Lease No: UTU-65207
API No: 43-013-32956 Agreement: South Wells Draw Unit

Petroleum Engineer: Matt Baker Office:435-781-4490 Cell:435-828-4470
Petroleum Engineer: Michael Lee Office:435-781-4432 Cell:435-828-7875
Petroleum Engineer: James Ashley Office:435-781-4470 Cell:435-828-7874
Supervisory Petroleum Technician: Jamie Sparger Office:435-781-4502 Cell:435-828-3913
Environmental Scientist: Paul Buhler Office: 435-781-4475 Cell:435-828-4029
Natural Resource Specialist: Jannice Cutler Office: 435-781-3401
Natural Resource Specialist: Mike Cutler Office:435-781-3400
Natural Resource Specialist: Melissa Hawk Office:435-781-4476
Natural Resource Specialist: Chuck MacDonald Office:435-781-4441
Natural Resource Specialist: Holly Villa Office:435-781-4404
Natural Resource Specialist: Darren Williams Office:435-781-4447
Environmental Scientist: KarlWright Office:435-781-4484
After Hours Contact Number: 435-781-4513 Fax: 435-781-4410

A COPY OF THESE CONDITIONS SHALL BE FURNISHED TO YOUR
FIELD REPRESENTATIVE TO INSURE COMPLIANCE

All lease and/or unit operations are to be conducted in such a manner that full compliance is made with the
applicable laws, regulations (43 CFR Part 3160), and this approved Application for Permit to Drill including Surface
and Downhole Conditions of Approval. The operator is considered fully responsible for the actions of his
subcontractors. A copy of the approved APD must be on location during construction, drilling, and completion
operations. This permit is approved for a one-year period. An additional year extension may be applied for
by sundry notice prior to expiration.

NOTIFICATION REQUIREMENTS

Location Construction - Forty-Eight (48) hours priorto construction of location and
(Notify Chuck MacDonald) access roads.

Location Completion - Prior to moving on the drilling rig.
(Notify Chuck MacDonald)

Spud Notice - Twenty-Four (24) hours prior to spudding the well.
(Notify Petroleum Engineer)

Casing String & Cenienting - Twenty-Four (24) hours prior to running casing and cementing
(Notify Jamie Sparger) all casing strings

BOP &Related Equipment Tests - Twenty-Four (24) hours prior to initiating pressure tests
(NotifyJamie Sparger)

First Production Notice - Within Five (5) business days after new well begins or
(Notify Petroleum Engineer) production resumes after well has been off production for more

than ninety (90)



Page 2 of 8
Well: South Wells Draw Fed. 2-9-9-16

1/11/2007

SURFACE USE PROGRAM
CONDITIONS OF APPROVAL (COAs)

• Adhere to Executive Order 5327 of April 15, 1930, stipulations for lands in oil shale withdrawal.

Lease Notices: Lands in this lease have been identified as containing Golden eagle habitat.
Modifications to the Surface Use Plan of Operations may be required in order to protect the
Golden eagle and/or habitat from surface disturbing activities in accordance with Section 6 of the
lease terms, Endangered Species Act, and 43 CFR 3101.1-2.

Comments: The Division of Wildlife Resources has designated lands in this area as containing
potential antelope habitat and Mountain plover habitat.

• This well is being approved in accordance with Washington Instruction Memorandum 2005-247
and Section 390 (Category 3) of the Energy Policy Act which establishes statutory categorical
exclusions (CX) under the National Environmental Policy Act (NEPA). Category 3 states that an
oilor gas wellcan be drilled within a developed field for which an approved land use plan or any
environmental document prepared pursuant to NEPA analyzed drilling as a reasonably
foreseeable activity,so long as such plan or document was approved within five (5) years prior to
the date of spudding the well. This well is covered under the Final Environmental Impact
Statement and Record of Decision Castle Peak and Eightmile Flat Oiland Gas Exploration
Project Newileld Rocky Mountains Inc., signed August 24, 2005. If the well has not been
spudded by August 24, 2010, a new environmental document will have to be prepared prior to
the approval of the APD.

• AIIapplicable local, state, and/or federal laws, regulations, and/or statutes will be complied with.

• All traffic related to this action willbe restricted to approved routes. Cross-country vehicle travel
will not be allowed.

• No vehicle travel, construction or routine maintenance activities shall be performed during
periods when the soil is too wet to adequately support vehicles and/or construction equipment. If
such equipment creates ruts in excess of four inches deep, the soil shall be deemed too wet to
adequately support construction equipment.

• The access road willbe crowned and ditched. Flat-bladed roads are not allowed.

• Ifadditional erosion occurs during the life of this project, more culverts, low water crossings,
berms, wing ditches or etc. willbe needed to control the erosion.

• Low-water crossings willbe appropriately constructed to avoid sedimentation of drainage ways
and other water resources.

• Pipelines will be buried at all major drainage crossings.

• Prevent filland stock piles from entering drainages.

• The reserve pit willbe lined with a 12 ml or greater liner and felt prior to
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• The liner is to be cut 5 feet below ground surface or at the level of the cuttings, whichever is
deeper, and the excess liner material is to be disposed of at an authorized disposal site.

• When the reserve pit contains fluids or toxic substances, the operator must ensure animals do
not ingest or become entrapped in pit fluids.

• If paleontologic or cultural materials are uncovered during construction, the operator shall
immediately stop work that might further disturb or move such materials and contact the
Authorized Officer(AO)within 48 hours. A determination willbe made by the AO as to
necessary mitigation for the discovered paleontologic/cultural material.

• If Uinta Basin hookless cactus or other special status plants are found, construction willcease
and the AO will be notifiedto determine the appropriate mitigation.

• The interim seed mix for this location shall be:

Crested wheat grass (Agropyron cristatum): 4 lbs/acre
Needle and Thread grass (Stipa comata): 4 lbs/acre
Indian Rice grass (Achnatherum hymenoides): 4 lbs/acre

• Allpounds are in pure live seed.
= Rates are set for drill seeding; double the rate if broadcasting.
• Reseeding may be required if initial seeding is not successful.

• The operator willbe responsible for treatment and control of invasive and noxious weeds.

• The topsoil from the reserve pit shall be stripped and piled separately near the reserve pit. When
the reserve pit is closed, it shall be recontoured and the topsoil respread, and the area shall be
seeded in the same manner as the location topsoil.

• Once the location is plugged and abandoned, it shall be recontoured to natural topology,topsoil
shall be respread , and the entire location shall be seeded witha seed mix recommended by the
AO (preferably of native origin). Seed application will follow all guidelines in the interim seed mix
bullet statement above. If reclamation seeding shall take place using the broadcast method, the
seed at a minimumwillbe walked into the soil with a dozer immediately after the seeding is
completed.

• The authorized officermay prohibit surface disturbing activities during severe winter conditions to
minimizewatershed damage. This limitation does not apply to operation and maintenance of
producing wells.

• The authorized officermay prohibit surface disturbing activities during wet or muddy conditions to
minimize watershed damage. This limitation does not apply to operation and maintenance of
producing wells.

• Allwell facilities not regulated by OSHA will be painted Carlsbad Canyon.

• Allboulders with a length or diameter greater than 3 feet, that are found showing at the surface,
willbe stockpiled for use during final
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• Notify the Authorized Officer48 hours prior to surface disturbing activities.

• Operator shall notify any active Gilsonite mininq operation within 2 miles of the location 48 hours
prior to any blastinq durinq construction for this
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DOWNHOLE CONDITIONSOF APPROVAL

AII provisions outlined in Onshore Oil & Gas Order #2 Drilling Operations shall be strictly
adhered to. The following items are emphasized:

SITE SPECIFIC DOWNHOLE CONDITIONSOF APPROVAL

• Spacing Exception is needed.

DRILLINGICOMPLETlONIPRODUCINGOPERATINGSTANDARDS
• There shall be no deviation from the proposed drilling, completion, and/or workover program as

approved. Safe drilling and operating practices must be observed. Allwells, whether drilling,
producing, suspended, or abandoned, shall be identified in accordance with 43 CFR 3162.6.
There shall be a sign or marker with the name of the operator, lease serial number, well number,
and surveyed description of the well. Any changes in operation must have prior approval from
the BLM, Vernal Field Office Petroleum Engineers.

• The spud date and time shall be reported orallyto Vernal Field Officewithin24 hours of
spudding.

• Notify Vernal Field Office Supervisory Petroleum Engineering Technician at least 24 hours
in advance of casinq cementing operations and BOPE & casing pressure tests.

• Blowout prevention equipment (BOPE) shall remain in use until the well is completed or
abandoned. Closing unit controls shall remain unobstructed and readily accessible at all times.
Choke manifolds shall be located outside of the rig substructure.

• AllBOPE components shall be inspected dailyand those inspections shall be recorded in the
daily drilling report. Components shall be operated and tested as required by Onshore Oil&Gas
Order No. 2 to insure good mechanical working order. All BOPE pressure tests shall be
performed by a test pump with a chart recorder and by the rig pumps. Test shall be
reported in the driller's log.

• BOP drills shall be initially conducted by each drilling crew within 24 hours of drilling out from
under the surface casing and weekly thereafter as specified in Onshore Oil& Gas Order No. 2.

• Casing pressure tests are required before drilling out from under all casing strings set and
cemented in place.

• No aggressive/fresh hard-banded drillpipe shall be used within casing.

• Cement baskets shall not be run on surface casing.

• The lesseeloperator must report all shows of water or water-bearing sands to the BLM. Ifflowing
water is encountered it must be sampled and analyzed (a copy of the analyses to be submitted
to the BLM Field Office in Vernal, Utah).

• Alloiland gas shows shall be adequately tested for commercial possibilities, reported, and
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• The lesseeloperator must report encounters of all non oil & gas mineral resources (such as
Gilsonite, tar sands, oil shale, etc.) to Peter Sokolosky or another geologist of the Vernal Field
Office, in writing,within5 workingdays of each encounter. Each report shall include the well
name/number, well location, date and depth (from KB or GL)of encounter, vertical footage of the
encounter and, the name of the person making the report (along with a telephone number)
should the BLMneed to obtain additional information.

• All shows of fresh water and minerals shall be reported and protected. A sample shall be taken
of any water flows and a water analysis furnished the BLM, Vernal Field Office. AIIoil and gas
shows shall be adequately tested for commercial possibilities, reported, and protected.

• No location shall be constructed or moved, no well shall be plugged, and no drilling or workover
equipment shall be removed from a well to be placed in a suspended status without prior
approval of the BLM, Vernal Field Office. If operations are to be suspended for more than 30
days, prior approval of the BLM, Vernal Field Office shall be obtained and notification given
before resumption of operations.

• Chronologic drilling progress reports shall be filed directly with the BLM, Vernal Field Officeon a
weekly basis in sundry, letter format or e-mail to the Petroleum Engineers until the well is
completed.

• Any change in the program shall be approved by the BLM, Vernal Field Office. "Sundry Notices
and Reports on Wells" (Form BLM3160-5) shall be filed for all changes of plans and other
operations in accordance with 43 CFR 3162.3-2.

• Emergency approval may be obtained orally, but such approval does not waive the written report
requirement. Any additional construction, reconstruction, or alterations of facilities, including
roads, gathering lines, batteries, etc., which will result in the disturbance of new ground, shall
require the filing of a suitable plan pursuant to Onshore Oil & Gas Order No. 1 of 43 CFR 3164.1
and prior approval by the BLM, Vernal Field Office.

• In accordance with43 CFR 3162.4-3, this wellshallbe reported on the "Monthly Report of
Operations" (Oil and Gas Operations Report ((OGOR)) starting with the month in which
operations commence and continue each month until the well is physically plugged and
abandoned. This report shall be filed in duplicate, directly with the Minerals Management
Service, P.O. Box 17110, Denver, Colorado 80217-0110, or call 1-800-525-7922 (303) 231-
3650 for reporting information.

• Whether the well is completed as a dry hole or as a producer, "WellCompletion and
Recompletion Report and Log" (BLM Form 3160-4) shall be submitted not later than 30 days
after completion of the well or after completion of operations being performed, in accordance with
43 CFR 3162.4-1. Two copies of all logs run, core descriptions, and all other surveys or data
obtained and compiled during the drilling, workover, and/or completion operations, shall be filed
on BLM Form 3160-4. Submit with the well completion report a geologic report including, at a
minimum,formation tops, and a summary and conclusions. Also include deviation surveys,
sample descriptions, strip logs, core data, drill stem test data, and results of production tests if
performed. Samples (cuttings, fluid, and/or gas) shall be submitted only when requested by the
BLM,Vernal Field
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• A cement bond log (CBL) will be run from the production casing shoe to the surface casing shoe
and shall be utilized to determine the bond quality for the production casing. Submit a field copy
of the CBL to this office.

• Please submit an electronic copy of all other logs run on this we11in LAS format to
UT_VN_Welllogs@BLM.gov. This submission will supersede the requirement for
submittal of paper logs to the BLM.

• Alloff-lease storage, off-lease measurement, or comminglingon-lease or off-lease shall have
prior written approval from the BLM, Vernal Field Office.

• All measurement points shall be identified as point of sales or allocation for royalty determination
prior to the installation of facilities.

• Oiland gas meters shall be calibrated in place prior to any deliveries. The Field Office
Petroleum Engineers will be provided with a date and time for the initial meter calibration and all
future meter proving schedules. A copy of the meter calibration reports shall be submitted to the
BLM,Vernal Field Office. All measurement facilities willconform to the API standards for liquid
hydrocarbons and the AGA standards for natural gas measurement.

• A schematic facilities diagram as required by Onshore Oil&Gas Order No. 3 shall be submitted
to the BLM, Vernal Field Officewithin 30 days of installation or first production, whichever occurs
first. Allsite security regulations as specified in Onshore Oil& Gas Order No. 3 shall be adhered
to. All product lines entering and leaving hydrocarbon storage tanks willbe effectivelysealed in
accordance with Onshore Oil & Gas Order No. 3.

• This APD is approved subject to the requirement that, should the well be successfully completed
for production, the BLM, Vernal Field office must be notified when it is placed in a producing
status. Such notification will be by written communication and must be received in this office by
not later than the fifth business day following the date on which the well is placed on production.
The notification shall provide, as a minimum, the following informational items:

o Operator name, address, and telephone number.
o Well name and number.
o Well location (¼¼,Sec., Twn, Rng, and P.M.).
o Date well was placed in a producing status (date of first production for which royalty

willbe paid).
o The nature of the well's production, (i.e., crude oil,or crude oil and casing head gas,

or natural gas and entrained liquid hydrocarbons).
o The Federal or Indian lease prefix and number on which the well is located;

otherwise the non-Federal or non-Indian land category, i.e., State or private.
o Unit agreement and / or participating area name and number, if applicable.
o Communitizationagreement number, if applicable.

• Any venting or flaring of gas shall be done in accordance with Notice to Lessees (NTL) 4A and
needs prior approval from Field Office Petroleum Engineers.

• AIIundesirable events (fires, accidents, blowouts, spills, discharges) as specified in NTL 3A will
be reported to the BLM, Vernal Field Office. Major events as defined in NTL3A, shall be reported
verbally within 24 hours, followed by a written report within 15 days. "Other than Major
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willbe reported in writing within 15 days. "Minor Events" will be reported on the Monthly Report
of Operations and Production

• Pursuant to Onshore Oil& Gas Order No. 7, this is authorization for pit disposal of water
produced from this well for a period of 90 days from the date of initial production. A permanent
disposal method must be approved by this officeand in operation prior to the end of this 90-day
period. In order to meet this deadline, an application for the proposed permanent disposal
method shall be submitted along with any necessary water analyses, as soon as possible, but no
later than 45 days after the date of first production. Any method of disposal which has not been
approved prior to the end of the authorized 90-day period will be considered as an Incident of
Noncompliance and will be grounds for issuing a shut-in order until an acceptable manner for
disposing of said water is provided and approved by this office.

• Unless the plugging is to take place immediately upon receipt of oral approval, the Field Office
Petroleum Engineers must be notified at least 24 hours in advance of the plugging of the well, in
order that a representative may witness plugging operations. If a well is suspended or
abandoned, all pits must be fenced immediately until they are backfilled. The "Subsequent
Report of Abandonment" (Form BLM3160-5) must be submitted within 30 days after the actual
plugging of the well bore, showing location of plugs, amount of cement in each, and amount of
casing left in hole, and the current status of the surface



FORM 3160-5 UNITED STATES FORM APPROVED

(September2001) DEPARTMENT OF THE INTERIOR OMB No. 1004-0135
ExpimsJanuary 31,2004

BUREAUOF LAND MANAGEMENT 5. Lease Serial No.
SUNDRY NOTICES AND REPORTS ON WELLS USA UTU-65207

Do not use this form for proposals to drill or to re-enter an
abandoned well. Use Form 3180-3 (APD) for such proposals. 6. If Indian,Allotteeor Tribe Name.

7. If Unit or CA/Agreement, Name and/or

S WELLS DRAW UNIT
1.T pe of Well

Oil Well Gas Well O Other 8. Wel1Name and No.
2. Name of Operator SOUTH WELLSDRAW FEDERAL2,9•$ -

NEWFIELDPRODUCTIONCOMPANY 9. API Wall II:.
3a. Address Route 3 Box 3630 3b. Phone (include are code) 4301332956

Myton, UT 84052 435 646 3721 10 Field and Pool or Exp\nratorv Aren

4. Location of Well (Footage, Sec., T.,R , M., or SurveyDescription) MONUMENTBUTTE
978 FNL 1965FEL 11.County or Parish, State

NWNE Section9 T9S RI6E DUCHESNE,UT

-+2-€HE€K APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Acidize O Deepen Q Production(Start/Resume) O Water Shut-Off
Notice of Intent

Alter Casing O Fracture Treat Q Reclamation Q Well Integrity

SubsequentReport Casing Repair Q New Construction Q Recomplete S Other
Change Plans O Plug & Abandon Q TemporarilyAbandon Spud Notice

Final Abandonment Convert to O Plug Back Q Water Disposal

13. DescribeProposedor Completed Operation(clearly state all pertinent details, includingestimated startingdate of any proposed work and approximateduration thereof. If the

proposal is to deependirectionallyor recompletehorizontally,give subsurfacelocations and measured and true venical depths of all pertinent markers and zones. Attachthe
Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequentreposts shall be filed within 30 days followingcompletion

of the involvedoperations. Ifthe operation results in a multiple completionor recompletion in a new interval,a Form 3160-4 shall be filed once testing has been completed.

Final AbandonmentNotices shall be filed only after all requirements, includingæclamation, have been completed,and the operator has deternined that the site is ready for final
inspection.)

On 1/26/07 MIRU NDSI NS # 1.Spud well @ 11:30 AM. Drill320' of 12 1/4" hole with air mist. TIH WI7 Jt's 8 5/8" J-55 24 # csgn.
Set @323.54 KB On 1/31/07 cement with 160 sks of class "G" w/ 2% CaCL2 + 1/4# sk Cello- Flake Mixed @ 15.8 ppg > 1.17
cfl sk yelld. Returned 4 bbis cement to pit. WOC.

I hereby certify that the foregoing is true and Title
correct (Printed/ Typed)

Sign u'e D
rilling Foreman

Aonrovedby Title Date
Conditionsof approval, if any, are attached. Approval of this notice does not warrant or
cenify that the applicant holds legal or equitable title to those rights in the subject lease Office
which would entitle the agglicant to conduct operations thereon.

Title 18 U.S.C.Section 1001 and Title 43 U.S.C. Section 1212,make it a crime for any person knowingly and willfully to make to any department or agency ofUièl.filif
States any false. fictitiousand fraudulent statements or renresentations as to anv matter within its iurisdiction

(Instructions on reverse) FEBO6



NEWFIELD PRODUCTION COMPANY - CASING & CEMENT REPORT

S SIS CASING SET AT 323.54

LASTCASING 8 5/8" set @ 323.54 OPERATOR Newfield Production Company

DATUM 12' KB WELL SWD Federal 2-9-9-16

DATUM TO CUT OFF CASING FIELDIPROSPECT Monument Butte

DATUM TO BRADENHEAD FLANGE CONTRACTOR & RIG # NDSI NS #1

TD DRILLER 320' LOGGER

HOLE SIZE 12 1/4

LOG OF CASINGSTRING:

PIECES OD ITEM- MAKE- DESCRIPTION WT I FT GRD THREAD CONDT LENGTH

Shoe Joint 44.50'

WHI - 92 csg head 8rd A 0.95

7 8 5/8" Maverick ST&C csg 24# J-55 8M A 311.69

GUIDE shoe 8rd A 0.9

CASING INVENTORYBAL. FEET JTS TOTALLENGTHOF STRING 54

TOTALLENGTHOF STRING 313.54 7 LESS CUT OFF PIECE

LESS NON CSG. ITEMS 1.85 PLUS DATUMTO T/CUT OFF CSG

PLUS FULLJTS. LEFTOUT 0 CASINGSET DEPTH 323.54
TOTAL 311.69 7 -

TOTALCSG. DEL.(W/O THRDS) 311.69 7 COMPARE

TIMING 1ST STAGE

BEGIN RUN CSG. Spud 1/26/2007 11:30 AM GOOD CIRC THRU JOB YES

CSG. IN HOLE 1/27/2007 9:00 AM Bbis CMT CIRC TO SURFACE 4

BEGIN CIRC 1/31/2007 11:32 AM RECIPROCATEDPIPE FOR N/A

BEGIN PUMP CMT 1/31/2007 11:49 AM

BEGIN DSPL. CMT 1/31/2007 11:59 AM BUMPEDPLUGTO 410 PSI

PLUG DOWN 1/31/2007 12:05 PM

CEMENT USED CEMENT COMPANY- 8. J.
STAGE # SX CEMENT TYPE &ADDITIVES

1 160 Class "G"w/ 2% CaCL2+4/4#leleCello-Flake mixed @15.8 ppg1.17 cf/sk yield

CENTRALIZER &SCRATCHER PLACEMENT SHOW MAKE& SPACING

Centralizers - Middlefirst, top second &thirdfor 3

COMPANY REPRESENTATIVE Alvin Nieleen DATE



FORM3160-5 UNITED STATES FORM APPROVED
(September2001) DEPARTMENT OF THE INTERIOR Ep ms ua

310,
4

BUREAU OF LAND MANAGEMENT 5. Lease Serial No.
SUNDRY NOTICES AND REPORTS ON WELLS USA UTU-65207

Do not use this form for proposals to drill or to re-enter an
abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

7. If Unit or CA/Agreement, Name and/or

S WELLSDRAW UNIT
l. T pe of Well

Oil Well Gas Well Other 8. Well Name and No.
2 Name ofOperator SOUTH WELLS DRAW FEDERAL -

NEWFIELDPRODUCTIONCOMPANY 9 PI ¾ll FL
3a. Address Route 3 Box 3630 3b. Phone (include are code) 4301332956

Myton, UT84052 435 646 3771 10 Field and Poni or Fxnloratorv Area
4 Locationof Well (Footage,Sec., T., R., M, or SurveyDescription) MONUMENT BUTTE

978 FNL 1965 FEL 11. County or Parish, State

NWNE Section 9 T9S Rl6E
DUCHESNE, UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Acidize O Deepen Q Production(Start/Resume) Water Shut-Off
Notice of Intent Q Alter Casing Q Fracture Treat Q Reclamation Well Integrity

Subsequent Report Q Casing Repair Q New Construction Q Recomplete Other
ChangePlans O Plug & Abandon Q Temporarily Abandon Weekly StatusReport

Final Abandonment Q Convert to O Plug Back Q Water Disposal

13. Describe Proposed or CompletedOperation(clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof. Ifthe
proposal is to deepen directionallyor recompletehorizontally,give subsurface locations and measuredand true verticaldepths of all pertinentmarkers and zones. Attachthe
Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days followingcompletion
of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once testing has been completed.
Final Abandonment Notices shall be filed only after all requirements, including æclamation, have been completed,and the operator has detennined that the site is ready for final
inspection.)

On 3/4/07 MIRU NDSI Rig # 1. Set all equipment. Pressure test Kelly,TIW, Choke manifold, & Bop's to 2,000 psi. Test 8.625
csgn to 1,500 psi. Vernal BLMfield, & Roosevelt DOGM office was notifed of test. PU BHA and tag cement @278'. Drillout
cement & shoe. Drilla 7.875 hole with fresh water to a depth of 6175'. Lay down drillstring & BHA. Open hole log w/ Dig/SP/GR
log's TD to surface. PU &TIHwith Guide shoe, shoe jt, float collar, 141 jt's of 5.5 J-55, 15.5# csgn. Set @6159' / KB. Cement
with 300 sks cement mixed @ 11.0 ppg & 3.43 yld. Then 450 sks cement mixed @ 14.4 ppg & 1.24 yld. Returned 5 bbls of
cement to reserve pit. Nipple down Bop's. Drop slips @ 102,000 #'s tension. Release rig @12:30 AM on 3/11/07.

I hereby certify that the foregoing is true and Title
correct (Prínted/ Ty ed)

IIrifill Ofil Drilling Foreman
Signa D e3/12/2007

Approved by Title i Date
Conditionsof approval, if any, am attached. Approval of this notice does not warrant or
certify that the applicant holds legal or equitable title to those rights in the subject lease Office
which would entitle the applicant to conduct oÿerations thereon.

Title 18U.S.C.Section 1001and Title 43 U.S.C.Section 1212,make it a crime for any person knowinglyand willfully to make to any department or agency of
States anv false. fictitious and fraudulent statementsor morosentationsas to anv matter within its iurisdiction

(instructions on reverse)

Og OFOLGAS&



NEWFIELD PRODUCTION COMPANY - CASING & CEMENT REPORT

5 1/2" CASINGSET AT 6159.25
Fit cllr@ 6115.42

LAST CASING 8 5/8" Set@ 321' OPERATOR Newfield Production Company

DATUM 12 WELL SWD Fed 2-9-9-16

DATUM TO CUT OFF CASING 12 FIELD/PROSPECT Monument Butte
DATUMTO BRADENHEAD FLANGE CONTRACTOR & RIG # NDSI Rig #1
TD DRILLER 6175' LOGGE

HOLE SIZE 7 7/8"

LOG OF CASINGSTRING:
PIECES OD ITEM- MAKE- DESCRIPTION WT / FT GRD THREAD CONDT LENGTH

Landing Jt 14

Short jt g 4121' 6.95'

138 5 1/2" ETC LT & C casing 15.5# J-55 8rd A 6101.42

0.6

1 5 1/2" ETC LT&Ccsg 15.5# J-55 8rd A 44.58

GUIDE shoe 8rd A 0.65

CASING INVENTORYBAL. FEET JTS TOTALLENGTHOF STRING 6161.25
TOTAL LENGTHOF STRING 6161.25 139 LESS CUT OFF PIECE 14

LESS NONCSG. ITEMS 15.25 PLUS DATUMTO T/CUT OFF CSG 12

PLUS FULL JTS. LEFT OUT 222.46 5 CASINGSET DEPTH 6159.25
TOTAL 6368.76 144 -

TOTALCSG. DEL. (WlO THRDS) 6368.76 144 COMPARE

TIMING 1ST STAGE 2nd STAGE
BEGIN RUN CSG. 3/10/2007 12:30 PM GOOD CIRC THRU JOB Yes

CSG. IN HOLE 3/10/2007 3:30 PM Bbis CMT CIRC TO SURFACE 5

BEGIN CIRC 3/10/2007 3:30 PM RECIPROCATED PIPE FOR THRUSTROKE
BEGIN PUMP CMT 3/10/2007 6:06 PM DIDBACKPRES. VALVE HOLD ? Yes

BEGIN DSPL. CMT 3/10/2007 7:02 PM BUMPED PLUG TO 1630 PSI

PLUG DOWN 3/10/2007 7:27 PM

CEMENT USED CEMENTCOMPANY- 8. J.
STAGE # SX CEMENT TYPE &ADDITIVES

1 300 Premlite IIw/ 10% gel + 3% KCL,3#'s Isk CSE + 2# sk/kolseal + 1/2#'s/sk Cello Flake

mixed g 11.0 ppg W / 3.43 cf/sk yield
2 450 50/50 poz W/ 2% Gel + 3% KCL,.5%EC1,1/4# sk C.F. 2% gel. 3% SM mixed @ 14.4 ppg W/ 1.24 YLD

CENTRALIZER&SCRATCHER PLACEMENT SHOW MAKE& SPACING
Centralizers - Middlefirst, top second & third.Then every thirdcollar for a total of 20.

COMPANYREPRESENTATIVE Justin Crum DATE



FORM 3160-5 UNITED STATES FORM APPROVED

(September2001) DEPARTMENT OF THE INTERIOR Ep s u
310,

04
BUREAU OF LAND MANAGEMENT 5. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS USA UTU-65207
Do not use this form for proposals to drill or to re-enter an

abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

7. If Unit or CA/Agreement,Name and/or

S WELLS DRAW UNIT
1. T pe of Well

Oil Well Gas Well Other 8. Well Name and No.
2. Name of Operator SOUTH WELLS DRAW FEDERAL

NEWFIELD PRODUCTIONCOMPANY 91PI Ell 116.
3a. Address Route 3 Box 3630 3b. Phone (include are code) 4301332956

Myton, UT 84052 435 646 3771 10 Field and Pnni nr Evpinratorv Area
4. Location ofWell (Footage, Sec , T., R , M, or Survey Description) MONUMENT BUTTE

978 FNL 1965 FEL 11. County or Parish, State

NWNE Section 9 T9S R16E
DUCHESNE, UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Acidize O Deepen Q Production(Start/Resume) Q Water Shut-Off
Notice of Intent

Alter Casing Q Fracture Treat Q Reclamation Q Well Integrity
Subsequent Report Casing Repair Q New Construction Q Recomplete O Other

Change Plans O Plug & Abandon Q Temporarily Abandon
Final Abandonment Convert to O Plug Back Water Disposal

13. Describe Proposed or CompletedOperation (clearly state all pertinent details, including estimated starting date of any pmposed work and appmximate duration thereof If the
proposal is to deependirectionallyor recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones. Attach the
Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days following completion
of the involved operations. Ifthe operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once testing has been completed.
Final Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed, and the operator has determined that the site is ready for final
inspection.)

Formation water is produced to a steel storage tank. Ifthe production water meets quality guidelines, it is transported to the
Ashley, Monument Butte, Jonah, and Beluga water injection facilities by company or contract trucks. Subsequently, the
produced water is injected into approved Class IIwells to enhance Newfield's secondary recovery project.

Water not meeting quality criteria, is disposed at Newfield's Pariette #4 disposal well (Sec. 7, T9S R19E) or at State of Utah
approved surface disposal facilities.

Accepted by the
Utah Division of

Oil, Gas and Mining

FORRECORDONLY

I hereby certify that the foregoing is true and Title
correct (Printed/ ed)

MilI¥1ie C Regulatory Specialist
D

/05/2007

Approved by Title Date
Conditions of approval, if any, are attached. Approval of this notice does not warrant or
certify that the applicant holds legal or equitable title to those rights in the subject lease Office
which would entitle the agglicant to conduct oÿerations thereon.

Title 18 U.S.C. Section 100 t and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency ofth
States anv false. fictitiousand fraudulent statements or renresentations as to anv matter within its iurisdiction -

(Instructions on reverse)

DIV.0FOIL,GAS&



STATEOFUTAH
DEPARTMENT OF NATURAL RESOURCES 5. LEASE DESIGNATIONAND SERIAL NUMBER:

DIVISION OF OIL, GAS AND MINING USA UTU-65207

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantlydeepen existing wells below current bottom-holedepth, reenter plugged
7 UNIT or CA AGREEMENTNAME:

wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. S WELLS DRAW UNIT

1. TYPE OF WELL: 8. WELL NAME and NUMBER:

OIL WELL GAS WELLÜ OTHER SOUTHWELLSDRAWFEDERAL

2. NAME OF OPERATOR: 9. API NUMBER:

NEWFIELD PRODUCTION COMPANY 4301332956

3. ADDRESSOF OPERATOR: PHONENUMBER 10. FIELD AND POOL, OR WILDCAT:

Route 3 Box 3630 c1TY MytOn STATE UT ZIP 84052 435.646.3721 MONUMENT BUTTE
4. LOCATIONOF WELL:

FOOTAGESAT SURFACE: 978 FNL 1965 FEL ÇOUNTY: DUCHESNE

OTRIOTILSECTION.TOWNSHIP. RANGE.MERIDIAN: NWNE, 9, T9S, R16E STATE: UT

u. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATECURRENT FORMATION

O NOTICE OF INTENT
(Submit in Duplicate) O ALTERCASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date work will O CASING REPAIR O NEW CONSTRUCTION TEMPORARTTLYABANDON

O CHANGE TO PREVIOUSPLANS O OPERATOR CHANGE O TUBING REPAIR

O CHANGETUBING O PLUG AND ABANDON O VENT OR FLAIR

SUBSEOUENT REPORT 0 CHANGEWELL NAME PLUG BACK O WATERDISPOSAL

(SubmitOriginalFormOnly)
CHANGEWELL STATUS PRODUCTION(START/STOP) WATER SHUT-OFF

Date of Work Completion: O COMMINGLEPRODUCINGFORMATIONS O RECLAMATIONOF WELL SITE OTHER: - Weekly StatusReport

04/17/2007 O CONVERTWELL TYPE RECOMPLETE - DIFFERENTFORMATION

12. DESCRIBEPROPOSEDOR COMPLETED OPERATIONS. Clearly show all pertinentdetails includingdates, depths, volumes, etc.

The abover subject well was completed on 04/04/07, attached is a daily completion status report.

RECEiVED
APR1 6 2001

DIV.0F0lL,GAS&MINING

NAME (PLEASE PRINT) ntri Park TITLE Production Clerk

SIGNATURE // DATE 04/17/2007

(This space



Summary Rig Activity Page 1 of 2

Daily Activity Report

Format For Sundry

S WELLS DRW 2-9-9-16
1/1/2007 To 5/30/2007

3/23/2007 Day: 1 Completion

Rigless on 3/22/2007 - Instal 5K frac head. NU 6" 5K Cameron BOP. RU H/O truck &
pressure test casing, blind rams, frac head, csg & casing valves to 4500 psi. RU
Perforators LLC WLT w/ crane & run CBL under pressure. WLTD @ 6084' & cement
top @ 198'. Perforate stage #1, A3 sds @ 5300-11', A1 sds @ 5279-94', 5262-68' w/
3-1/8" Slick Guns (23 gram, .49"HE. 120°) w/ 4 spf for total of 128 shots. 145 bbis
EWTR. SIFN.

3/29/2007 Day: 2 Completion

Rigless on 3/28/2007 - RU BJ Services. 10 psi on well. Frac A3 & A1 sds w/
145,339#'s of 20/40 sand in 995 bbis of Lightning 17 fluid. Broke @ 2541 psi.
Treated w/ ave pressure of 1734 psi @ ave rate of 25 BPM. Pumped 504 gals of 15 /o
HCL in flush for Stage #2. ISIP 2166 psi. RU Lone Wolf WLT, crane & Iubricator. RIH
w/ Weatherford 5-1/2" 5K composite flow through frac plug & 6' perf gun. Set plug
@ 5060'. Perforate B2 sds @ 5125-5131' w/ 3-1/8" Slick Guns (.43"HE, 23 gram,
90°) w/ 4 spf for total of 24 shots. Leave pressure on well. SIWFN w/ 1140 BWTR.

3/30/2007 Day: 3 Completion

Western #2 on 3/29/2007 - RU BJ Services. 630 psi on well. Frac B2 sds w/
30,012#'s of 20/40 sand in 371 bbis of Lightning 17 fluid. Broke @ 2959 psi. Treated
w/ ave pressure of 2040 psi @ ave rate of 25 BPM. Pumped 504 gals of 15 Io HCL in
flush for Stage #3. ISIP 1717 psi. Leave pressure on well. 1511 BWTR. RU Lone Wolf
WLT, crane & Iubricator. RIH w/ Weatherford 5-1/2" 5K composite flow through
frac plug, 5' & 16' perf gun. Set plug @ 5060'. Perforate C sds @ 5000-5005', 4974-

4990' w/ 3-1/8" Slick Guns (.43"HE, 23 gram, 90°) w/ 4 spf for total of 84 shots (2
runs due to misfire). RU BJ Services. 1155 psi on well. Frac C sds w/ 90,319#'s of
20/40 sand in 657 bbis of Lightning 17 fluid. Broke @ 1701 psi. Treated w/ ave
pressure of 1715 psi @ ave rate of 25.1 BPM. Pumped 504 gals of 15 /o HCL in flush
for Stage #4. ISIP 2000 psi. Leave pressure on well. 2168 BWTR. RU Lone Wolf WLT,
crane & Iubricator. RIH w/ Weatherford 5-1/2" 5K composite flow through frac plug
& 5' perf gun. Set plug @ 4915'. Perforate D1 sds @ 4840-4845' w/ 3-1/8" Slick
Guns (.43"HE, 23 gram, 90°) w/ 4 spf for total of 20 shots. RU BJ Services. 1515 psi
on well. Frac D1 sds w/ 24,650#'s of 20/40 sand in 325 bbis of Lightning 17 fluid.
Broke @ 3375 psi. Treated w/ ave pressure of 2370 psi @ ave rate of 24.9 BPM.
Pumped 504 gals of 15 /o HCL in flush for Stage #5. ISIP 2321 psi. Leave pressure
on well. 2493 BWTR.RU Lone Wolf WLT, crane & Iubricator. RIH w/ Weatherford 5-

1/2" 5K composite flow through frac plug & S' perf gun. Set plug @ 4650'. Perforate
PB10 sds @ 4542-4550' w/ 3-1/8" Slick Guns (.43"HE, 23 gram, 90°) w/ 4 spf for
total of 32 shots. RU BJ Services. 1580 psi on well. Frac PB10 sds w/ 36,645#'s of
20/40 sand in 347 bbis of Lightning 17 fluid. Broke @ 3981 psi. Treated w/ ave
pressure of 2057 psi @ ave rate of 24.9 BPM. ISIP 2290 psi. Begin immediate
flowback on 12/64 choke © 1 BPM. Flowed for 1 1/2 hrs & died. Rec. 90 BTF. 2750
BWTR.

3/31/2007 Day: 4 Completion

Western #2 on 3/30/2007 - MIRU Western #2. Thaw wellhead & BOP W/ HO trk.

http://www.inewfield.com/denver/SumActRpt.asp?RC=600160599&API=430133295600S...



Summary Rig Activity Page 2 of 2

Bleed pressure off well. Rec est 5 BTF. ND Cameron BOP & 5M frac head. Install 3M
production tbg head & NU Weatherford Schaeffer BOP. Talley, drift, PU & TIH W/
used Weatherford 4 3/4" "Chomp" bit, bit sub & new 2 7/8 8rd 6.5# J-55 tbg. Tag
sd @ 4566'. Tbg displaced 11 BW on TIH. RU power swivel. C/O sd to composite frac
plug @ 4650'. Drill out plug in 45 minutes. Circ hole clean. Gained est 50 BTF during
cleanout. Hang back swivel. SIFN W/ EOT @ 4665'. Est 2684 BWTR.

4/3/2007 Day: 5 Completion

Western #2 on 4/2/2007 - Bleed well off--flowing oil. RU & circ well to production
tks W/ 100 BW. Rec est 50 BO. Well fairly stable. Con't PU & TIH W/ bit and tbg f/
4665'. Tag plug @ 4915'. PU swivel. Con't C/O sd & drill out composite bridge plugs
as follows (using conventional circulation): no sd, plug @ 4915' in 17 minutes; no
sd, plug @ 5060' in 14 minutes; no sd, plug @ 5200' in 15 minutes. Con't swivelling
jts in hole. Tag fill @ 5932'. Circ hole clean. Flat tank full of oil. Pull EOT to 5912'. SD
3 1/2 hrs to heat & transfer. TIH & tag fill @ 5932'. Drill on plug remains for 6
minutes to 5938'. Tbg plugged up (2000 psi W/ no leakoff) and pipe became stuck.
Work tbg W/ torque & pressure. Not gaining any movement. Switch to reverse
circulate well. Pumping into perfs @ 3 BPM & 300 psi--no circulation. Worked tbg for
3 hours with nothing gained. Annulus unloaded wtr & flowing gas & oil. RD swivel.
Lost est 75 BW today & gained 150 BO total. SIFN W/ est 2759 BWTR.

4/4/2007 Day: 6 Completion

Western #2 on 4/3/2007 - Bleed annulus off-flowing oil. Bled head off to
production tks. Pump 50 bbis 10# brine wtr down annulus & shut in. RU Perforators
LLC WLT. RIH W/ freepoint tool. Found WLTD @ 5897'. Free-point tbg - 100 /o free @
5887'. RU pack off head. RIH & cut off tbg @ 5887'. Tbg static. RD WLT. RU & circ
hole W/ 10# brine wtr. Pumped 150 bbis before well is stable. Rec 75 BO in
production tks. TOH W/ tbg--LD tbg stump. TIH W/ BHA & production tbg as
follows: 2 7/8 NC, 2 jts tbg, SN, 1 jt tbg, new CDI 5 1/2" TA (45K) & 167 jts 2 7/8
Brd 6.5# J-55 tbg. Well oozing oil f/ annulus, but workable. ND BOP. Set TA @ 5308'
W/ SN @ 5343' & EOT @ 5408'. Land tbg W/ 16,000# tension. NU wellhead. SIFN
W/ est 2829 BWTR. Recovered 80 BW from production tks.

4/5/2007 Day: 7 Completion

Western #2 on 4/4/2007 - Bleed pressure off well. Flowing oil f/ both sides. RU HO
trk & flush tbg W/ 60 BW @ 250°F. Pumped 30 bbis cold wtr to keep tbg stfled.
Leave annulus flow to production tk. PU & TIH W/ pump and "A" grade rod string as
follows: new CDI 2 1/2" X 1 1/2" X 14' RHAC pump, 6-1 1/2" weight rods, 10-3/4"
scrapered rods, 97-3/4" plain rods, 99-3/4" scrapered rods, 1-8', 1-6' & 1-2' X 3/4"
pony rods and 1 1/2" X 22' polished rod. Seat pump & RU pumping unit. W/ tbg full,
pressure test tbg & pump to 200 psi. Stroke pump up W/ unit to 800 psi. Good pump
action. RDMOSU. Est 2919 BWTR. Place well on production @ 1:30 PM w/ 86" SL @ 4
1/2 SPM. FINAL REPORT!!

Pertinent Files: Go to File List

http://www.inewfield.com/denver/SumActRpt.asp?RC=600160599&API=430133295600S...



SUBMIT IN DUPLICATE* FORM APPROVED
FORM 3160-4
(July l992)

(See other in- OMB NO. 1004-0137

' UNITEDSTATES aucuan.on. Expires: February28,1995
reverse side)

DEPARTMENTOF THE INTERIOR 5.LEASEDES10NAT10NANDSERIALNO.

BUREAUOF LANDMANAGEMENT UTU-65207

WELL COMPLETION OR RECOMPLETIONREPORT AND LOG* 6 IFINDIAN,ALLOTTEENORTRIBENAME

la. TYPE OF WORK
7. UNIT AGREEMENTNAME

w°iL DRV Other So. Wells Draw Federal

Ib. TYPE OF WELL 8.FARM OR LEASE NAME, WELL NO.

NEW WORK PLUG DIFF

WELL X OVER
DEEPEN BACK RESVR. Other So. Wells DrawFederal 2-9-9-16

2. NAME OF OPERATOR
9. WELL NO.

Newfield Exploration Company 43-013-32956

3.ADDitESS AND TELEPHONENO.
10. VIELOANDPOOL OR WILDCAT

1401 17th St. Suite 1000 Denver, CO 80202 Monument Butte

4. LOCATION OF WELL (Report locations clearly and in accordance with any State requirements *) 11. SEC., T., R., M., OR BLOCK AND SURVEY

At Surface 978' FNL& 1965' FEL(NWINE)Sec. 9. TSS, R16E OR AREA

At top prod. Intervat reported below
Sec. 9, TSS, Ri6E

At total depth 14. API NO. DATE ISSUED 12. COUNTYOR PARISH 13. STATE

43-013-32956 11/17/06 Duchesne UT

15. DATE SPUDDED 16. DATE T.D. REACHED 17. DATE COMPL (Ready to prod.) 18. ELEVATIONS (DF, RKB, RT, GR, ETC.)* 19.ELEV. CASINGHEAD

01/26/07 03/09/07 04/04/07 5788' GL 5800' KB

20. TOTAL DEPTH, MD & TVD 21.PLUG BACK T.D., MD & TVD 2. IF MULTlPLE COMPL., 23. INTERVALS ROTARY TOOLS CABLE TOOLS

HOW MANY* DRILLED BY

6175' 6084' --> X
24. PRODUCING INTERVAL(S), OF THIS COMPLETION-TOP, BOTTOM, NAME (MD AND TVD)* 25. WAS DIRECTIONAL

Green River 4542'-5311. SURVEY MADE

No

26. TYPE ELECTRIC AND OTHER LOGSRUN
27. WAS WELL CORED

Dual Induction Guard, SP, Compensated Density, Compensated Neutron, GR, Caliger, Cement Bond Log No

23.
CASING RECORD (Re sort all strings set in well)

CASINGSIZEIGRADE WEIGHT, LB./FT. DEPTH SET (MD) HOLE SIZE TOP OFCEMENT, CEMENTING RECORD AMOUNT PULLED

8-5/8" - J-55 24# 324' 12-1/4" To surface with 160 sx class"G" cmt
¯5-1/2"

- J-55 15.5# 6159' 7-7/8" 300 ex Premlite II and 450 sx 50/50 Poz

29. LINER RECORD 30. TUBING RECORD

SIZE TOP (MD) BOTTOM (MD) SACKS CEMENT* SCREEN (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

2-/k" Eul M IAW
6408' babH'

31. PERFORATION RECORD (Interval, size and number)
32. ACIDI SHOT FRACTURE, CEMENT SgUEEEE, ETC.

gTERVAL ggE gPFIN DEPTH INTERVAL (MD) AMOUNT AND KIND OP MATERIAL USED

(A3&1)5300'-11, 5279', 94', 5262'-68' .49"
4/128 5262'-5311' Frac w/ 145,399#20/40 sand in 995 bbis fluid

(B2)5125'-5131' .43"
4/24 5125'-5131' Frac w/ 30,012# 20/40 sand in 371 bbis fluid

( C) 5000'-05',4974'-4990', 4974'-4990' .43"
4/84 4974'-5005' Frac w/ 90,319# 20/40 sand in 657 bbis fluid

(Di) 4840'-4845' .43"
4/20 4840'-4845' Frac wl 24,650# 20/40 sand in 325 bbis fluid

(PB10) 4542'-4550' .43"
4/32 4542'-4550' Frac w/ 36,645# 20/40 sand in 347 bbis fluid

33.• PRODUC' ION

DATE FIRST PRODUCTION PRODUCTION METHOD(Flowing, gas lin, pumping-size andtype ofpump) WELL STATUS (Producingor shut-in)

04/04/07 2-1/2" x 1-1/2" x 14' RHACSM Plunger Pump PRODUCING

DATE OF TEST HOURS TESTED CHOKE SIZE PROD'N. FOR OIL-88LS. GAS-MCF WATER-BBL. GAS-OIL RATIO

TEST PERIOD

10 day ave --> 0 47 9 #DIVl01

FLOW. TUBING PRESS. CASING PRESSURE CALCULATED OlL-BBL GAS--MCF. WATER-BBL OIL GRAVITY-API(CORR.)

24-HOUR RATE

--> \ ECEIVED
34.DISPOSITION OF GAS (Sold, used forfuel, vented,etc.)

TESTWITNESSED BY

Sold &Used for Fuel ; jg
35 LihemoF ATTACHME

fo in d attac i ormation is complete and correct as determined from all available
recordsDIVOfOli.Go a

SIGNED
TITLE Production Clerk DATE 4/23/2007

Je

JP

*(See Instructions and Spaces for AdditionalData on Reverse Side)

Title 18 U.S.C Section 1.makes it a crime any person knowingly and wi#fully to make lo any department or agency of the United Smes any false, fictitious or naudulemstatements or impresentations as to any matter within its



37. SUMMARY OF POROUS ZONES: (Show all important zones of porosity and contents thereof; cored intervals, and all

drill-stem, tests, including depth interval tested, cushion used, time tool open, flowing and shut-in pressures, and 38. GEOLOGIC MARKERS

recoveries);
FORMATION TOP BOTTOM DESCRIFI10N, CONTENTS, ETC. TO

NAME TRUE

MEAS. DEFFH VERT. DEPTH

Well Name Garden Gulch Mkr 3798'
So. Wells Draw Federal 2-9-9-16 Garden Gulch 1 4013'

Garden Gulch 2 4126'
Point 3 Mkr 4385'
X Mkr 4652'
Y-Mkr 4686'
Douglas Creek Mkr 4804'
BiCarbonate Mkr 5046'
B Limestone Mkr 5165'
Castle Peak 5672'
Basal Carbonate 6118'
Total Depth (LOGGERE



RECEIVED: Jul. 25, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-65207 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 S WELLS DRAW FED 2-9-9-16 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013329560000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0978 FNL 1965 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NWNE Section: 09 Township: 09.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

7 /23 /2013

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The subject well has been converted from a producing oil well to an
injection well on 07/19/2013. On 07/22/2013 Chris Jensen with the
State of Utah DOGM was contacted concerning the initial MIT on the

above listed well. On 07/23/2013 the casing was pressured up to 1380
psig and charted for 30 minutes with no pressure loss. The well was not
injecting during the test. The tubing pressure was 250 psig during the

test. There was a State representative available to witness the test -
Chris Jensen.

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 7 /25 /2013

July 26, 2013

Sundry Number: 40492 API Well Number: 43013329560000Sundry Number: 40492 API Well Number: 43013329560000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65207

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well S WELLS DRAW FED 2-9-9-16

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013329560000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0978 FNL 1965 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NWNE Section: 09 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

7/23/2013
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The subject well has been converted from a producing oil well to an Accepted by the
injection well on 07/19/2013. On 07/22/2013 Chris Jensen with the Utah Division of
State of Utah DOGM was contacted concerning the initial MIT on the Oil, Gas and Mining

above listed well. On 07/23/2013 the casing was pressured up to 1380 FOR RECORD ONLY
psig and charted for 30 minutes with no pressure loss. The well was not July 26, 2013
injecting during the test. The tubing pressure was 250 psig during the

test. There was a State representative available to witness the test -

Chris Jensen.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 7/25/2013

RECEIVED: Jul. 25,



RECEIVED: Jul. 25, 2013

Sundry Number: 40492 API Well Number: 43013329560000Sundry Number: 40492 MkuleM..Nember: -f3@133&9560000

Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton,UT 84052

Witness: t & R¾1

435¾4D7a

JI y ; y Time / 6 a

fest Conducted by: gr/<y X, /m
Others Present

Well: a wie se z-y-9-ic Field: ,w•-ra iM/t

Well Location: S..s ao ¿ - 2.9-9-ic. API No: 9p/JD erG

Tina Casing Pressure

0 min / Í P psig

5 ( yg psig

10 3 fŸ psig

15 ) psig

20 7 psig

25 psig

30 min psig

35 psig

40 psig

45 Psi9

50 psig

55 psig

60 min psig

Tubing pressure: 2 psig

Result: Fail

Signature of Witness: pf

Signature of Pers Conducting



RECEIVED: Jul. 25, 2013

Sundry Number: 40492 API Well Number: 43013329560000Sundry Number: 40492 API Well Number: 43013329560000

to ', "-- +. • METER t
DISC N

CHART PUT

i
IIME TAKENOFF .

.
. DATE TIME



RECEIVED: Jul. 25, 2013

Sundry Number: 40492 API Well Number: 43013329560000Sundry Number: 40492 API Well Number: 43013329560000
Summary Rig Activity Page 1 of 3

Daily Activity Report

Format For Sundrv

S WELLS DRW 2-9-9-16
5/1/2013 To 9/30/2013

7/17/2013 Day: 1 Conversion

Nabors #1108 on 7/17/2013 - check pressure ,TBG 10, CGS 60psi. BD well. Soft seat and PT
tbg to 3000 psi, gppd test, catch rods and POOH with rods laying down on trailer. - check
pressure ,TBG 10, CGS 60psi. BD well. Soft seat and PT tbg to 3000 psi, gppd test, catch rods
and POOH with rods laying down on trailer. Rd flow line ND WH release Tac NU bop Ru work
floor, flush W/ 40 bbs water using hot oiler. POOH W/88 jts tbg breaking and inspecting every
connection. Apply liquid o ring and retorque to spec. tally out SWIFN clean location. - check
pressure ,TBG 10, CGS 60psi. BD well. Soft seat and PT tbg to 3000 psi, gppd test, catch rods
and POOH with rods laying down on trailer. Rd flow line ND WH release Tac NU bop Ru work
floor, flush W/ 40 bbs water using hot oiler. POOH W/88 jts tbg breaking and inspecting every
connection. Apply liquid o ring and retorque to spec. tally out SWIFN clean location. - check
pressure ,TBG 10, CGS 60psi. BD well. Soft seat and PT tbg to 3000 psi, gppd test, catch rods
and POOH with rods laying down on trailer. Rd flow line ND WH release Tac NU bop Ru work
floor, flush W/ 40 bbs water using hot oiler. POOH W/88 jts tbg breaking and inspecting every
connection. Apply liquid o ring and retorque to spec. tally out SWIFN clean location. Finalized
Daily Cost: $0
Cumulative Cost: $18,469

7/22/2013 Day: 2 Conversion

Nabors #1108 on 7/22/2013 - check pressure , TBG 20psi, CGS, 20psi, BD well open bop.
Finish POOH with TBG breaking every connection inspicting threads and cleaning. - check
pressure , TBG 20psi, CGS, 20psi, BD well open bop. Finish POOH with TBG breaking every
connection inspicting threads and cleaning. Apply liquid o ring and retorque to spec. tally out,
LD tbg that was not needed on trailer. PU/M BHA and packer TIH with tbg and bha tbg detail
as followes, collar , 2 3/8 XN , 2 3/8 4' sub, 2 3/8 X 2 7/8 XO 2 7/8 X Packer , on/off tool, 2
7/8 psn, 142 JNTs TBG. Pump 15 bbls pad and drop S>V> PT tbg to 3000 psi for 30 minutes
good test had to bump up and bleed off numerous times. RU sand line with fishing tools , RIH
and catch SV POOH with sand line , RD sandline and fishing tools . RD workover floor, NDBOP,
NU WH pump 50 bbls down csg . ND WH set packer land tbg in 15K tension NU injection tree
pump 45 BBLS to fill csg PT packer to 1400psi leave pressurized for night. Swifn, clean
location. - check pressure , TBG 20psi, CGS, 20psi, BD well open bop. Finish POOH with TBG
breaking every connection inspicting threads and cleaning. Apply liquid o ring and retorque to
spec. tally out, LD tbg that was not needed on trailer. PU/M BHA and packer TIH with tbg and
bha tbg detail as followes, collar , 2 3/8 XN , 2 3/8 4' sub, 2 3/8 X 2 7/8 XO 2 7/8 X Packer ,

on/off tool, 2 7/8 psn, 142 JNTs TBG. Pump 15 bbls pad and drop S>V> PT tbg to 3000 psi for
30 minutes good test had to bump up and bleed off numerous times. RU sand line with fishing
tools , RIH and catch SV POOH with sand line , RD sandline and fishing tools . RD workover
floor, NDBOP, NU WH pump 50 bbls down csg . ND WH set packer land tbg in 15K tension NU
injection tree pump 45 BBLS to fill csg PT packer to 1400psi leave pressurized for night. Swifn,
clean location. - PT CSG to 1400 for 30 minutes, good test, swi and prep for injection. - PT
CSG to 1400 for 30 minutes, good test, swi and prep for injection. - check pressure , TBG
20psi, CGS, 20psi, BD well open bop. Finish POOH with TBG breaking every connection
inspicting threads and cleaning. Apply liquid o ring and retorque to spec. tally out, LD tbg that
was not needed on trailer. PU/M BHA and packer TIH with tbg and bha tbg detail as followes,
collar , 2 3/8 XN , 2 3/8 4' sub, 2 3/8 X 2 7/8 XO 2 7/8 X Packer , on/off tool, 2 7/8 psn, 142
JNTs TBG. Pump 15 bbis pad and drop S>V> PT tbg to 3000 psi for 30 minutes good test had
to bump up and bleed off numerous times. RU sand line with fishing tools , RIH and catch SV

http://www.inewfld.com/denver/SumActRpt.asp?RC=160599&API=4301332956&MinDa...



RECEIVED: Jul. 25, 2013

Sundry Number: 40492 API Well Number: 43013329560000Sundry Number: 40492 API Well Number: 43013329560000
Summary Rig Activity Page 2 of 3

POOH with sand line , RD sandline and fishing tools . RD workover floor, NDBOP, NU WH
pump 50 bbls down csg . ND WH set packer land tbg in 15K tension NU injection tree pu mp 45
BBLS to fill csg PT packer to 1400psi leave pressurized for night. Swifn, clean location. - check
pressure , TBG 20psi, CGS, 20psi, BD well open bop. Finish POOH with TBG breaking every
connection inspicting threads and cleaning. Apply liquid o ring and retorque to spec. tally out,
LD tbg that was not needed on trailer. PU/M BHA and packer TIH with tbg and bha tbg detail
as followes, collar , 2 3/8 XN , 2 3/8 4' sub, 2 3/8 X 2 7/8 XO 2 7/8 X Packer , on/off tool, 2
7/8 psn, 142 JNTs TBG. Pump 15 bbls pad and drop S>V> PT tbg to 3000 psi for 30 minutes
good test had to bump up and bleed off numerous times. RU sand line with fishing tools , RIH
and catch SV POOH with sand line , RD sandline and fishing tools . RD workover floor, NDBOP,
NU WH pump 50 bbis down csg . ND WH set packer land tbg in 15K tension NU injection tree
pump 45 BBLS to fill csg PT packer to 1400psi leave pressurized for night. Swifn, clean
location. - PT CSG to 1400 for 30 minutes, good test, swi and prep for injection. - PT CSG to
1400 for 30 minutes, good test, swi and prep for injection. - check pressure , TBG 20psi, CGS,
20psi, BD well open bop. Finish POOH with TBG breaking every connection inspicting threads
and cleaning. Apply liquid o ring and retorque to spec. tally out, LD tbg that was not needed
on trailer. PU/M BHA and packer TIH with tbg and bha tbg detail as followes, collar , 2 3/8
XN , 2 3/8 4' sub, 2 3/8 X 2 7/8 XO 2 7/8 X Packer , on/off tool, 2 7/8 psn, 142 JNTS TBG.
Pump 15 bbls pad and drop S>V> PT tbg to 3000 psi for 30 minutes good test had to bump
up and bleed off numerous times. RU sand line with fishing tools , RIH and catch SV POOH
with sand line , RD sandline and fishing tools . RD workover floor, NDBOP, NU WH pump 50
bb\s down csg . ND WH set packer land tbg in 15K tension NU injection tree pump 45 BBLS to
fill csg PT packer to 1400psi leave pressurized for night. Swifn, clean location. - check
pressure , TBG 20psi, CGS, 20psi, BD well open bop. Finish POOH with TBG breaking every
connection inspicting threads and cleaning. Apply liquid o ring and retorque to spec. tally out,
LD tbg that was not needed on trailer. PU/M BHA and packer TIH with tbg and bha tbg detail
as followes, collar , 2 3/8 XN , 2 3/8 4' sub, 2 3/8 X 2 7/8 XO 2 7/8 X Packer , on/off tool, 2
7/8 psn, 142 JNTs TBG. Pump 15 bbls pad and drop S>V> PT tbg to 3000 psi for 30 minutes
good test had to bump up and bleed off numerous times. RU sand line with fishing tools , RIH
and catch SV POOH with sand line , RD sandline and fishing tools . RD workover floor, NDBOP,
NU WH pump 50 bbls down csg . ND WH set packer land tbg in 15K tension NU injection tree
pump 45 BBLS to fill csg PT packer to 1400psi leave pressurized for night. Swifn, clean
location. - PT CSG to 1400 for 30 minutes, good test, swi and prep for injection. - PT CSG to
1400 for 30 minutes, good test, swi and prep for injection. Finalized
Daily Cost: $0
Cumulative Cost: $26,787

7/24/2013 Day: 4 Conversion

Rigless on 7/24/2013 - Conduct initial MIT - On 07/22/2013 Chris Jensen with the State of
Utah DOGM was contacted concerning the initial MIT on the above listed well. On 07/23/2013
the casing was pressured up to 1380 psig and charted for 30 minutes with no pressure loss.
The well was not injecting during the test. The tubing pressure was 250 psig during the test.
There was a State representative available to witness the test - Chris Jensen. - On
07/22/2013 Chris Jensen with the State of Utah DOGM was contacted concerning the initial
MIT on the above listed well. On 07/23/2013 the casing was pressured up to 1380 psig and
charted for 30 minutes with no pressure loss. The well was not injecting during the test. The
tubing pressure was 250 psig during the test. There was a State representative available to
witness the test - Chris Jensen. - On 07/22/2013 Chris Jensen with the State of Utah DOGM
was contacted concerning the initial MIT on the above listed well. On 07/23/2013 the casing
was pressured up to 1380 psig and charted for 30 minutes with no pressure loss. The well was
not injecting during the test. The tubing pressure was 250 psig during the test. There was a
State representative available to witness the test - Chris Jensen. Finalized
Daily Cost: $0
Cumulative Cost: $60,649

http://www.inewfld.com/denver/SumActRpt.asp?RC=160599&API=430l332956&MinDa...



RECEIVED: Jul. 25, 2013

Sundry Number: 40492 API Well Number: 43013329560000Sundry Number: 40492 API Well Number: 43013329560000
Summary Rig Activity Page 3 of 3

Pertinent Files: Go to File List

http://www.inewfld.com/denver/SumActRpt.asp?RC=160599&API=4301332956&MinDa...



RECEIVED: Jul. 25, 2013

Sundry Number: 40492 API Well Number: 43013329560000Sundry Number: 40492 API Well Number: 43013329560000

Spud Date: 01/23/2007 SO WELL S DRAW FED 2-9-9-16
Put on Production: 04/04/07

GL: 5788' KB: 5800' Injection Wellbore
Diagram

SURFACE CASING
.

FRAC.IO|R

CSG SIZE 8-5/8" 03/28/07 5300-5268' Frac A3 & Al sands as follows:

GRADE: J-55 TOC @198' 145339#20/40 sand in 995 bbis Lightning 17
frac fluid Treated @avg press of L734 psi

WEIGHT 24# wlavgrateof25BPM ISIP2166 psi Cale
LENGTH: 7 jts (31 I 69')

flush; 5298 gal Actual flush 4788 gal

DEPTH LANDED 323 54' KB 03/29/07 5125-513 L' Frac B2 sands as follows:
30012#20/40 sand in 371 bbis Lightning L7

HOLE SIZE 12-l/4"
. . frac fluid Treated@ avg press of2040 psi

CEMENT DATA 160 sxs Class "G" cmt, est 9 bbls cmt to surf w/avg rate of25 BPM ISIP l717 psi Calc
flush: 5123 gal Actual flush: 4662 gal

02/29/07 5000-4990' Frac C sands as follows:
90319#20/40 sand in 657 bb1sLightning 17
frac fluid Treated@ avg press of 1715 psi
wlavgrateof25 1 BPM ISIP2000 psi Calc
flush: 4998 gal Actual flush: 4494 gal

03/29/07 4840-4845' Frac D1 sands as follows:PRODUCTION CASING 24650#20/40 sand in 325 bbis Lightning 17
CSG SIZE 5-l/2" frac fluid Treated @avg press of2370 psi

GRADE J-55 wlavg rate of24 9 BPM ISIP 2321 psi Cale
flush: 4838 gal Actual flush 4334 gal

WEIGHT 15 5#
03/29/07 4542-4550' Frne FBlu immis as follows:

LENGTH 139 jts (6146') 36645#20/40 sand in 347 bbis Lightning 17

DEPTH LANDED: 6159 25' KB
frac fluid Treated@ avg press of2057 psi
w/avg rate of24 9 BPM lSIP 2290 psi Cale

HOLE SIZE 7-7/8" flush: 4540 gal Actual flush: 4452 gal

CEMENT DATA 300 sxs Prem Lite II mixed & 450 sxs 50/50 POZ 10/28/09 Pump Change. Updated rod & Lubing details

CEMENT TOP 198' 07/18/11 Pump Change. Rods & Lubing updaled

07/19/13 Convert to Injection We11

07/23/13 Conversion MIT Finalized - update tbg
TUBING detail

SIZE/GRADE/WT 2-7/8" / J-55 / 6 5#

NO OF JOINTS: 142 jts (4474 3')

SEATLNGNIPPLE 2-7/8" (I 10')

SN LANDED AT 4487 6' KB

ONIOFF TOOL AT 4488 T

ARROW #l PACKER CE AT 4495 6'

XO 2-3/8 x 2-7/8 J-55 AT 4498 6'

TBGPUP 2-3/8 J-55 AT 4499 I'

X/N NIPPLE AT 4503 2' SN @4488'

TOTAL STRING LENGTH EOT @4504 76 On OŒ Tool @4489'

Packer @4496'
PERFORATION RECORD

X/N Nipple @4503' 03/22/07 5300-531 l' 4 JSPF 44 holes
EOT @4505'

03/22/07 5279-5294' 4 JSPF 60 holes-- 4542-4550
03/22/07 5262-5268' 4 JSPF 24 holes
03/28/07 5125-5131' 4 JSPF 24 holes
03/29/07 5000-5005' 4 JSPF 20 holes

4840-4845' 03/29/07 4974-4990' 4 JSPF 64 holes
4974-4990, 03/29/07 4840-4845' 4 JSPF 20 holes

03-29-07 4542-4550' 4 JSPF 32 holes
5000-5005'

5|25-513 l'

5262-5268'

5279-5294'

5300-531 I'

NEWFIELD

So Wells Draw Fed. 2-9-9-16
978'FNL & 1965' FEL PBTD @589T

NW/NE Section 9-T9S-RI6E
Duchesne Co, Utah

API #43-013-32956; Lease # UTU-65207 .-- . TD @ 6175'

LCN



RECEIVED: Sep. 06, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-65207 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Water Injection Well 

8. WELL NAME and NUMBER:
 S WELLS DRAW FED 2-9-9-16 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013329560000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0978 FNL 1965 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NWNE Section: 09 Township: 09.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

9 /5 /2013

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The above reference well was put on injection at 9:30 AM on
09/05/2013.

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 9 /6 /2013

October 17, 2013

Sundry Number: 42343 API Well Number: 43013329560000Sundry Number: 42343 API Well Number: 43013329560000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65207

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well S WELLS DRAW FED 2-9-9-16

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013329560000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0978 FNL 1965 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NWNE Section: 09 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

9 / 5 / 2 0 1 3
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above reference well was put on injection at 9:30 AM on Accepted by the
09/05/20 13. utah Division of

Oil, Gas and Mining

Date: October 17, 2013

sy:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 9/6/2013

RECEIVED: Sep. 06,



Sundry Number: 42343 API Well Number: 43013329560000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATIONAND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-65207

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterais. Use APPLICATION 7.UNIT or CA AGREEMENT NAME:

FOR PERMIT TO DRILLform for such proposals. GMBU(GRRV)

1. TYPE OF WELL 8. WELL NAMEand NUMBER:
Water Injection Well S WELLS DRAW FED 2-9-9-16

2. NAMEOF OPERATOR: 9. API NUMBER:
NEWFIELDPRODUCTIONCOMPANY 43013329560000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENTBUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0978 FNL 1965 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NWNE Section: 09 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE,REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR .
NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

9 /5 /2 0 1 3
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

O SPUD REPORT PRODUCTION START OR RESUME RECl.AMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

O REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

O TUBING REPAIR VENTOR FLARE WATER DISPOSAL

O DRILLINGREPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above reference well was put on injection at 9:30 AM on Accepted by the
09/05/2013. Utah Division of

Oil, Gas and Mining

Date: October 17, 2013

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 9/6/2013

RECEIVED: Sep. 06,



State of Utah
DEPARTMENT OF NATURAL RESOURCES

** MICHAEL R. STYLER

GARY R. HERBERT Executive Dimctor

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

UNDERGROUND INJECTION CONTROL PERMIT

Cause No. UIC-403

Operator: Newfield Production Company

Well: South Wells Draw Federal 2-9-9-16

Location: Section 9, Township 9 South, Range 16 East

County: Duchesne

API No.: 43-013-32956

Well Type: Enhanced Recovery (waterflood)

Stipulations of Permit Approval

1. Approval for conversion to Injection Well issued on April 16, 2013.

2. Maximum Allowable Injection Pressure: 1,684 psig

3. Maximum Allowable Injection Rate: (restricted by pressure limitation)

4. Injection Interval: Green River Formation (4,124' - 5,897')

5. Any subsequent wells drilled within a ½ mile radius of this well shall have
production casing cement brought up to or above the top of the unitized interval
for the Greater Monument Butte Unit.

Approved by: ÑJDI3
o Rogers Date
s ociate Director

JR/MLR/js
ce: Bruce Suchomel, Environmental Protection Agency

Bureau of Land Management, Vernal
Eric Sundberg, Newfield Production Company, Denver
Newfield Production Company, Myton
Duchesne County UTAH
Well File DNRN:\O&G Reviewed Does\ChronFile\UIC

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114 -5801

telephone (801) 538-5340 • facsimile (801) 350-3940 • TTY (80 I) 538-7458 • wwmogm.utah.gov
OIL, GAS &



undry Number: 40492 API Well Number: 43013329560000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATIONAND SERIAL NUMBER:

DIVISION OF OIL, GAS, AND MINING UTU-65207

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN,ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNIT or CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU(GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well S WELLS DRAW FED 2-9-9-16

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELDPRODUCTIONCOMPANY 43013329560000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 ,

Myton, UT, 84052 435 646-4825 Ext MONUMENTBUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0978 FNL 1965 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NWNE Section: 09 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECKAPPROPRIATEBOXESTO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE ALTER CASING CASING REPAIR

O NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

/ SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

7/23/2013 O OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATIONOF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
O REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

O TUBING REPAIR VENT OR FLARE WATER DISPOSAL

O DRILLINGREPORT
Report Date: WATER SHUTOFF Si TA STATUS EXTENSION APD EXTENSION

O WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The subject well has been converted from a producing oil well to an Accepted by the
injection well on 07/19/2013. On 07/22/2013 Chris Jensen with the utah Division of
State of Utah DOGM was contacted concerning the initial MIT on the 011, Gas and Mining

above listed well. On 07/23/2013 the casing was pressured up to 1380 FOR RECORD ONLY
psig and charted for 30 minutes with no pressure loss. The well was not July 26, 2013
injecting during the test. The tubing pressure was 250 psig during the

test. There was a State representative available to witness the test -

Chris Jensen.

NAME(PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 7/25/2013

RECEIVED: Jul. 25,



Sundry Number: 40492 AWrmM..Naber: -f3@13M9560000

Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84052

Witness: is a 2.g_t g. Time /e a

Test Conducted by: r/<v A'49/rv
Othera Present•

Well: .s..A we ;- e-9-9-ic Field: ,w•-" dah

Well Location:S•+ wm A- 2.9-9-ic API No: 4Ja/1ja c;rt,

omin / Hr° psig

5 yy psig

10 ) V psig

15 pg psig
20 (|g0 psig
25 | psig
30 min psig

35 psig

40 psig

45 psig

50 psig

55 psig

60 min psig

Tubing pressure: psig

Result: s Fail

Signature of Witness: y/
Signature of Pers n Conducting



Sundi,f Number: 40492 API Well Number: 43013329560000
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Sunclry Number: 40492 API Well Number: 43013329560000
SummaryRig Activity Page l of 3

Daily Activity Report

Format For Sundry

S WELLS DRW 2-9-9-16
5/1/2013 To 9/30/2013

7/17/2013 Day: 1 Conversion

Nabors #1108 on 7/17/2013 - check pressure ,TBG 10, CGS 60psi. BD well. Soft seat and PT
tbg to 3000 psi, gppd test, catch rods and POOH with rods laying down on trailer. - check
pressure ,TBG 10, CGS 60psi. BD well. Soft seat and PT tbg to 3000 psi, gppd test, catch rods
and POOH with rods laying down on trailer. Rd flow line ND WH release Tac NU bop Ru work
floor, flush W/ 40 bbs water using hot oiler. POOH W/88 jts tbg breaking and inspecting every
connection. Apply liquid o ring and retorque to spec. tally out SWIFN clean location. - check
pressure ,TBG 10, CGS 60psi. BD well. Soft seat and PT tbg to 3000 psi, gppd test, catch rods
and POOH with rods laying down on trailer. Rd flow line ND WH release Tac NU bop Ru work
floor, flush W/ 40 bbs water using hot oller. POOH W/88 jts tbg breaking and inspecting every
connection. Apply liquid o ring and retorque to spec. tally out SWIFN clean location. - check
pressure ,TBG 10, CGS 60psi. BD well. Soft seat and PT tbg to 3000 psi, gppd test, catch rods
and POOH with rods laying down on trailer. Rd flow line ND WH release Tac NU bop Ru work
floor, flush W/ 40 bbs water using hot oller. POOH W/88 jts tbg breaking and inspecting every
connection. Apply liquid o ring and retorque to spec. tally out SWIFN clean location. Finalized
Daily Cost: $0
Cumulative Cost: $18,469

7/22/2013 Day: 2 Conversion

Nabors #1108 on 7/22/2013 - check pressure , TBG 20psi, CGS, 20psi, BD well open bop.
Finish POOH with TBG breaking every connection inspicting threads and cleaning. - check
pressure , TBG 20psi, CGS, 20psi, BD well open bop. Finish POOH with TBG breaking every
connection inspicting threads and cleaning. Apply liquid o ring and retorque to spec. tally out,
LD tbg that was not needed on trailer. PU/M BHA and packer TIH with tbg and bha tbg detail
as followes, collar , 2 3/8 XN , 2 3/8 4' sub, 2 3/8 X 2 7/8 XO 2 7/8 X Packer , on/off tool, 2
7/8 psn, 142 JNTs TBG. Pump 15 bbls pad and drop S>V> PT tbg to 3000 psi for 30 minutes
good test had to bump up and bleed off numerous times. RU sand line with fishing tools , RIH
and catch SV POOH with sand line , RD sandline and fishing tools . RD workover floor, NDBOP,
NU WH pump 50 bbis down csg . ND WH set packer land tbg in 15K tension NU injection tree
pump 45 BBLS to fill csg PT packer to 1400psi leave pressurized for night. Swifn, clean
location. - check pressure , TBG 20psi, CGS, 20psi, BD well open bop. Finish POOH with TBG
breaking every connection inspicting threads and cleaning. Apply liquid o ring and retorque to
spec. tally out, LD tbg that was not needed on trailer. PU/M BHA and packer TIH with tbg and
bha tbg detail as followes, collar , 2 3/8 XN , 2 3/8 4' sub, 2 3/8 X 2 7/8 XO 2 7/8 X Packer ,

on/off tool, 2 7/8 psn, 142 JNTs TBG. Pump 15 bbis pad and drop S>V> PT tbg to 3000 psi for
30 minutes good test had to bump up and bleed off numerous times, RU sand line with fishing
tools , RIH and catch SV POOH with sand line , RD sandline and fishing tools . RD workover
floor, NDBOP, NU WH pump 50 bbls down csg . ND WH set packer land tbg in 15K tension NU
injection tree pump 45 BBLS to fill csg PT packer to 1400psi leave pressurized for night. Swifn,
clean location. - PT CSG to 1400 for 30 minutes, good test, swi and prep for injection. - PT
CSG to 1400 for 30 minutes, good test, swi and prep for injection. - check pressure , TBG
20psi, CGS, 20psi, BD well open bop. Finish POOH with TBG breaking every connection
inspicting threads and cleaning. Apply liquid o ring and retorque to spec. tally out, LD tbg that
was not needed on trailer. PU/M BHA and packer TIH with tbg and bha tbg detail as followes,
collar , 2 3/8 XN , 2 3/8 4' sub, 2 3/8 X 2 7/8 XO 2 7/8 X Packer , on/off tool, 2 7/8 psn, 142
JNTs TBG. Pump 15 bbis pad and drop S>V> PT tbg to 3000 psi for 30 minutes good test had
to bump up and bleed off numerous times. RU sand line with fishing tools , RIH and catch SV

http://www.inewfld.com/denver/SumActRpt.asp?RC=160599&API=4301332956&MinDa...



Sundry Number: 40492 API Well Number: 43013329560000
Summary Rig Activity Page 2 of 3

POOH with sand line , RD sandline and fishing tools . RD workover floor, NDBOP, NU WH
pump 50 bbis down csg . ND WH set packer land tbg in 15K tension NU injection tree pump 45
BBLS to fill csg PT packer to 1400psi leave pressurized for night. Swifn, clean location. - check
pressure , TBG 20psi, CGS, 20psi, BD well open bop. Finish POOH with TBG breaking every
connection inspicting threads and cleaning. Apply liquid o ring and retorque to spec. tally out,
LD tbg that was not needed on trailer. PU/M BHA and packer TIH with tbg and bha tbg detail
as followes, collar , 2 3/8 XN , 2 3/8 4' sub, 2 3/8 X 2 7/8 XO 2 7/8 X Packer , on/off tool, 2
7/8 psn, 142 JNTs TBG. Pump 15 bbis pad and drop S>V> PT tbg to 3000 psi for 30 minutes
good test had to bump up and bleed off numerous times. RU sand line with fishing tools , RIH
and catch SV POOH with sand line , RD sandline and fishing tools . RD workover floor, NDBOP,
NU WH pump 50 bbis down csg . ND WH set packer land tbg in 15K tension NU injection tree
pump 45 BBLS to fill csg PT packer to 1400psi leave pressurized for night. Swifn, clean
location. - PT CSG to 1400 for 30 minutes, good test, swi and prep for injection. - PT CSG to
1400 for 30 minutes, good test, swi and prep for injection. - check pressure , TBG 20psi, CGS,
20psi, BD well open bop. Finish POOH with TBG breaking every connection inspicting threads
and cleaning. Apply liquid o ring and retorque to spec. tally out, LD tbg that was not needed
on trailer. PU/M BHA and packer TIH with tbg and bha tbg detail as followes, collar , 2 3/8
XN , 2 3/8 4' sub, 2 3/8 X 2 7/8 XO 2 7/8 X Packer , on/off tool, 2 7/8 psn, 142 JNTS TBG.
Pump 15 bbis pad and drop S>V> PT tbg to 3000 psi for 30 minutes good test had to bump
up and bleed off numerous times. RU sand line with fishing tools , RIH and catch SV POOH
with sand line , RD sandline and fishing tools . RD workover floor, NDBOP, NU WH pump 50
bbis down csg . ND WH set packer land tbg in 15K tension NU injection tree pump 45 BBLS to
fill csg PT packer to 1400psi leave pressurized for night. Swifn, clean location. - check
pressure , TBG 20psi, CGS, 20psi, BD well open bop. Finish POOH with TBG breaking every
connection inspicting threads and cleaning. Apply liquid o ring and retorque to spec. tally out,
LD tbg that was not needed on trailer. PU/M BHA and packer TIH with tbg and bha tbg detail
as followes, collar , 2 3/8 XN , 2 3/8 4' sub, 2 3/8 X 2 7/8 XO 2 7/8 X Packer , on/off tool, 2
7/8 psn, 142 JNTs TBG. Pump 15 bbis pad and drop S>V> PT tbg to 3000 psi for 30 minutes
good test had to bump up and bleed off numerous times. RU sand line with fishing tools , RIH
and catch SV POOH with sand line , RD sandline and fishing tools . RD workover floor, NDBOP,
NU WH pump 50 bbis down csg . ND WH set packer land tbg in 15K tension NU injection tree
pump 45 BBLS to fill csg PT packer to 1400psi leave pressurized for night. Swifn, clean
location. - PT CSG to 1400 for 30 minutes, good test, swi and prep for injection. - PT CSG to
1400 for 30 minutes, good test, swi and prep for injection. Finalized
Daily Cost: $0
Cumulative Cost: $26,787

7/24/2013 Day: 4 Conversion

Rigless on 7/24/2013 - Conduct initial MIT - On 07/22/2013 Chris Jensen with the State of
Utah DOGM was contacted concerning the initial MIT on the above listed well. On 07/23/2013
the casing was pressured up to 1380 psig and charted for 30 minutes with no pressure loss.
The well was not injecting during the test. The tubing pressure was 250 psig during the test.
There was a State representative available to witness the test - Chris Jensen. - On
07/22/2013 Chris Jensen with the State of Utah DOGM was contacted concerning the initial
MIT on the above listed well. On 07/23/2013 the casing was pressured up to 1380 psig and
charted for 30 minutes with no pressure loss. The well was not injecting during the test. The
tubing pressure was 250 psig during the test. There was a State representative available to
witness the test - Chris Jensen. - On 07/22/2013 Chris Jensen with the State of Utah DOGM
was contacted concerning the initial MIT on the above listed well. On 07/23/2013 the casing
was pressured up to 1380 psig and charted for 30 minutes with no pressure loss. The well was
not injecting during the test. The tubing pressure was 250 psig during the test. There was a
State representative available to witness the test - Chris Jensen. Finalized
Daily Cost: $0
Cumulative Cost: $60,649

http://www.inewfld.com/denver/SumActRpt.asp?RC=160599&APl=4301332956&MinDa...



Sundry Number: 40492 API Well Number: 43013329560000
Summary Rig Activity Page 3 of 3

Pertinent Files: Go to File List

http://www.inewfld.com/denver/SumActRpt.asp?RC=160599&API=4301332956&MinDa...



' Sundry Number: 40492 API Well Number: 43013329560000

SpudDate:01/23/2007 SO WELLS DRAW FED 2-9-9-16
Put on Production:04/04/07

GL: 5788' KB: 5800' Injection Weilbore
Diagram

SURFACECASING FRAr
.ing

CSG SIZE 8-5/8' 03/28/07 5300-5268' Frac A3 & Al sands as follows:
GRADE:J-55 TOC@198'

_ ,,
I 145339#20fd0 sand in 995 bbis Lightning 17

liac fluid Treaied@ av8 press of 1734psi
WEIGHI 24N w/avgrateof25BPM isIP2166 psi Cale
LENGTH:7 jts (31 I 69')

flush; 5298gal Actual flush 4788 gal

DEPTMLANDED 323 54' KB 03/29/07 5125-513\' Frac B2sands as follows:
30012#20/40sand in 371 bbis Li8htning 17

HOLE SIZE 12-II4 fmc fluid Treated@ avg pwes of2040 psi

CEMENTDATA 160ans Clasr."G" cmt, est * Iddsamt to sud wInvg rate of2S BPM ISIP 1717 psi Cale
Bush 5123gal Actual flush: 4662 gal

02·29/07 5000-4990' Frac C sands as foHows:
90319#20/40 sand in 657 bblaLightning 17
frac iluid Treated@ avg press of 1715 pas
w/avgrateof25 i BPM ISIP2000 psi Calc
flush:4998 gal Actual Gush:4494 gal

03/29/07 4840-4845' Frac Di sands as foHows:
PRODUCTIONCASING 24650820/40sandin325bbisLightning 17
CSG SIZE 5-1/2. fme fluid Treated@ avg press of2370 psi

wlavg rate of24 9 BPM ISIP 2321 psi Cale
GRADE 1-55 Bush 4838 gal Actual flush 4334 gal
WEIGHT 15 58 03/29/07 4542-4550' Frar PB10 sands as follows:
LENGTH 139 Jts (6I46') 36645#20/40sandin347bbisLighining17

ilac Guid Trenied @avg press of2057 psi
DEPTH LANDED 6159 25' KB wlavg rate of24 9 BPM ISIP2290 psi Cale
llOLE SIZE 7-7/8" flush:4540 gal Actuni flush. 4452 gal

CEMENTDATA 300 sus Prem Lite Il mixed& 450 sus 50/50POZ 10/28/09 Pump Change Updated md & tubingdeiails

CEMENTTOP 198• 07/18/1 I Pump Change. Roda & tubingupdaled

07/19/13 Convert to Injection We!I

07/23/13 Conversion MIT Finalized updatelb8

TUBING detail

SIZEIGRADElWT 2-7/B"IJ-55!65#

NO OF JOINrS 142jis (4474 3')

SEATING NIPPLb 2-7/8"(I 10')

SN LANDEDA T 4487 6' KB

ONIOFF TOOL AT 4488 7

ARROW #I PACKERCE AT 4495 6'

XO 2-3/8 x 2-7/8 J-SS AT 4498 6'

TBG PUP 2-3/81-55 AT 4499 I'

X/N NIPPLE AT 4503 2' I SN@4488'

TOTAIS TRING I ENGTH EOT @4504 76 On Off Tool@ 4489'

Packer@4496' PERFORATIONRECORD
XIN Nipple@4503°

03/22/07 5300-531 I' 4 JSPF 44 holes
EOT@4505' 03/22/07 5279-5294' 4 JSPF 60 holus

-
4542-4550'

03/22/07 5262-5268' 4 JSPF 24 holes
03/28/07 5125-5131 4 JSPF 24 holes
03/29/07 5000-5005' 4 ]SPF 20 holes

4840-4845' 03/29/07 4974-4990' 4 JSPF 64 holes

- 4974-4990. 03/29/07 4840-4845" 4 JSPF 20 holes
03-29-07 4342-4550' 4 JSPF 32 holes

5000-5005"

5125-5131"

5262-5268'

5279-5294

-
5300-5311'

NEWFIELD

So We1IsDraw Fed. 2-9-9-16
978'FNI & 1965' FEI.

- PBTD @5897
NWINE Section 9-T93-RI6E

DuchesneCo, Utah | \
API It43-013-32956; Lease # UTU-65207 TD@ 6175'

LCN



State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R. HERBERT Executive Director

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

April 16, 2013

Newfield Production Company
1001 Seventeenth Street, Suite 2000
Denver, CO 80202

Subject: Greater Monument Butte Unit Well: South Wells Draw Federal 2-9-9-16, Section 9, Township 9 South,
Range 16 East, SLBM, Duchesne County, Utah, API Well # 43-013-32956

Gentlemen:

Pursuant to Utah Admin. Code R649-5-3-3, the Division of Oil, Gas and Mining (the "Division") issues
its administrative approval for conversion of the referenced well to a Class II injection well. Accordingly, the
following stipulations shall apply for full compliance with this approval:

1. Compliance with all applicable requirements for the operation, maintenance and reporting
for Underground Injection Control ("UIC") Class II injection wells pursuant to Utah
Admin. Code R649-1 et seq.

2. Conformance with all conditions and requirements of the complete application submitted
by Newfield Production Company.

3. A casing\tubing pressure test shall be conducted prior to commencing injection.

4. Pressure shall be monitored between the surface casing and the production casing on a
regular basis. Any pressure changes observed shall be reported to the Division immediately.

5. The top of the injection interval shall be limited to a depth no higher than 4,124 feet in
the South Wells Draw Federal 2-9-9-16 well.

A final approval to commence injection will be issued upon satisfactory completion of the listed
stipulations. If you have any questions regarding this approval or the necessary requirements, please contact
Mark Reinbold at 801-538-5333 or Brad Hill at 801-538-5315.

Sincerely,

Jo n Rogers
ssociate Director

JR/MLR/js
cc: Bruce Suchomel, Environmental Protection Agency

Bureau of Land Management, Vernal
Duchesne County UTAH

Newfield Production Company, Myton DNRWell File
N:\O&G Reviewed Docs\ChronFile\UIC

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
OIL, GAS & MINING

telephone (801) 538-5340 • facsimile (801) 359-3940 . TTY (801) 538-7458 •
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Legend Cement BOnd Tops
Oil &Gas Well Type South WeIls Draw Federal 2-9-9-16 N

APD-Approved Permit API #43-013-32956
(9 DRL-Spudded (DrillIngCommenced) UIC-403.6

GIW-Gas injection Well

Og GSW-Gas Storage Well

× LA-Location Abandoned

O LOC-New LocationWell 0 0.05 0.1 0.2 0.3 0.4
O OPS-Drilling Operations Suspended

PA-Pugged & Abandoned
PGW-ProducingGas Well

O POW-ProducingOilWell

A RET-RetumedAPD
SGW-Shut-inGas Well

Depth to top ofe SOW-Shut-inOilWell 4585 suitable cement bond
TA-TempAbandoned * We!I BottomHole Location

---- Oil& Gas Wells Hole Directional Path
O TW-Test Well Wells-CbitopsMaster1-31-13

WDW-WaterDisposal Well DNR OilGas Wells Buffer

& WIW-WaterinjectionWell
County Boundaries

: PLSS Sections
WSW-Water Supply Wen PLSS



DIVISION OF OIL, GAS AND MINING
UNDERGROUND INJECTION CONTROL PROGRAM

PERMIT
STATEMENT OF BASIS

Applicant: Newfield Production Company Well: South Wells Draw Federal 2-9-9-16

Location: 9/9S/16E API: 43-013-32956

Ownership Issues: The proposed well is located on BLM land. The well is located in the
Greater Monument Butte Unit. Lands in the one-half mile radius of the well are administered by
the BLM. The Federal Government is the mineral owner within the area of review (AOR).
Newfield and other various individuals hold the leases in the unit. Newfield has provided a list of
all surface, mineral and lease holders in the half-mile radius. Newfield is the operator of the
Greater Monument Butte Unit. Newfield has submitted an affidavit stating that all owners and
interest owners have been notified of their intent.

Well Integrity: The proposed well has surface casing set at 324 feet and has a cement top at the
surface. A 5½ inch production casing is set at 6,159 feet. The cement bond log is somewhat
problematic but appears to demonstrate adequate bond in this well up to about 3,710 feet. A 2 7/8
inch tubing with a packer is proposed to be set at 4,492 feet. Higher perforations will be opened
at a later date. A mechanical integrity test will be run on the well prior to injection. Based on
surface locations, there are 10 producing wells, 8 injection wells, and 1 shut-in well in the AOR.
One of the producing wells is directionally drilled, with a surface location inside the AOR and a
bottom hole location outside the AOR. In addition, there is 1 directionally drilled producing well
with a surface location outside the AOR and a bottom hole location inside the AOR. There is
also 1 approved surface location inside the AOR for a directional well to be drilled to bottom
hole location slightly outside the AOR. All of the existing wells have evidence of adequate
casing and cement for the proposed injection interval.

Ground Water Protection: As interpreted from the Utah Geological Survey's DOE Project-

Uinta Basin Water Draft Map (Paul B. Anderson, December 2, 2011), the base of moderately
saline water (3000-10,000 mg/l TDS) is at a depth of approximately 1800 feet. Injection shall be
limited to the interval between 4,124 feet and 5,897 feet in the Green River Formation.
Information submitted by Newfield indicates that the fracture gradient for the 2-9-9-16 well is
0.77 psi/ft., which was the lowest reported fracture gradient for the injection zone. The resulting
minimum fracture pressure for the proposed injection interval is 1,684 psig. The requested
maximum pressure is 1,684 psig. The anticipated average injection pressure is l100 psig.
Injection at this pressure should not initiate any new fractures or propagate existing fractures in
the adjacent confining intervals. Any ground water present should be adequately



South Wells Draw Federal 2-9-9-16
page 2

Oil/Gas& Other Mineral Resources Protection: The Board of Oil, Gas & Mining approved the
Greater Monument Butte Unit on December 1, 2009. Correlative rights issues were addressed at
this time. Previous reviews in this area indicate that other mineral resources in the area have been
protected or are not at issue.

Bonding: Bonded with the BLM

Actions Taken and Further Approvals Needed: A notice of agency action has been sent to the
Salt Lake Tribune and the Uinta Basin Standard. A casing/tubing pressure test will be required
prior to injection. It is recommended that approval of this application be granted.

Note: Applicable technical publications concerning water resources in the general vicinity of
this project have been reviewed and taken into consideration during the permit review
process.

Reviewer(s): Mark Reinbold Date:
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DEPARTMB47OF taTURÁLRESOURCES
SCHEDI STATEOFUTAH

NOTKEOF AGG4CYACT10N
CAU$ENO. UIC-403

4N THE MATTER OF THEAPPLtcATIONOF NEWFIELD PRODUCTION COMPANY FOR ADMINISTRATIVEAPPROVAL OF CERTAIN
Start 0 1730/20 1a .weets tocATED IN SECTIONS1 AND 27, TOWNSN1P9 SOUTH, RANGE 15 EA31, AND SECTION 9, TowNSHIP 9 500TH, IIANGE

I 6 EAST, DUCHESNE COUNTY, UTAH,AS CIA55 II INJECTION WELLE.

. CUST REF IIHESTAÍEOF tiTAH TO ALLPERSONS INTERESTEDIN THE ABOVE ENTITLEDMATTER.

Jýoláb horebY Olvon iflot the Divisionof Oil, Gas and Mining (the "Division") is commendng an informol odiodicotive pro-

Caeding to contider the a plI<oflon of Newfteld Produciton Company, 1001 17th Street, Suite 2000, Denver, Colorado

Newfield 6°2°"".pace, aca.avioto2, for oam.nastrouw. approvoi or me following weirs locotes in omsne emmy,uton,*o,
coversionto Clost 11in\ection wellst
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CAPTIG Nogm Amipy B.) well located iit $$/4 NEjd, Sociton 1, Towmhip9 South,Range ts East
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-APIA3.013-32876

BEFORE THE DIVISION OF OIL, GAS AND MINil
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Agrig Federal i 4-27-9-I5 well located in SE/4 SW/4, Section 27, lowmblp 9 South, Range 15 Eott
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SIZE Ash deral 16.27-9-15 well locoled in SE/4 SEja, Sa<tloo27, towmbip9 South.Itange15 East
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.
APJ 43-013-32956

50 Lmes .. .

Tlg proceeding will be conducted in accordonce with Utoh Admin. R649.10, Administrative Procedures.

TlMES Neckd Ipnes in the Green River Formation w!II be used for water injection. The mc×Imum requested injection pressures em
-rgtes ylit be determined based on fracture gradient informotion submitted by Newfield Production Company.

ky person desirin0 to objectto iba app1Icotton or otherwise Intervene to the proceeding, must file a wrlitan protest or notle

4 of intervention with the Divisionwithin fifteen days following oubikation of this nonce,Ine Division'sProstdin Officer är16

promeding is ßrod Hill, Permitting Monoger, al P.O, Box 145801, Solf Lake City, UT 84114-5801, nornbor(801)

)SÒ€ÚÂÈÒËŠ w / •
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Dated this 24th doy of Januoty, 2013.
STATEOF tifAH
DIVISION OF OIL, GAS & MINING

Permitting Manager
esa4es urm

341.00

AFFlDAVIT OF PUBLICATION

AS NEWSPAPER AGENCY COMPANY. LLC dba MEDlAONE OF UTAH LEGAL BOOKER. I CERTIFY THAT THE ATTACHED ADVERTISEMENTOF
BE¥ORE THE DIVISION OF OIL GAS AND MINING DEPARTMENT OF NATURAL RESOURCES STATE OF I TAH NOTICE OF AGENCY ACITON
CAUSE NO. UlC-403 IN THE MATTER OF THE APPLICA FOR DIV OFOIL-GAS & MINING, WAS PUBLISHED BY THE NEWSPAPER AGENCY
COMPANY, LLC dba MEDIAONE OF UTAH. AGENT FOR THE SALT LAKE TRlBUNE AND DESERET NEWS, DAILY NEWSPAPERS PRlNTED IN THE
ENGLlSH LANGUAGE WITH GENERAL ClRCULATlON TNUTAH. AND PUBLISIlED IN SALT LAKE C]TY. SALT LAKE COUNTY IN THE STATE OF UTAH
NOTICE IS ALSO POSTED ON UTAHLEGALS COM ON THE SAME DAY AS THE FlRST NEWSPAPER PUBUCATION DATE AND REMAINS ON
UTAHLEGALS.COM lNDEFINATELY

Start 01/30/2013 End 01/30/2013 GIN A CRAR

PUBLISHED ON ss ca 5
miss on exp es

nuart 12 20M
SIGNATURE

1/3 13

THIS JS NOT A STATEMENT BU f A "PROOF OF PUBLICATION"
PLEASE PAY FROM BILLING



Uintah Basin invoice Number invoice Date

Send Payments to: 41594 2/7/2013
Uintah Basin Standard www ubstandard.com268 S200 E Advertiser No. Invoice Amount Due Date
Roosevelt, Utah 84066 la

Phone: 435-722-5131 2080 $126.65 3/9/2013

Fax: 435-722-4140 www.vernal com

DIVISION OF OIL GAS & MINING
Rose Nolton
1594 W. N.TEMPLE STE 121
PO BOX 145801
SALT LAKE CITY, UT 84114-6801

1 1/2% fee willbe charged to all Amount Enclosed
past due balances.

Please delach top poluon and f eture wdh your payment INVOICE

Uintah Basin Standard DIVISIONOF OIL GAS & MINING Invoice No.41594 2/7!2013

Date Order Description Ad Size SubTotal Sales Tax Amount

2/7/2013 20638 UBS UBS Legal Notice: Not of Agency Actn: Cause No. UIC-403 $126.65
Pub. Feb. 5, 2013

Sub Total: $126.65
Total Transactions: 1 Total: $126.66

SUMMARY Advertiser No. 2080 invoice No. 41594

1 1/2% fee will be charged to all past due balances.

Thank You for your business!

Thank you for advertisingwith us, we appreciate your
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BEFORE THE DIVISION OF OIL, GAS AND MINING
DEPARTMENT OF NATURAL RESOURCES

STATE OF UTAH
NOTICE OF AGENCY ACTION

CAUSE NO. UIC-403

IN THE MATTER OF THE APPLICATION OF NEWFIELD PRODUCTION COMPANY FOR
ADMINISTRATIVE APPROVAL OF CERTAIN WELLS LOCATED IN SECTIONS 1 AND 27, TOWNSHIP
9 SOUTH, RANGE 15 EAST, AND SECTION 9, TOWNSHIP 9 SOUTH, RANGE 16 EAST, DUCHESNE
COUNTY, UTAH, AS CLASS II INJECTION WELLS.

THE STATE OF UTAH TO ALL PERSONS INTERESTED IN THE ABOVE ENTITLED MATTER.

Notice is hereby given that the Division of Oil, Gas and Mining (the "Division") is commencing an informal
adjudicative proceeding to consider the application of Newfield Production Company, 1001 17 Street, Suite
2000, Denver, Colorado 80202, telephone 303-893-0102, for administrative approval of the following wells
located in Duchesne County, Utah, for conversion to Class II injection wells:

Greater Monument Butte Unit:
North Ashley 8-1 well located in SE/4 NE/4, Section 1, Township 9 South, Range 15 East
API 43-013-31809
Ashley Federal 10-27-9-15 well located in NW/4 SE/4, Section 27, Township 9 South, Range 15 East
API 43-013-32876
Ashley Federal 12-27-9-15 well located in NW/4 SW/4, Section 27, Township 9 South, Range 15 East
API 43-013-32626

Ashley Federal 14-27-9-15 well located in SE/4 SW/4, Section 27, Township 9 South, Range 15 East
API 43-013-32879

Ashley Federal 16-27-9-15 well located in SE/4 SE/4, Section 27, Township 9 South, Range 15 East
API 43-013-32881
South Wells Draw Federal 2-9-9-16 well located in NW/4 NE/4, Section 9, Township 9 South, Range 16 East
API 43-013-32956

The proceeding will be conducted in accordance with Utah Admin. R649-10, Administrative Procedures.

Selected zones in the Green River Formation will be used for water injection. The maximum requested injection
pressures and rates will be determined based on fracture gradient information submitted by Newfield Production
Company.

Any person desiring to object to the application or otherwise intervene in the proceeding, must file a written
protest or notice of intervention with the Division within fifteen days following publication of this notice. The
Division's Presiding Officer for the proceeding is Brad Hill, Permitting Manager, at P.O. Box 145801, Salt Lake
City, UT 84114-5801, phone number (801) 538-5340. If such a protest or notice of intervention is received, a
hearing will be scheduled in accordance with the aforementioned administrative procedural rules. Protestants
and/or interveners should be prepared to demonstrate at the hearing how this matter affects their interests.

Dated this 24th day of January, 2013.

STATE OF UTAH
DIVISION QgOIL, GAS & MINING

Brid Hill
Permitting



Newfield Production Company

NORTH ASHLEY 8-1, ASHLEY FEDERAL 10-27-9-15, ASHLEY FEDERAL 12-27-9-15,
ASHLEY FEDERAL 14-27-9-15, ASHLEY FEDERAL 16-27-9-15,

SOUTH WELLS DRAW FEDERAL 2-9-9-16

Cause No. UIC-403

Publication Notices were sent to the following:

Newfield Production Company Ute Tribe
1001 17th Street, Suite 2000 PO Box 190
Denver, CO 80202 Ft. Duchesne, UT 84026

Uintah Basin Standard Duchesne County Planning
268 South 200 East PO Box 317
Roosevelt, UT 84066 Duchesne, UT 84021-0317
via e-mail legals@ubstandard.com

Bruce Suchomel
Salt Lake Tribune US EPA Region 8
PO Box 45838 MS 8P-W-GW
Salt Lake City, UT 84145 1595 Wynkoop Street
via e-mail naclegal@mediaoneutah.com Denver, CO 80202-1129

Vernal Office Newfield Production Company
Bureau of Land Management Rt 3 Box 3630
170 South 500 East Myton, UT 84052
Vernal, UT 84078

SITLA
675 E 500 S Ste 500
Salt Lake City, UT



1/30/13 State of Utah Mail - Re: Notice of Agency Action Newfield Production Company Cause No. UIC-403

Re: Notice of Agency Action Newfield Production Company Cause No. UIC-403

Cindy Kleinfelter <classifieds@ubstandard.com> Tue, Jan 29, 2013 at 2:04 PM
To: Jean Sweet <jsweet@utah.gov>

On 1/28/2013 11:19 AM, Jean Sweet wrote:

To whom it may concem:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the Notice, once only, as
soon as possible. Please notify me via e-mail of the date it willbe published. My e-mail address is:
jsweet@utah.gov.

Please send proof of publication and billingto:

Division of Oil, Gas and Mining

PO Box 145801

Salt Lake City, UT 84114-5801

Sincerely,

Jean Sweet
Executive Secretary
Utah Divisionof Oil, Gas and Mining
801-538-5329

It will be published Feb. 5, 2013.
Thank you.
Cindy

https://mail.google.com/maillu/0/?ui=2&ik=ad25b7bcd0&vew=pt&search=inbox&th=13c881fbe8cf6296



State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R. HERBERT
Executive Director

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

January 28, 2013

Via e-mail: legals@ubstandard.com

Uintah Basin Standard
268 South 200 East
Roosevelt, UT 84066

Subject: Notice of Agency Action -Newfield Production Company Cause No. UIC-403

To whom it may concern:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the
Notice, once only, as soon as possible. Please notify me via e-mail of the date it will be
published. My e-mail address is: jsweet@utah.gov.

Please send proof of publication and billing to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Sincerely,

Tean Sweet
Executive Secretary

Enclosure

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114 -5801

telephone (801) 538-5340 • facsimile (801) 359-3940 • TTY (80 I) 538-7458 • www.ogm.utah.gov
OIL, GAS &



1/29/13 State of Utah Mail - Legal Notice

Legal Notice

Fultz, Mark <naclegal@mediaoneutah.com> Mon, Jan 28, 2013 at 11:46 AM
Reply-To: "Fultz, Mark" <naclegal@mediaoneutah.com>

To: jsweet@utah.gov
Cc: kstowe@mediaoneutah.com

AD# 854465
Run Trib/DNews - 1/30
Cost $341.00
Thank you
Mark

OrderConf.pdf
153K

https://mail.google.com/maillu/0/?ui=2&ik=ad25b7bcd0&Mew-pt&search=inbox&th=13c827b96cb14ba7



Remit to: P.O. Box 704005
Wheñatt£akegribune MEDIA* Deseret News West Valley City, UT 84170

Order Confirmation for Ad #0000854465-01

Client DIV OF OIL-GAS & MINING Payor Customer DIV OF OIL-GAS& MINING

Client Phone 801-538-5340 Payor Phone 801-538-5340

Account# 9001402352 Payor Account 9001402352

Address 1594 W NORTH TEMP #1210,P.O. BOX 145801 Payor Address 1594 W NORTH TEMP #1210,P.O. BO)

SALT LAKE CITY, UT 84114 USA SALT LAKE CITY, UT 84114

Fax 801-359-3940
Ordered By Acct. Exec

EMail juliecarter@utah.gov Jean rnfultz

Total Amount $341.00
Payment Amt $0.00

Tear Sheets Proofs Affidavits

Amount Due $341.00 0 0 1

Payment Method PO Number Newfield
Confirmation Notes:
Text: Jean

Ad Type Ad Size Color
Legal Liner 4.0 X 50 Li <NONE>

Product Placement Position
Salt Lake Tribune:: Legal Liner Notice - 0998 Public Meeting/Hear-ing Notices
Scheduled Date(s): 1/30/2013

Product Placement Position
Deseret News:: Legal Liner Notice - 0998 Public Meeting/Hear-ing Notices
Scheduled Date(s): 1/30/2013

Product Placement Position
sltrib.com:: Legal Liner Notice - 0998 Public Meeting/Hear-ing Notices
Scheduled Date(s): 1/30/2013

Product Placement Position
utahlegals.com:: utahlegals.com utahlegals.com
Scheduled Date(s): 1/30/2013

Order Confirmation
for Ad #0000854465-01

Ad Content Proof Actual Size

1/9R/901311 48 BAAM



BEFORETHEDIVISION OF Olt, GASANDMINING
DEPARTMENTOF NATURALRESOUR(ES

5TATEOF UTAH
NOTKEOF AGENCY ACilON

CAUSENO. UIC-403

IN THEMATTEROF THE APPLICATION OF NEWFIELDPRODUCTION COMPANY FOR ADMINISTRATIVE APPROVAL OF CERTAIN
WELLSLOCATED IN SECTIONS 1 AND27, TOWNSHIP 9 SOUTH, RANGE15 EAST, AND SECTION 9, TOWNSHIP 9 SOUTH, RANGE
16 EAST, DUCHESNECOUNTY, UTAN, AS CLASSII INJECTION WELLS.

THESTATEOF UTAHTO ALLPERSONSINTERESTEDIN THEABOVE ENTlTLEDMATTER.

Notice is hereby giver ttar TPe Divitier of Oil, Gas ord Mirirg (We "Divisfor") is commercirg or irformal adiodicative pre-
ceedirg it Corsider ite applicatier of Newfield Pfericier Compary, 1001 17tt Street, Stite 2000, Derver, Colorado
80202, teie¡±ore 303-893-0102, for admiritirotive approval of ite fcílowiry wells Iccated ir Dodeste Cotrry, Utaf, for
corversier to Class Il irjecior wells:

Greater Mortmert Btte Jrit:
Norff Astley 8-1 well ictated ir SE 4 NE 4, Sectier 1, Towrsfip 9 Setit, Rorge 15 East
APl43-013-31809
Attley Federal 10-27-9-1 5 well teemed ir NW 4 SE 4, Seeler 27,Towrkip 9 Scut, Rarge 15 East
API43-013-32876
AINey Federal 12-27-9-15 well Icca ed ir NW 4 SW 4, Sectier 27, Towritip 9 Sctri, Rarge 15 East
API 43-013-32626
AINey Federal 14-27-9-15 well lo:ored ir SE 4 SW 4, Sectier 27, Towrsfip 9 Setit, Rarge 15 East
API 43-01 3-32879
AsNey Federal 16-27-9-15 well Iccared ir SE 4 SE 4, Seeier 27,Towritip 9 5001, Rarge 15 East
AP)43-Ol3-32881
Sctit Wells Draw Federal 2-9-9-16 well Iccated ir NW 4 NE 4, Se:Tier 9, Tcwrkip 9 Socrf, Rorge 16 East
API 43-0 1 3-32956

Tte proœediry will Decordtered ir accordurce wit Urat Acknir. R649-1O,Admirinrative Precedtres.

Selected zores ir ite Greer River Formatier will be tied for water iriccier. 11e maximtm reqtened friectier preistres ord
rates will be detemiired based er fractre gradiert irfennatier stamitted by Newfield Predterior (cmpary.

Ary perser desirirg to ob[e:7 e te applicatier er etterwise iriervere ir te proceedica, mLit file a writter protester roriœ
ef ittervertier wië te Divisier witNr fifteer days followirg pVolicatier el This retice.1Fe Divisier's Presidirg Officer for te
proceedirg is Brad Hill, Perminirg Mararpr, or P.O. Box 145801, Salt Lake Gry, UT 84114-5801, ptere comber (801)
538-5340. If strf a protest er cotice of iriervertier is received, a teorirg will be stredeled ir accordarce witt Yte afere-
merticred admiristrative precederal rtles. Pre?«sttru ord er irierverers Irctld be prepared Tc demerstra e at ite reorirg
few tit maner offeca fleir irterests.

Dated this 2477 day of Jart ary, 201 3.
STATEOF UTAH
DIVISION OF OIL, GAS & MINING

Brod Hill
Permittirg Marager
884465 UPAXLP

1/28/201311:46:58AM



Order Confirmation
for Ad #0000854465-01

Ad Content Proof 135%
BEFORETHEDIVistONOF OIL, GAS ANDMINING

MPARTMENTOF MATURALRESOURC25
STATEOF UTAN

NOTKEOF AGENCYACTION
CAUSENO. UIC-403

IN THE MATTER OF THE APPLICATION OF NEWFIELD PRODUCTION COMPANY FOR ADMINISTRATIVEAPPROVAL OF CERTAIN
WELLS LOCATEDIN SECTIONS 1 AND 27, TOWNSHIP 9 SOUTH, RANGE 15 EAST, AND SECTION 9, TOWNSHIP9 SOUTH, RANGE
1 6 EAST, DUCHESNECOUNTY, UTAH, AS CLASS11INJECTION WELLS.

THESTATE OF UTAHTO ALLPERSONS INTERESTEDIN THE ABOVE ENTITLEDMATTER.

Notice is Pereby giver itaf ite Divisier cf Oil, Gas ard Mirirg (ite "Divititr") it :comercirg or irformal aditdicative pro-
:eedirg to corsider ite applicatior cf Newfield ProcAcior Compary, 1001 17tt Street, Stite 2000, Derver, Eclerade
80202, Teleptere 303-893-0102, for admiristrative approval of ite followirg wells located ir DLefeste Cotrg, Utaf, for
corversier to Class !! irie-fier wells:

Greater Mortmert BLWe Urit
Nort Astley 8-1 well located ir SE 4 NE 4, Sectier 1, Towritip 9 Sotif, Rarge 15 East
API 43-01 3-31909
Astley Federal 10-27-9-1 5 well Iccared ir NW 4 SE 4, Sector 27, Icwrsfip 9 Sotif, Rarge 15 East
API 43-01 3-32676
Astley Federal 12-27-9-1 5 well letated ir NW 4 SW 4, Sectier 27, Tcwrsf ip 9 Sotif, Rarge 1 5 East
API 43-01 3-32626
Astley Federal 14-27-9-15 well located ir SE 4 SW 4, Sectier 27, Towrship 9 Sotif, Rarge 15 Erzi
APi 43-01 3-32879
Astley Federal 16-27-9-1 5 well located ir SE 4 SE 4, Sefier 27, Towrsfip 9 Scott, Rarge 1 5 East
API 43-01 3-32981
Settf Wells Draw Federal 2-9-9-1 6 well located ir NW 4 NE 4, Sectier 9, Towritip 9 Setit, Rarge 16 East
API 43-01 3-32956

Tfe proceedirg will becordicted ir accordarte witt Utar Admir- R649-10,Admiristrative Procedores.

Selected Teres ir ite Greer River Formatier will be tsed for water irjectier. Tte maximtm reqtested iriccior presstres ard
rares will be devemired based or fracitre gradiert irformatier ILbmined by Newfield Prodtetier Compary.

Ary perior desirirg to ebiect to ite applicatier er citerwise iriervere ir ite proceedir a mts? file a writter protes? cr retice
of iriervertier wilt te Divisier wittir fifteer days fcllowirg ptblicatier of itis retice.Tfe Divitier's Presidirg Officer for te
proceedirg is Brad Hill, Permittirg Marager, r£ P.O. Box 145801, Salt Lake City, UT 84114-5801, pfere rtmber (801)
536-5340. If sta o protest er refice of icterverties is re:eived, a teorirg wil be setedbled is accordarte witt ite afore-
mertiered admiristrative procedtral roles. Protestarts ord or irierverers stotld be prepared to demerstrr£e at ite teorirg
Pow itis mater affects iteir irterests.

Dated ifis 2470 day of Jart ory, 2013.
STATEOF UTAH
DIVISION OF OIL, GAS & MINING

Brad Hil
Permittirg Marager
884465 UPAXLP

1/28/201311:46:58AM



State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R. HERBERT
Executive Director

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

January 28, 2013

VIA E-MAIL naclegal@mediaoneutah.com

Salt Lake Tribune
P. O. Box 45838
Salt Lake City, UT 84145

Subject: Notice of Agency Action - Newfield Production Company Cause No. UIC-403

To whom it may concern:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the
Notice, once only, as soon as possible. Please notify me via e-mail of the date it will be
published. My e-mail address is: isweet@utah.gov.

Please send proof of publication and billing for account #9001402352 to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Sincerely,

Jean Sweet
Executive Secretary

Enclosure

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114 -5801

telephone (801) 538-5340 •facsimile (801) 359-3940 • TTY (801) 538-7458 • wwwogm.utah.gov
OIL, GAS



NEWFIELD

Newfield Exploration Company
1001 17th Street | Suite 2000

Denver, Colorado 80202
January 14, 2013 PH 303-893-0102 | FAX303-893-0103

Mr. Mark Reinbold
State of Utah
Division of Oil, Gas and Mining
1594 W North Temple
Salt Lake City, Utah 84114-5801

RE: Permit Application for Water Injection Well
South Wells Draw Federal #2-9-9-16
Monument Butte Field, Lease #UTU-65207
Section 9-Township 9S-Range 16E
Duchesne County, Utah

Dear Mr. Reinbold:

Newfield Production Company herein requests approval to convert the South Wells Draw Federal
#2-9-9-16 from a producing oilwell to a water injection well in the Monument Butte (Green River)
Field.

I hope you find this application complete; however, if you have any questions or require additional
information, please contact me at (303) 893-0102.

S

Eric Sundberg RECENED
Environmental Manager



NEWFIELD PRODUCTION COMPANY

APPLICATION FOR APPROVAL OF CLASS II INJECTION WELL

SOUTH WELLS DRAW FEDERAL #2-9-9-16

MONUMENT BUTTE FIELD (GREEN RIVER) FIELD

LEASE #UTU-65207

JANUARY 14,
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STATE OF UTAH
DIVISIONOF OIL, GAS AND MINING

APPLICATION FOR INJECTION WELL - UIC FORM 1

OPERATOR Newfield Production Company
ADDRESS 1001 17th Street, Suite 2000

Denver, Colorado 80202

Well Name and number: South Wells Draw Federal #2-9-9-16

Field or Unit name: Monument Butte (Green River) Lease No. UTU-65207

Well Location: QQ NWNE section 9 township 9S range 16E county Duchesne

is this application for expansion of an existing project? . . . . . . . . . . . . . . . Yes [ X ] No [ ]

Will the proposed well be used for: Enhanced Recovery? . . . . . . . . Yes [ X ] No [ ]
Disposal? ......... ........ Yes[ ] No[X]
Storage? ......... ........ Yes[ ] No[X]

Is thisapplication for a new well to be drilled? . . . . . .. . . . . . . . . Yes [ ] No [ X ]
If this application is for an existing well,

has a casing test been performed on the well?. . . . . . . . . . . . . . . . . . . . . . . Yes [ ] No [ X ]
Date of test:
API number: 43-013-32956

Proposed injection interval: from 4124 to 5897
Proposed maximum injection: rate 500 bpd pressure 1684 psig
Proposed injection zone contains [x ] oil, [ ] gas, and/or [ ] fresh water within 1/2
mile of the well.

IMPORTANT: Additional information as required by R615-5-2 should
accompany this form.

List of Attachments: Attachments "A"through "H-1"

I certify that this report is true and complete to the best of my knowledge.

Name: Eric Sundberg Signature
Title Environmental Manager Date (f(4A (3
Phone No. (303) 893-0102

(State use only)
Application approved by Title
Approval Date



SO WELLS DRAW FED 2-9-9-16
Spud Date: 01/23/2007 Initial Production: BOPD,
Put on Production: 04/04/07 Proposed Injection MCFD, BWPD
GL: 5788' KB: 5800' Wellbore Diagram

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 03 .007 5300-5268' Frac A3 & Al sandsas foHews:

GRADE: J-55 T(N W IV:y
_

I 145339#20/40 sandin 995 bbis Lightning 17
frac fluicL Treated@ avg press of 1734 psi

WEIGHT: 24# w/avg rate of25 BPM. ISIP 2166 psi Calc

LENGTH: 7 jts. (311.69') flush: 5298 gal Actual flush: 4788 gal

DEPTH LANDED: 323.54' KB 03/29/07 5125-5131' Frac B2 sandsas foHows:

HOLE SIZE:12-l/4"
30012#20/40 sand in 371 bbis Lightning 17

. frac fluid Treated @avg press of2040 psi

CEMENT DATA: 160 sus Class "G" cmt, est ? bb1scmt to surf wlavg rate of25 BPM ISIP 1717 psi. Cale
flush: 5123 gal Actual flush: 4662 gal.

02 29 07 5000-4990' Frac C sandsas foHows:
90319#20/40 send in 657 bbis Lightning 17
frac fluid Tæated@ avg press of 1715psi
wlavgrateof25.1BPM ISIP2000 psi Calc
flush: 4998 gal Actual flush: 4494 gal.

03 29 07 4840-4845' Frac D1 sandsas foRows:
PRODUCTION CASING 24650#20/40 sand in 325 bb1sLightning 17
CSG SIZE: 5-1/2" frac fluid Treated@ avgpress of2370 psi

GRADE: J-55
wlavg rateof24.9 BPM. ISIP 2321 psi Cale
flush: 4838 gal Actual flush: 4334 gal

WEIGHT: 15 5# 03 29 07 4542-4550' Frac PB10 sands as follows:
LENGTH: 139 jts. (6146') 36645#20/40 sand in 347 bbis Lightning 17

DEFTH LANDED: 6159 25' KB wvref 4 BP IS 2290 i C lc
HOLE SIZE: 7-7/8" flush: 4540 gal Actual flush: 4452 gal

CEMENT DATA: 300 exs Prem Lite H mixed & 450 sxs 50/50 POZ

CEMENT TOP: 198' 10/28/09 Pump Change Updated rod & tubing details

07/18/11 pump Change Rods & tubing updated.

TUBING
SIZEIGRADE/WT.: 2-7/8" / J-55 / 6 5#

NO OF JOINTS: 167jts (5296 10') Pximr la 4492

TUBING ANCHOR: 5296' KB 4542 455

NO. OF JOINTS: 1jts (31 70')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5331' KB

NO OF JOINTS: 2 jts (63.70')

TOTAL STRING LENGTH: EOT @5396' KB 4974-4990

izs-Sl3i, PERFORATION RECORD

03/22/07 5300-5311' 4 JSPF 44 holes

-
5262-5268, 03/22/075279-5294' 4JSPF 60holes

03/22/07 5262-5268' 4 JSPF 24 hoics
03/28/07 5125-5131' 4 JSPF 24 holes

n'79-5294, 03/29/07 5000-5005' 4]SPF 20holes
03/29/07 4974-4990' 4 JSPF 64 holes
03/29/07 4840-4845' 4 JSPF 20 holes
03-29-07 4542-4550' 4 JSPF 32 holes

NEWPIELD

So Wells Draw Fed. 2-9-9-16 \ To mi as

978'FNL & 1965' FEL

NWINE Section 9-TSS-R16E

Duchesne Co, Utah

API #43-013-32956; Izase # UTU-65207
JL



WORK PROCEDURE FOR INJECTION CONVERSION

1. Rig up hot oil truck to casing. Pump water. Unseat pump. Flush rods. Trip out of hole with rods
and pump.

2. Trip out of hole with tubing, breaking and doping every connection. Trip in hole with packer and
tubing. Rig up water truck to casing. Pump packer fluid. Set packer.

3. Test casing and packer.

4. Rig down and move out.

South Wells Draw Federal



REQUIREMENTS FOR INJECTION OF FLUIDS INTO RESERVOIRS
RULE R615-5-1

1. Operations to increase ultimate recovery, such as cycling of gas, the maintenance of
pressure, the introduction of gas, water or other substances into a reservoir for the purpose
of secondary or other enhanced recovery or for storage and the injection of water into any
formation for the purpose of water disposal shall be permitted only by order of the Board
after notice and hearing.

2. A request for agency action for authority for the injection of gas, liquified petroleum gas,
air, water or any other medium into any formation for any reason, including but not
necessarily limited to the establishment of or the expansion of waterflood projects, enhanced
recovery projects, and pressure maintenance projects shall contain:

2.1 The name and address of the operator of the project.

Newfield Production Company
1001 17* Street, Suite 2000
Denver, Colorado 80202

2.2 A plat showing the area involved and identifying all wells, including all proposed
injection wells, in the project area and within one-half mile of the project area.

See Attachment A.

2.3 A full description of the particular operation for approval is requested.

Approval is requested to convert the South Wells Draw Federal #2-9-9-16 from a
producing oil well to a water injection well in Monument Butte (Green River) Field.

2.4 A description of the pools from which the identified wells are producing or have
produced.

The proposed injection well will inject into the Green River Formation.

2.5 The names, description and depth of the pool or pools to be affected.

The injection zone is in the Green River Formation. For the South Wells Draw Federal
#2-9-9-16 well, the proposed injection zone is from Garden Gulch to Basal Carbonate
(4124' - 5897'). The confining strata directly above and below the injection zones are the
Garden Gulch and the top of the Wasatch Formation or TD, which ever is shallower. The
Garden Gulch Marker top is at 3795' and the TD is at 6175'.

2.6 A copy of a log of a representative well completed in the pool.

The referenced log for the South Wells Draw Federal #2-9-9-16 is on file with the Utah
Division of Oil, Gas and



2.7 A statement as to the type of fluid to be used for injection, its source and the
estimated amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water
commingled with produced water. The average estimated injection of fluids will be at a
rate of 300 BPD, and the estimated maximum injection will be at a rate of 500 BPD.

2.8 A list of all operators and surface owners within one-half mile radius of the
proposed project.

See Attachment B.

2.9 An affidavit certifying that said operators or owners and surface owners within a
one-half mile radius have been provided a copy of the petition for injection.

See Attachment C.

2.10 Any additional information the Board may determine is necessary to adequately
review the petition.

Newfield Production Company will supply any additional information requested by the
Utah Division of Oil, Gas and Mining.

4.0 Establish recovery projects may be expanded and additional wells placed on
injection only upon authority from the Board after notice and hearing or by
administrative approval.

This proposed injection well is on a Federal lease (Lease #UTU-65207) in the Monument
Butte Federal (Green River) Field, and this request is for administrative



REQUIREMENTS FOR CLASS II INJECTION WELLS INCLUDING WATER DISPOSAL,
STORAGE AND ENHANCED RECOVERY WELLS

SECTION V - RULE R615-5-2

1. Injection well shall be completed, equipped, operated, and maintained in a manner that will
prevent pollution and damage to any USDW, or other resources and will confine injected
fluids to the interval approved.

2. The application for an injection well shall include a properly completed Form DOGM-UIC-1
and the following:

2.1 A plat showing the location of the injection well, all abandoned or active wells
within a one-half mile radius of the proposed wells, and the surface owner and the
operator of any lands or producing leases, respectively, within a one-half mile radius
of the proposed injection well.

See Attachments A and B.

2.2 Copies of electrical or radioactive logs, including gamma ray logs, for the proposed
well run prior to the installation of casing and indicating resistivity, spontaneous
potential, caliper and porosity.

All logs are on file with the Utah Division of Oil, Gas and Mining.

2.3 A copy of a cement bond or comparable log run for the proposed injection well after
casing was set and cemented.

A copy of the cement bond log is on file with the Utah Division of Oil, Gas and Mining.

2.4 Copies of logs already on file with the Division should be referenced, but need not be
refiled.

All copies of logs are on file with the Utah Division of Oil, Gas and Mining.

2.5 A description of the casing or proposed casing program of the injection well and of
the proposed method for testing the casing before use of the well.

The casing program is 8-5/8", 24# surface casing run to 324' KB, and 5-1/2", 15.5#
casing run from surface to 6159' KB. A casing integrity test will be conducted at the
time of conversion. See Attachment E.

2.6 A statement as to the type of fluid to be used for injection, its source and estimated
amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water
commingled with produced water. The estimated average rate of injection will be 300
BPD, and the estimated maximum rate of injection will be 500 BPD.

2.7 Standard laboratory analysis of the fluid to be injected, the fluid in the formation
into which the fluid is being injected, and the compatibility of the fluids.

See Attachment



The proposed average and maximum injection pressures.

The proposed average injection pressure will be approximately 1100 psig and the
maximum injection pressure will not exceed 1684 psig.

2.8 Evidence and data to support a finding that the proposed injection weH will not
initiate fractures through the overlying strata or a confining interval that could
enable the injected fluid or formation fluid to enter the fresh water strata.

The minimum fracture gradient for the South Wells Draw Federal #2-9-9-16, for existing
perforations (4542' - 5300') calculates at 0.77 psig/ft. The maximum injection pressures
will be limited so as not to exceed this gradient. A step rate test will be performed
periodically to ensure we are below parting pressure. The proposed maximum.injection
pressure is 1684 psig. We may add additional perforations between 3795' and 6175'.
See Attachments G and G-1.

2.9 Appropriate geological data on the injection interval and confining beds, including
the geologic name, lithologic description, thickness, depth, and lateral extent.

In the South Wells Draw Federal #2-9-9-16, the proposed injection zone (4124' - 5897')
is in the Garden Gulch to the Basal Carbonate of the Green River Formation. The
reservoir is a very fine-grained sandstone with minor imbedded shale streaks. The
estimated porosity is 13%. The members are composed of porous and permeable
lenticular calcareous sandstone and low porosity carbonates and calcareous shale. The
porous and lenticular sandstone varies in thickness from 0-31' and is confined to the
Monument Butte Federal Field. Outside the Monument Butte Federal Field, the
sandstone is composed of tight, very fine, silty, calcareous sandstone, less than 3' thick.
The stratum confining the injection zone is composed of tight, moderately calcareous,
sandy lacustrine shale. All of the confining strata are impermeable, and will effectively
seal off the oil, gas, and water of the injection zone from any strata directly above or
below it.

2.10 A review of the mechanical condition of each well within a one-half mile radius of
the proposed injection weH to assure that no conduit exists that could enable fluids
to migrate up or down the weHbore and enter the improper intervals.

See Attachments E through E-18.

Additionally, the injection system will be equipped with high and low pressure shut down
devices that will automatically shut in injection waters if a system blockage or leakage
occurs. One way check valves will also ensure proper flow management. Relief valves
will also be utilized for high-pressure relief.

2.11 An affidavit certifying that a copy of the application has been provided to aH
operators or owners, and surface owners within a one-half mile radius of the
proposed injection weH.

See Attachment C.

2.12 Any other information that the Board or Division may determine is necessary to
adequately review the application.

Newfield Production Company will supply any requested information to the Board or



ATTACHMENTA
ntus_HaltMile_Buffer

Surface Spud

2-
N-

6-4G 7-4 4 3
6-

ng on Completion u 72/0 7
e Producing OilWell .

Producing Gas Well
5 mterinjectionnii UN O&

217 Dry Hole

0 5 -- Temporarily Abandoned
-7 UT 7983 Plugged &Abandoned

Shut In

73086
ectio(:ountyline

." vik-c

posed

1 0

L -10 95
5-9

S Wells Draw 2-9

T -72107

Section 9, T9S-R16E

85246

10 U40 4

NEWFIELD
-6

13 9 14 9 1 sin=9.soon..t

24 34 0
- - r' c 1/2 Mile Radius Map

·
- 1-15 Duchesne & Uintah Counties

6532 1J 9834 I
100117thStreetSute2000
a.r..r. cour.o saao2

J-D
-

Phon.: (aus)essolo2 August 2,



ATTACHMENThi
T9S, Ri6 E, S.L.B.&M. Nim Praaricirox comsy

WELLLOCATION, SOUTH WELLSDRAW
1910 Brass Cop N89 52'W - 80.22 (G.L.O.) tato Brass cap 2-9-9-16, LOCATEDAS SHOWNIN THE

NW 1/4 NE 1/4 OF SECTION 9, T9S,
R16E, S.L.B.&M. DUCHESNECOUNTY,
UTAH.

'--------·- NDetail
No Scale

1910 Brass Ca? 1910 Brass Cap Note:
The Proposed Well head bears
S63 39'55"W 2191.93' frorn theÎ.ÛÛ . Northeast Corner of Section 9.

SOU7H HELLSDRAW2-9-9-16
ELEV UNGRADEDGROUND = 5788.0' THIS IS TO CERTIFYTHA A WAS

PREPARED FROM FIELD O g, RVEYS
MADEBY ME OR UN W THAT
THE SAME ARE TRU RECT T T OF
MY KNOWLEDGEAN gl .No.189377 g

T CY W.
REGIS D LA

sÏn°'TSEAF

1910 Ðrass Cap 1910 Brass Cap 5/8 Rear

NB9°J736"W
- 2652.95' (Meas.) S89°58'06"W

- 2640.03' (Meas.) TRI STATEIANDSURVEYING& CONSULTINGN89°50'W
- 80.24 (G.L.O.) 180 NORTH VERNALAVE. - VERNAL, UTAH 84078

(435) 781-2501

= SECTION CORNERS LOCATED SCALE: 1" = 1000' SURVEYED BY: C.M.

BASIS OF ELEV; U.S.G.S. 7-1/2 min QUAD (MYTONSE) DATE: 9-13-05 DRAwNBY: F.T.M.

NOTES: FILE



EXHIBITB
# Legal Description Lessor & Expiration Lessee & Operating Rights Surface Owner
1 T9S-R16E SLM USA Newfield Production Company USA

Section 9: NE, NENW UTU-65207 Newfield RMI LLC
Section 10: N2NW HBP ABO Petroleum Corp

Myco Industries Inc
Oxy Y-1 Corporation
Yates Petroleum Corporation

2 T9S-R16E SLM USA Newfield Production Company USA
Section 10: S2N2, N2S2, S2SW UTU-72107 Newfield RMI LLC

HBP

3 T9S-R16E SLM USA Newfield Production Company USA
Section 9: N2SE, SESE UTU-40894 Newfield RMI LLC

HBP

4 T9S-R16E SLM USA Newfield Production Company USA
Section 9: E2SW, SWSE UTU-79831 Newfield RMI LLC

HBP

5 T9S-R16E SLM USA Newfield Production Company USA
Section 8: SENE UTU-79833 Newfield RMI LLC
Section 9: S2NW HBP ABO Petroleum Corp

Myco Industries Inc
Oxy Y-1 Corporation
Yates Petroleum Corporation

6 T9S-R16E SLM USA Newfield Production Company USA
Section 9: NWNW UTU-020254 Newfield RMI LLC

HBP

S Wells Draw 2-9 Page 1 of



7 T9S-R16E SLM USA Newfield Production Company USA

Section 4: W2SW UTU-73086 Newfield RMI LLC
Section 5: S2SE HBP

8 T9S-R16E SLM USA Newfield Production Company USA
Section 3: SE UTU-79832 Newfield RMI LLC
Section 4: SESW HBP Yates Petroleum Corporation

9 T9S-R16E SLM USA Newfield Production Company USA
Section 3: Lots 3,4, S2NW, SW UTU-77338 Newfield RMI LLC
Section 4: NESW, SE HBP

S Wells Draw 2-9 Page 2 of



ATTACHMENT C

CERTIFICATION FOR SURFACE OWNER NOTIFICATION

RE: Application for Approval of Class II Injection Well
South Wells Draw Federal #2-9-9-16

I hereby certify that a copy of the injection application has been provided to all surface owners within a
one-half mile radius of the proposed injection well.

Signed:
N
Eric Sundberg
Environmental Manager

Sworn to and subscribed before me this day of Og án , 2013.

Notary Public in and for the State of Colorado:

My Commission Expires:

LYDIABIONDO
Notary Pubîlc

Stateof



ATTACHMENTE
SO WELLS DRAW FED 2-9-9-16

Spud Date: 01/23/2007 Initial Production: BOPD,
Put on Production: 04/04/07 Wellbore Diagrain MCFD, BWPD
GL: 5788' KB: 5800'

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 03/28/07 5300-5268' Frac A3 & Al sands as follows:

GRADE:1-55 TOC g 39W
_ ,

| 145339#20/40 sand in 995 bbis Lightning 17
frac fluid Treated@ avg press of 1734 psi

WEIGHT: 24# wlavg rate of25 BPM. ISIP 2166 psi Calc

LENGTH: 7 jts (31I 69')
flush: 5298 gal. Actual flush: 4788 gal.

DEPTH LANDED: 323.54' KB 03/29/07 5125-5131' Frac B2 sandsas follows:

HOLE SIZE:12-l/4,,
30012#20/40 sand in 371 bbis Lightning 17
liac fluid Treated @avg press of 2040 psi

CEMENT DATA: 160 sxs Class "G" cmt, est ? bbls cmt to surf wlavg rate of25 BPM. ISIP 1717 psi Calc
flush: 5123 gal. Actual flush: 4662 gal.

02/29/07 5000-4990' Frac C sandsas foHows:
90319# 20/40 sand in 657 bbis Lightning 17
frac fluid Treated@ avg press of 1715psi
wlavg rate of 25 I BPM ISIP 2000 psi Calc
flush; 4998 gal Actual flush; 4494 gal.

03/29/07 4840-4845' Frac DI sandsas follows:
PRODUCTION CASING 24650#20/40 sand in 325 bbis Lightning 17
CSG SIZE: 5-l/2" frac fluid Treated@ avg press of2370 psi

wlavg rate of24.9BPM. ISIP 2321 psi Calc
GRADE: J-55 flush: 4838 gal Actual flush: 4334 gal
WEIGHT: 15 5# 03/29/07 4542-4550' Frae PBIO sands as follows:
LENGTH: 139 jts (6146') 36645#20/40 sand in 347 bbis Lightning 17

DEFTH LANDED: 6159 25' KB
frac fluid Treated@ avg press of2057 psi
w/avg rate of 24.9 BPM ISIP 2290 psi. Calc

HOLE SIZE: 7-7/8" flush: 4540 gal. Actual flush: 4452 gal

CEMENT DATA: 300 sxs Prem Lite II mixed & 450 sxs 50/50 POZ

CEMENT TOP: 198' 10/28/09 Pump Change. Updated rod & tubing details

07/18/11 pump Change Rods & tubing updated

TUBING
SIZE/GRADElWT.: 2-7/8" / J-55 / 6 5#

NO OF JOINTS: 167jts (5296.10')

TUBING ANCHOR: 5296' KB 45-l24550

NO.OFJOINTS: Ijts (3170')

SEATING NIPPLE: 2-7/8" (1 10')

SN LANDED AT: 5331' KB

NO OF JOINTS: 2 jts (63 70')

TOTAL STRING LENGTH: EOT@ 5396' KB - 19744990

SUCKER RODS
5125-501. PERFORATION RECORD

03/22/07 5300-531l' 4 JSPF 44 holes

POLISHED ROD: 1-1/2" x 22' SM 03/22/07 5279-5294' 4 JSPF 60 holes

SUCKER RODS:1-2' I-6', & 1- 8' x 3/4" ponies, 99-3/4" guided lods.97-3/4" 03/22/07 5262-5268' 4 JSPF 24 holes

guided rods 10- guided rods, 6-1½" sinker bars. 03/28/07 5125-5131' 4 JSPF 24 holes

PUMP SIZE: CDI 2-1/2" x l-l/2" x 15' RHAC ,
03/29/07 5000-5005' 4 JSPF 20 holes

STROKE LENGTH: 869. 03/29/07 4974-4990' 4 JSPF 64 holes

PUMP SPEED.5 SPM:
03/29/07 4840-4845' 4 JSPF 20 holes

Anchor ta 5296, 03-29-07 4542-4550' 4 JSPF 32holes

-
5300-5311

ECT ia 539

PBTD ru 580

ATEWFIELD

So Wells Draw Fed. 2-9-9-16 .

978'FNL & 1965' FEL

NW/NE Section 9-19S-Rl6E

Duchesne Co. Utah

API #43-013-32956; Isase # UTU-65207



ATTACHMENTE-
Spud Date: 3-19-07 Federal 5-9-9-16
Put on Production: 5-02-07

GL: 5789' KB: 5801. Injection Wellbore
Diagram

SURFACE CASING
_

FRAC JOB

CSG SIZE: 8-5/8" 04-30-07 5674-5684' Frae CPI sandsas foHows:

GRADE: 1-55 20595#20/40 sand in 297 bbis Lightning 17
frac fluid. Treated @avg press of 2284 psi

WEIGHT: 24# wlavg rate of 25 BPM ISIP 2085 psi Calc

LENGTH: 7 jts (313 01') Cement top@ 250'
M: 5672 gal. Actual flush: 5208 gal

. -
04-30-07 5280-5301' Frac A3 sands as foKows:

DEPTH LANDED: 323 52' KB 65451#20/40 send in 520 bbis Lightning 17
HOLE SIZE:12-l/4" Casing Shoe @324. \ frac fluid. Treated@ avg press of2089 psi

CEMENT DATA: 160 axs Class "G" cmt, est 4 bbis emt to sur£ .
w/avg mte of25ABPM InSIP2 Op Cale

04-30-07 5162-5184' Frac A I sands as foHows:
110232#20/40 sand in 778 bbisLightning 17
frac Huid Treated@ avg press of 1947psi
w/avg rateof24.4 BPM. ISIP 2305 psi. Cale
flush:5160 gal. Actual flush: 4704 gal.

04-30-07 4742-4810' Frac D2, Dl sands as foHows:
PRODUCTION CASING 139780#20/40sandin952bbis Lightning 17

CSG SIZE: 5-1/2.. frac fluid. Treated@ avg press of 1881we
avgrate of25 BPM. ISIP 2123 psi Calc

GRADE: J-55 flush:4740 gal Actual flush: 4242 gal.

WEIGHT: 15 5# 04-30-07 4190-4262' Frac GB6, & GB4 sands as follows:

LENGTH: 136jts.(5912.60')
8970#20/40 sand in 218 bb1sLightning 17
frac fluid Treated@ avg press of 1715wi

DEPTH LANDED: 5910.85' KB avgrateof25 BPM, ISIP 1647psi Calc

HOLE SIZE: 7-7/8- flush:4189 gal Actual flush: 4074 gal

CEMENT DATA: 300 sxs Prem Lite II mixed & 450 sxs 50/50 POZ
7/1/08 Pump change. Updated rod and tubing detail

CEMENT TOP AT: 250, 8/10/09 Pump Change Updated rod & tubing details
4/1/10 Parted rods. Updated rod and tubing detail.

5/27/2010 Pump change Updated rod and tubing detail

TUBING
7/21/11 Parted rods. Updated rod & tubing detail

10/29/12 Convert to Injection Well
SIZE/GRADE/WI.: 2-7/8" / J-55 / 6 5# SN @4139" 10/30/12 Conversion MIT Finalized - update tbg
TBG PUP 2-7/8 N-80 AT: 10' detail

On Off Tool@ 4140'
NO OF JOINTS: 134jts (4116.7')

Packer4145'
SEATINGNIPPLE: 2-7/8" (1.10')

SN LANDED AT: 4138.7' KB X/N Nipple @4153'

ONIOFFTOOLAT: 41398,
" EOT@4155'

ARROW #1 PACKER CE AT: 4144.87' 4190-4199'

XO 2-3/8 x 2-7/8 J-55 AT: 4148.5' 4252-4262'

TBG PUP 2-7/8 N-80 AT: 4149.1'

X/NNIPPLEAT: 4153.1'

TOTAL STRING LENGTH: EOT @4155'
PERFORATION RECORD

4742-4746' 04-24-07 5674-5684' 4 JSPF 40 holes
4755-4764' 04-30-07 5296-5301' 4]SPF 20holer.
4786-4794' 04-30-07 5280-5288' 4 JSPF 32 holes
4803-4810' 04-30-07 5162-5184' 4 JSPF 88 holes

04-30-07 4803-4810' 4JSPF 28holes
04-30-07 4786-4794' 4 JSPF 32 holes

5162-5184' 04-30-07 4755-4764' 4]SPF 36holes
5280-5288' 04-30-07 4742-4746' 4 JSPF 16holes

$296-5301' 04-30-07 4252-4262' 4JSPF 40holes
04-30-07 4190-4199' 4 JSPF 36 holes

5674-5684'

NEWFIELD PBTD@ 5889'

SHOE @59ll'

Federal 5-9-9-16 TD@6140'

2096' FNL & 770' FWL
SWINW Section 9-19S-RI6E

Duchesne Co, Utah
API # 43-013-32916; laase # UTU-79833

LCN



ATTACHMENTE2
Spud Date: 02/19/07 FEDERAL 6-9-9-16
Put on Production: 03/28/07 Initial Production: BOPD,
GL: 5782' KB: 5794' Wellboæ Diagram MCFD, BWPD

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 03/21/07 6221-6229' Frac CP3 sandsas follows:

GRADE: J-55 Cement Top@ 14" - - 14389#20/40 sand in 290 bble Lighming 17

WEIGHT: 24#
frae fluid Treated@avg press of 1940psi
w/avg rateof25 BPM ISIP 1775 psi. Calc

LENGTH: 7 jts (311.37') flush; 62l9 gal Actual flush: 5250 gal.

DEPTH LANDED: 323 87 KB 03/21//07 5218-523T Frac Al sandsas follows:
80163#20/40 sand in 599 bbls Lightning 17

HOLE SIZE:12-l/4" frac fluid. Treated@ avg press of 1785psi

CEMENT DATA: 160 sxs Class "0" cmt, est 4 bbis cmt to sur£ wlavg rateof25 BPM ISIP 2150 psi Calc
flush: 5216 gal Actual flush: 4704 gal

03/22/07 4938-4957' Frac C sands as follows:
44913#20/40 sand in 407 bble Lightning 17
frac fluid Treated @avg press of 1737psi
w/avg rate of25 BPM ISIP 1940 psi Calc
Hush:4936 gal Actual flush: 4410 gal.

03/22/07 4773-478T Frac Dl sandsas follows:
PRODUCTION CASING 85267#20/40 sand in 613 bbis Lightning 17
CSG SIZE: 5-l/2" frac fluid Treated@ avg press of 1663psi

GRADE: J-55
wlavg rate of25 I BPM. ISIP 2055 psi Cale
flush: 4771 gal Actual flusie 2055 gal

WEIGHT: 15 5# 03/22//07 4314-4276' Frac GB6 & GB4 sands as follows:
LENGTH: 138 jts. (6098 92') 23837#20/40 sand in 276 bb1sLightning 17

DEFTHLANDED:6112.lTKB vref 5 P I 0 pC
HOLE SIZE: 7-7/8" flush: 4312 gal Actual flush: 4200 gal

CEMENT DATA: 300 exa Prem Lite II mixed& 450 sxs 50/50 POZ 01/03/2012 Pump Change Updated rod & Tubing detail.

01/30/2012 Patted rods Updated rod & tubing detail

3/9/12 Parted rods:Updated rod & tubing detail

TUBING
SIZE/ORADEIWT.: 2-7/8" / J-55 I 6.5#

NO. OF JOINTS: 182jis (5733.5')

TUBING ANCHOR: 5745 S' KB

NO. OF JOINTS: I jts (31 5')

SEATING NIPPLE: 2-7/8" (1 l')

SN LANDED AT: 5779 8' KB

NO. OF JOINTS: 2 jts (63.2')

TOTALSTRINGLENGTH: EOT@5845'KB 43( -4314'

47734787

SUCKER RODS
938..,44. PERFORATION RECORD

03/19/07 5781-5791' 4 JSPF 40 holes

POLISHED ROD: 1-1/2" x 22' SM polished rods 03/21/07 5218-523T 4 JSPF 76 holes

SUCKER RODS:1-2' & 1- 8' x 3/4" pony rods, 97-3/4"= 2425' guided rods,
]50-4957 03/21/07 4950495T 4 JSPF 28 holes

79-3/4" = 1975'sucker rods, 46-3/4"guided rods = 1150', 6-1 ½"= 150' weight 03/21/07 4938-4944' 4 JSPF 24 holes
rods 1 - I" x 4' Stabilizer Rod 03/22/07 4773-478T 4 JSPF 56 holes

PUMP SIZE: CDI 2-1/2" x 1-1/4" x 12' x 16' CDI Pump
- 5218-5237' 03/24/07 4308-4314' 4 JSPF 24 holes

STROKE LENGTH: 86"
03/22/07 4276-428 l' 4 JSPF 20 holes

PUMP SPEED, 5 SPM: Anchor @5745'
SN 5786'

5781-5791'

EOT @5845'

PBTD @6067'

NEWFIELD

SHOE@6112'

FEDERAL 6-9-9-16 | \ TD @6120'

1969'FNL & 1994' FWL

SE/NW Section 9-T9S-R16E

Duchesne Co, Utah

API #43-013-32957; Inase # UTU-79833
VC 01/16/2012
HC



SpudDate:03/04/07 FEDERAL 8-9-9-16
Put on Production: 05/11/07

GL: 5721' KB: 5733' Infection Wellbore
Diagram

SURFACE CASING FilAC,IOR

CSG SIZE: 8-5/8" Cement Top@ 42'
- 04/12/07 5922-5931' Frac CPS sands as foHows:

ORADE: 1-55 14948#20/40 sandin 271 bbis Lightning 17

WEIGHT: 24#
& fluid Treated @avg press of 1920psi
w/avg rate of 25.1 BPM ISIP 1840 psi Calc

LENGTH:7jis (313.01') / \ flush: 5920 gal Actual flush: 5376 gal
Casing Shoe @324' i y

DEFTH LANDED: 323 91' KB
• - 04/12/07 5248-5256' Frac A3 sands as follows:

HOLE SIZE:12-l/4"
40548#20/40 sand in 382 bbis Lightning 17
frac fluid Treated@ avg press of 1973psi

CEMENT DATA: 160 sxs Class "G" cmt, est 6 bbis cmt to surf. w/avg rate of25.1 BPM ISIP 2075 psi Calc
flush: 5246 gal Actual flush: 4742 gal.

04/12/07 5060-5072' Fnic B2 sandsas follows:
90627#20/40 send in 659 bhls Lightning 17
frac fluid Treated@ avg press of2804 psi
wlavg rateof25 4 BPM ISIP 3544 psi Calc
flush: 5058 gal Actual flush: 4553 gal.

PRODUCTION CASING 04/12/07 4772-4780' Frac D1 sands as follows:
CSG SIZE: 5-1/2" 124470#20/40 sand in 856 bbisLightning 17

GRADE: J-55 frac fluid. Treated@ avg press of2033 psi
w/avg rateof25 BPM ISIP 2150 pai. Calc

WEIGHT: 15.5# flush; 4770 gal Actual flush: 4242 gel

LENGTH: 139 jts (6116 90') 04//3/07 4496-4502' Frac PBIO sandsas follows:

DEPTH LANDED: 6130.15' KB
14785#20/40 sand in 235 bbis Lightning 17
frac fluid Treated@ avgpress of2026 psi

HOLE SIZE: 7-7/8" w/avg rate of 146 BPM. ISIP 2160 psi. Cale

CEMENT DATA: 300 sxs Prem Lite II mixed & 450 sxs 50/50 POZ
flush: 4494 gal Actual flush; 3990 gel

CEMENT TOP: 42'
04/13/07 4200-4207' Frac GB2 sands as follows:

32559#20/40 sand in 313 bbis Lightning 17
frac finid Treated@ avg press of2966 psi
w/avg rate of 25 l BPM ISIP 4000 psi Cale
flush: 4198 gal Actual flush: 3658 gal

TUBING
05/17/12 Convert to Iglection WeH

SIZE/ORADE/WT : 2-7/8"/ J-55 / 6 5#
05/22/12 version MIT Finalized - update tbg

NO OF JOINFS: 126jts (4144.4')

SEATINGNIPPLE:2-7/8"(1.10')

SNLANDEDAT:4l652'KB
- g Packer@416l'

EOT@ 416T
PACKER CE @4161 30'

-

TOTAL STRING LENGTH: EOT @4167 KB

-¯ 4200-420T

4496-4502'

4749-4759'

4772-4780, PERFORATION RECORD
04/04/07 5922-5931' 4 JSPF 36 holes
04/12/07 5248-5256' 4 JSPF 32 holes

5060-5072 04/12/07 5060-5072' 4 JSPF 48 holes
04/12/07 4772-4780' 4 JSPF 32 holes
04/12/07 4749-4759' 4 JSPF 40 holes

$248-5256'
04/13/07 4496-4502' 4 JSPF 24 holes
04/13/07 4200-420T 4 JSPF 28 holes

5922-5931'

NEWFIELD PBTD@6084'

SHOE @6130'

FEDERAL 8-9-9-16 Á \ TD@6125'

1773'FNL & 666' FEL

SE/NE Section 9-T95-R16E

Duchesne Co, Utah

API #43-013-32918: laase #UTU-65207
LCN



ATTACHMENTE-4
Federal llA-9-9-16

spudDate: 4-234)7 Initial Production: BOPD,
Put on Production: 6-1-07 Wellboæ Diagram MCFD, BWPD
GL: 5842' KB: 5854'

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 06-01-07 5968-5988' Frac CP5 sands as foRows:

GRADE: 1-55 860l8#20/40 send in 657 bbis Lightning 17
frac fluid Treated@ avg press of 1731psi

WEIGHT: 24# Cement top@ 156'
- - w/avg rate of24 8 BPM ISIP 2226 psi. Calc

LENGTH: 7 jis (309 65')
flush: 5966 gaLActual flush: 5460 gal

DEPTH LANDED: 321.5' KB Casing Shoe @322, 06-01-07 5405-5413' Frac LODC sandsas feHows:

HOLE SIZE:12-l/4" . _
15233#20/40 sand in 657 bbis Lightning 17
frac fluid. Treated@ avg press of2238 pst

CEMENT DATA: 160 sxs Class "O"cmt, est 4 bbis cmt to surg w/avg rate of24.8 BPM. ISIP 2359 psi. Calc
flush: $403 gal Actual flush: 4956 gal

06-01-07 5306-5318' Frac LODC sands as foHows:
25167#20/40 sand in 345 bbis Liglaning 17
frec fluid. Treated@ avg press of2598 psi
wlavg rate of24.7 BPM ISIP 3184 psi Calc
flush: 5304 gal Actual flush: 4830 gal.

PRODUCTION CASING 06-01-07 5211-5226' FracA3sandsasfoHows:

CSG SIZE: 5-1/2. 8l060#20/40 sand in 608 bbis Lightning 17
frac fluid. Treated@ avg press of 1601w/

GRADE: J-55 avg rateof24.7 BPM ISIP 1930psi. Calc

WEIGHT: 15 5#
nush:5209 gal. Actual flush: 4746 gal

LENGTH: 140jis.(6101 12') 06-01-07 4852-4884' Rac D3 sandsas follows:

DEFTH LANDED: 6117 53' KB
20066#20/40 sand in 293 bb1sLightning 17
frac fluid. Treated@ avg press of 1701w/

HOLE SIZE: 7-7/8" avgrate of24.8 BPM. ISIP 1800psi Calc

CEMENT DATA: 300 sus Prem Lite II mixed & 450 sxs 50/50 POZ
flush: 4948 gal Actual flush: 4368 gal

CEMENT TOP AT: 156' 06-01-07 4261-4272' Frac GB4 sands as follows:
55827#20/40 send in 453 bbis Lightning 17
frac fluid. Treated@ avg press of 1508w/
avg rate of24.8 BPM ISIP 1752psi. Calc

TUBING
flush: 4424 gal Actual flush: 4326 gal

SIZE/GRADE/WT : 2-7/8"/ J-55 9-30-08 Pump Change Updated rod &tubing details

NO OF JOINTS: 192jis (5901 99')

TUBING ANCHOR: 5913 99' KB

NO OF JOINTS: 1jts (31.43')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5948.22' KB

NO OF JOINTS: 2 jts (62.97')

TOTAL STRING LENGTH: EUT @6012.74' KB

SUCKER RODS
PERFORATION RECORD

05-21-07 5968-5988' 4JSPF 80holes

POLISHED ROD: 1-1/2" x 22" SM i i 1 4261-4272' 06-01-07 5405-5413' 4 JSPF 32 holes

SUCKER RODS: 1-8', 6', 4', x ¾" pony rods, 98- ¾" scrapered rods, 122- ¾" 06-01-07 5306-5318' 4 JSPF 48 holes

plainrods, 10- ¾" scrapered rods, 6- I ½" weight rods
__

_

06-01-07 5211-5226' 4 JSPF 60 holes
4852-4860'

PUMP SIZE:2-l/2" x 1-1/2" x 15 S' RHAC w/SM phmger - | 4878-4884, 06-01-07 4878-4884' 4 JSPF 24 holes

STROKE LENGTH: 86- 06-01-07 4852-4860' 4 JSPF 32 holes

PUMP SPEED, SPM: 5 SPM | 5211-5226'
06-01-07 4261-4272' 4 JSPF 44 holes

5306-5318'
5405-5413'

Anchor @5914'

5968-5988'

EOT@60l3'

NEWPIELD PBTD @609T

SHOE@6118'
Federal 11A-9-9-16 / \ rD@ 6125'
1984' PSL & 1980' FWL

NE/SW Section 9-T9S-RI6E

Duchesne Co, Utah

API # 43-Ol3-33050; Lease # UTU-79831

DF



ATTACHMENT66
Spud Date: 3/20/96 ÌVÍOnument Federal 11-9-9-16
Put on Production: 3/29/96 Initial Production: 113 BOPD,

GL: 5756' KB: 5766' (10' KB) Injection Wellbore 0 MCFD 18 BWPD
Diagram

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 4/01/96 4762'-4836' Frac sand as foHows:

GRADE: 1-55
Casing Shoe @298' 110,000# 16/30sand in 790 bbl 2% frac fluid.

ATP 3800 psi, ATR 35.5 bpm, ISIP 3500 psi.
WEIGHT: 24# Calc Flush: 4762 gal. Actual flush: 4704 gal

LENGTH: 7 JTS - 288' 4/04/96 4302'-4310' Frae sand as fonows:

DEPTH LANDED: 298' KB 50,090# 16/30 sand in 402 bbl 2% frac fluid.
ATP 3600 psi, ATR 31.6 bpm. ISIP 2450 psi

HOLE SIZE: 12-1/4" Calc. Flush; 4302 gal. Actual flush: 4242 gal

CEMENT DATA: 160 sx Class"G"cml 8/27/99 Pump change Update rod and tubing details

7/15/03 5210'-5216' Frac A1 sands as follows:
23,892#'s of20/40 sand in 215 bbis Viking 1-

CementTop@1530' -
,- 25fluid Treated@avgpressOf3370wlavg

rate of 14.7 bpm ISIP 2200 psi. Calc flush:

PRODUCTION CASING
1362gal. Actualflush: 1260gak

7/15/03 4718'-4728' Frae DS3 sands as follow:

CSO SIZE: 5-1/2" 25,000#'s of20/40 sand in 200 bbis Viking 1-

GRADE: J-SS
25 fluid Treated@ avg press of3880psi
wlavg rate of 14 7 bpm. ISIP 3960 psi Cale

WEIGHT: 15.5# flush: 1233gal. Actualflush: Il34gal

LENGTH: 134jts. (5856.70')
04/27/05 Pump change. Update rod and tubing detail

SET AT: 5866.7' KB
10/12/2010 Parted reds. Updated rod and tubing detail

HOLE SIZE: 7-7/8" 4/29/11 Convert to Injection wel

CEMENT DATA: 265 sxs Super "G", 348 exs 50/50 poz 5/4/11 Conversion MIT Finalized

CEMENT TOP AT: 1530' KB

TUBING
SIZE/GRADE/WT: 2-7/8"/ J-55 / 6.5#

NO. OF JOINTS: 133 jts (4252')

SEATING NIPPLE: 1.10'

SN LANDED AT: 4262' KB

CE @4266.36'

TOTAL STRING LENGTH: EØT @4270' KB

Packer@4266'
. EOT @4270'

4302'-4310'

4718'-4728'

4762'-4781'

4827'-4836'

PERFORATION RECORD

5210'-5216' 4302'-4310' 4 JSPF 32 holes
4718'-4728' 4 JSPF 40 holes
4762'-4781' 8holes
4827'-4836' 6 holes

TOP OF FILL @SSIS' 5210'-5216' 4 JSPF 24 holes

NEWFIELD
PBTD@5822'

SHOE @5867'

Monument Federal 11-9-9-16 TD @5900'

674FNL & 668 FWL

NWNW Section 9-T9S-R16E

Duchesne Co, Utah

API #43-013-31618; laase #UTU 020254
LCN O5



ATTACHMENT84
South Wells Draw S-4-9-16

Spud Date: 02/02/2010
Put on Production: 03/09/2010 Wellbom Diagmm

GL: 5740' KB: 5752' FRAC JOB

Cement Top @30' 3-9-10 6144-6170' Frac CP5 sands as follows: Frac with
24805#20/40 send in 145bble Lightning

SURFACECASING 178uM

CSG SIZE: 8-5/8" 3-9-10 5424-5428' Fkac A3 sands as follows: Frac with

GRADE: J-55
9118#20/40 sand in 59 bbis Lightning 17

WEIGHT: 24# 3-9-10 5262-5269' Frac B2 sands as foHews: Frac with

LENGTH: 7 jts. (306.89)
19253#20/40 sand in I 15bbis Lightning
17 fluid.

DEFTH LANDED: 318.74' 3-9-10 5115-5118' Fnse C sandsas fonows: Frac with

HOLE SIZE: 12-1/4- 8973#20/40 send in 59 bbis Lightning 17
fluid

CEMENT DATA: 160 sxs Class "G" cmt
"

i 3-9-10 4887-4965' Frac DS3 & D1 sandsas foHows:
Frac with 19810#20/40 send in IJ7 bb1s
Lightning 17 fluid.

3-9-10 4451-4472' Frac GB6 sands as foHows: Frac with
PRODUCTION CASING 50000#20/40 send in 218 bbis Lightning

CSG SIZE: 5-1/2. 17 fluid

GRADE:1-55

WEIGHT: 15 5#

LENGTH: 149jis (6359 93')

HOLE SIZE: 7-7/8"

DEFTH LANDED: 6373.18'

CEMENT DATA: 300 sxs Prem. Lite II mixed & 422 sxs 50/50 POZ

CEMENT TOP AT: 30'

TUBING
SIZEIGRADE/WT.: 2-7/8" / J-SS / 6.5#

NO OF JOINTS: 195jts (6122 2')

TUBING ANCHOR: 6134 2'

NO OF JOINTS: l jts (31 5') 4887-1889'

SEATING NIPPLE: 2-7/8" (1.l')

SN LANDED AT: 6168.6' KB
4960-4965'

NO OF JOINTS: 2 jts (62.9')

TOTALSTRINGLENGTH: EOT@6233' 5Li5-SilS'

5262-5269'

SUCKER RODS

POLISHED ROD: 1-l/2" x 30'

SUCKER RODS: 1 - 4' x 7/8", 1 -6' x 7/8", l -8' x 7/8"
pony rods; 241 - 7/8" 8 per guided rods; 4 - 1 ½" weight bars

5424-5428'

PUMP SIZE:2 ½ x I ¾ x 20' x 24' RHAC

STROKE LENGTH: 144
PERFORATION RECORD

PUMP SPEED: SPM 5
6166-6170' 3 JSPF 12holes
6152-6154' 3 JSPF 6 holes

Anchor @6134' 6144-6146' 3 ]SPF 6 holes
6144-6146, 5424-5428' 3 JSPF 12holes

5262-5269' 3 JSPF 2 I holes
6152-6154' 5115-5118' 3 JSPF 9 holes
6166-6170' 4960-4965' 3 JSPF 15holes

SN @6169' 4887-4889' 3 JSPF 6 holes
BOT @6233' 4462-4472' 3 JSPF 30 holes

4451-4452' 3 JSPF 3 holes

NEWFIELD
PBTD @6349'

/ TD@6383'

South Wells Draw 8-4-9-16
736' FSL & 723' FEL (SE/SE)

Section 4, T9S, Rl6E
Duchesne Co, Utah

API # 43-013-50060; Lease # UTU-77338
LCN



ATTACHMENTf 7
SWD Federal #R-4-9-16

Spud Date: 6-4-08
Put on Production: 8-15-08

GL:5603' KB:5615'
Wellbore Diagram

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 7-21-08 6054-6062' Frac CP5 sdsas foHows:

ORADE: K-55 Coment top@46' Frac w/23,841#'s of20/40send in 382 bbis
of Lightning 17 fluid Treat at an ave

WEIGHT: 24# pressure of 2307 psi w/ ave rate of 23 2.

LENGTH: 7 jts (318 08')
ISIP 2024 psi

DEPTH LANDED: 328.08• 7-21-08 5962-5970' Frac CP4 sdsas foRows:
Frac w/25,330#'s of20/40 sand in 374 bbis

HOLE SIZE: 12-1/4" of Lightning 17 8uid Treat wl ave pressure

CEMENT DATA: To surface with 160 su Class "G" cmt of 2407 psi w/ ave rateof22 9. ISIP 2269

7-21-08 5350-5366' 14xc LODC sdsas folows:
Frac w/65,317#'s of20/40 sand in 558 bbis
of Lightning 17fluid. Treated w/ ave
pressure of 2 133psi wl ave rate of22.8
BPM ISIP 2848 psi.

7-21-08 5268-5276' Frac Al sds as follows:
Frac w/24,872#'s of20/40 sand in 359 bbls

PRODUCTION CASING ofLightning 17fluid Treatedw/ave

CSG SIZE: 5-1/2. pressure of 2382 psi wl ave rate of 23 0
BPM. ISIP 2247 psi

GRADE: K-55 7-21-08 5028-5042' Rae B.5 & BI sds as follows:
WEIGHT: 17# Frac 50,070#'s of20/40 sand in 455 bbis of

LENGTH: 136jis 6220.27, Lightning 17 iluid Treated w/ ave pressure
of 2137 psi w/ ave rate of 22.7 BPM ISIP

HOLE SIZE: 7-7/8" 2194 psi

CEMENT DATA: 300 sxPremlite II and 450 sx 50/50 Poz 7-21-08 4818-4830' Frac D1 & D2 sds as follows:
Frac 130,336#'sof20/40 sand in 911 bbis of

CEMENT TOP AT: 46' Lightning 17 fluid Treatedwl ave pressure
of2239 psi w/ ave rateof22.9 BPM ISIP
2435 psi

7-21-08 4266-4276' Frac GB2 sds as follows:
Frac 24,830#'s of20/40 send in 911 bbis of
Lightning 17 fluid. Treated w/ ave pressure

TUBING of2239psiwlavorateof22.9BPM ISIP

SIZE/GRADE/WP: 2-7/8", 1-55,6.5# 4266-4276, 2435 psi

NO. OF JOINTS: 194 jts (5961.58')

TUBING ANCHOR: 5973 58' KB 4818-4830'

NO OF JOINTS: I jt (31 46')

SEATINGNIPPLE: 2-7/8"(1 10') 4868-4882'

SN LANDED AT: 6007.74'

NO. OF JOINTS: 2 jts (62.88') : 5028-5042'
TOTAL STRING LENGTH: EOT @6072 17'

-
5078-5086'

SUCKER RODS 52 8-52W

POLISHEDROD: l-l/2"x26• PERFORATION RECORD

SUCKER RODS: 2-2' x 7/8" pony rods, 238- 7/8" scrapered rods,4-1 ½" weight
5350'-5366'

4266-4276' 4 JSPF 40 holes
tok 5376-5386. 4818-4830' 4 JSPF 48 holes

PUMP SIZE: CDI 2 ½"xl ¾" x 21' RHAC pump w/sm plunger 4868-4882' 4 JSPF 56 holes
5028-5042' 4 JSPF 64 holes

STROKE LENGTH: 122" 5754-5766' 5078-5086' 4 JSPF 32 holes

PUMP SPEED, SPM: 4 SPM 5268-5276' 4 JSPF 32 holes
5962-5970. 5350-5366' 4 JSPF 64 holes

5376-5386' 4 JSPF 40 holes
Anchor @5974 5754-5766' 4 JSPF 48 holes

5962-5970' 4 JSPF 32 holes
6054-6062· 6054-6062' 4 JSPF 32 holes

SN @6008'
EOT @6072'

NEWFIELD
PBTD@6186'

SWD Federal #R-4-9-16 TD @6236'

2053' FSL & 2051' FEL
NW/SE Section 4-T9S-Rl6E

Duchesne Co, Utah
API #43-013-33763; Imse #UTU-77338

TL



S WELLS DRW W-4-9-16
SpudDate:-3-4-10
Put on Production: 4-7-10 WellboreDiagram

GL: 5116 ' KB: 5128 ' FRACJOB

TOC @40 ' - - 4-6-10 6043-6175' Frae CPS &BS1sands as follows:
Frac with 24346# 20/40 sandin 219bbis
Lighnmg 17

4-6-10 6546-6674' Frac CPS &CPI sands as foHows:
SURFACECASING Fracwithl4092#20/40sandin130bbis

CSGSIZE 8-5/8., Lightning 17 fluid
4-6-10 5466-5500' Frac LOCD sands as follows:

GRADE: J-55 Frac with 60790# 20/40 sand m 382 bb1s
WEIGHT 24# Lightning 17 fluid

LENGTH 7 Jts (311 42')
4-6-10 5049-5121' Frac C, B.5 & BI sands as follows:

Frac with 99748# 20/40 sandin 619bbis
DEPTHLANDED: 322 42' Lightning 17

HOLE SIZE 12-1/4" 4-6-10 4889-496T Frac D1&D2 sands as follows:

CEMENT DATA 160 sxs Class "G" cmt, circ 5 bbis to surf
Frac with 50255# 20/40 sand in 320bbis
Lightnmg 17 fluid

4-6-10 43814407' Frae GB6sands as follows: Frac with
PRODUCTIONCASING 31761#20/40 sand in 223bbis

CSGSIZE: 5-U2., 4381-4382' Lightning 17 fluid
4386-4389'

GRADE J-55 4400-4407'
WEIGHT 15 5#

LENGTH 144 Jts (6278 3') Includes Shoe Jt (43 88')

HOLE SIZE: 7-7/8"

DEPTH LANDED 6292 55'

CEMENT DATA: 276 sxs Premhte II & 450 sxs 50/50 POZ

CEMENT TOP 40' per CBL 3/22/10 4889-4893

TUBING(KS 4/7/10)
4055-495T

SIZE/GRADE/WT 2-7/8" / J-55 / 6 5# .
4964 49t17

NO OFJOINTS 187 Jts (5876 1')

TUBING ANCHOR 5888 l' < 5049-5051'

NO OF JOINTS l yts (31 4') 5084-5086'

SEATINGNIPPLE 2-7/8"(1 10') 5094-5098'

SN LANDED AT 5922 3' - 5119-5121'

NO OF JOINTS I Jts (31 5')
-

5140-5144'
PERFORATIONRECORD

GAS ANCHOR 2-7/8" (5 2')

NIPPLE 2-7/8" (02')
6170-6175' 3 JSPF 15holes

NO OF JOINTS 3 Jts (94 3') - 6050-6052' 3 JSPF 6 holes
$466-54XI 6043-6047' 3 JSPF 12 holes

BULL PLUG 2-7/8" (08') -r¯.. 3484-5487 5781-5785' 3 JSPF 12 holes
TOTAL STRING LENGTH EOT @6055' i 5498-55110 5756-5758' 3 JSPF 6 holes

5498-5500' 3 JSPF 6 holes
SUCKERRODS (KS 4/7/10) 5484-5487' 3 JSPF 9 holes

POLISHED ROD 1-1/2" x 30' Pohshed Rod
5466-5470' 3 JSPF 12 holes

SUCKER RODS: 2', 4' x7/8 Pony Rods, 232 x 7/8" 8per Guided Rods, -

5140-5144' 3 JSPF 12 holes

4 x 1-½" Smker Bars
5756-5758 5119-5121' 3 JSPF 6 holes

PUMP SIZE 2-½ x 1-3/4 x 20' x 24' RHAC
5781-5785' 5094-5098' 3 JSPF 12holes

STROKE LENGTH146
5084-5086' 3 JSPF 6 holes

PUMP SPEED, SPM 4 E Anchor @5888
5049-5051' 3 JSPF 6 holes
4964-4967' 3 JSPF 9 holes

PUMPINGUNIT DARCO C-640-365-168a 4955-4957' 3 JSPF 6holes

SN @5922' 4889-4893' 3 JSPF 12 holes
6043-6047• 4400-4407' 3 ISPF 21 holes
6050-6052• 4386-4389' 3 JSPF 9holes

EOT @6055' 4381-4382' 3 JSPF 3holes
6170-6175'

NEWFIELD
PBTD @6247'

S Wells Drw W-4-9-16 TD @6305'

SL 733'FSL & 1904' FEL (SW/SE)
Section 4, T9S, R16E
Duchesne Co, Utah

API # 43-013-34097;Uase
KS 7/25/12
Updated CS



ATTACHMENTER
South Wells Draw X-4-9-16

Spud Date: 4/2/2009
Put on Production:6/1/2009

GL: 5715' KB: 5727'
Wellboæ Diagmm

FRAC JOB

6-10-09 5883-5948' Frac CP3 & CP4 sandsas follows:

SURFACE CASING Cement top@ 28, Fracwith29,550#of20/40sandin
249 bble of Lightning 17 fluid

CSG SIZE: 8-5/8"
6-10-09 5774-5792' Frac CP2 sandsas foHows:

GRADE: 1-55 Frac with 65,l52#20/40 send in 395
WEIGHT: 24# bbls of Lightning 17 fluid

LENGTH: 8 jts (313') 6·10-09 5454-5462' Frac LODC sands as foHows:
DEPTH LANDED: 325' KB Frac with 30,549#20/40 sand in 244

HOLE SIZE: 12-1/4. bbis of Lightning 17 fluid.

CEMENT DATA: 160 ex class 'G' cmt 6-10-09 4860-4929' Frac DI & D2 sands as foHows:
Frac with 55,l72#20/40 send in 341
bbis of Lightning 17fluid.

6-10-09 4326-4411' Frac GB2 & GB4 sandsas
PRODUCTION CASING foHows: Fracwith55,292#20/40

CSG SIZE: 5-l/2. sand in 346 bbis of Lightning 17
fluid

GRADE: J-55

WEIGHT: 15 5#

LENGTH: 169jts (6172')

HOLE SIZE: 7-7/8"

DEFTH LANDED: 6222 70'

CEMENT DATA: 280 ex Prem Lite and 400 sx 50/50 poz | 4326-4330'
CEMENT TOP AT: 28'

4335-4342'

TUBING
SIZE/GRADE/WT : 2-7/8" / J-55 I 6.5#

4383-4386'

NO OF JOINTS: 190jts (5889')

TUBING ANCHOR: 5901' KB 44tlb-44 I I
NO OF JOINTS: I jt (30 9')
SEATINGNIPPLE:2-7/8"(1.l')

SN LANDED AT: 5935' KB
4860-4872'

NO OF JOINTS: 2 jts (62 4')
TOTAL STRING LENGTH: EOT @5999' 4920-4929'

5454-5462'

PERFORATION RECORD
SUCKER RODS

5774-5792' 5942-5948' 4 JSPF 24 holes
POLISHED ROD: l ½" x 26' 5883-5894' 4 JSPF 44 holes
SUCKER RODS: 1 - 2' x 7/8": 1 - 4' x 7/8"; I - 8'a 7/8" pony rods, 232 - 7/8" 5774-5792' 4 JSPF 72 holes
guided rods (8 per),4-1 ½" weight bars 5883.5894' 5454-5462' 4 JSPF 32 holes
PUMP SIZE: 2 ½" x I ¾" x 20' RHAC rod pump 4920-4929' 4 JSPF 36 holes

STROKE LENGTH: 144" 4860-4872' 4 JSPF 48 holes

PUMP SPEED, SPM: 5 Anchor @5901, 4406-441l' 4 JSPF 20 holes
4383-4386' 4 JSPF 12holes
4335-4342" 4 JSPF 28 holes
4326-4330' 4 JSPF 16holes

SN @5935'

5942-5948'

EOT @S999

NE WFIELD

South Wells Draw X-4-9-16
TD @6260'

730' FSL & 2044' FWL SF/SW

Section 4-'ISS-R16E

Duchesne Co, Utah

API # 43-013-33880: Izase # UTU- 64379 LCN



ATTACHMENT[-/0
South Wells Draw 14A-4-9-16

Spud Date: 1/17/2000 Initial Production: 75 BOPD,
Put on Production: 7/13/2000 90 MCFD, 4 BWPD
GL: 5711' KB: 5721· Injection Wellbore

Diagram
SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 2/15/00 5679'-5723' Frac CP sand as follows:
83,359#20/40 send in 487 bbis Viking I-

GRADE: J-55
25 fluict Perfs broke down @3656 psi

WEIGHT: 24# Treated @avg press of 1700psi wlavg
rateof30 BPM ISIP 2520 psi, 5 min

LENGTH: 7 jts (305 07') Cement Top@: 816' 2392 psi.
DEPTH LANDED: 316' - -

2/15/00 5228'-5404' Frac AILDC sand as foHows:
HOLE SIZE:l2-l/4" 101,132#20/40 sand in 578 bbis

CEMENT DATA: 141 sxs Class "G" cmt, est 5 bbis cmt to surf
-25 flœ Perfs lxoke do @

psi w/avg rate of34 BPM Had several
small breaks & a large pressure break
when bringing pumps up to rate With
approx 40 bbis left to flush, pressure was

- - near maximum. Rate was decreased 25
BPM, then pressure dopped off approx
2000 psi & a fun Bush was achieved

PRODUCTION CASING ISIP2380psi,5min2170psi
CSG SIZE: 5-1/2" 2/15/00 4833'-4934' Frac CID sand as foHows:
GRADE: J-55 & N-80 64,257#20/40 sand in 332 bbis Viking I-

WEIGHT: 15 5# & 17 0#
25 fluid Perfs broke down @2620 psi
Treated@ avg press of2000 pst wlavg

LENGTH: 144 jts (5861 96') rateof34 BPM With 7#sand onperfs,

,
pressure increased rapidly Rate was

DEPTH LANDED: 5859.76 increased & sand cut @blender @8-1/2#

HOLE SIZE: 7-7/8" but maximum pressure was reached

CEMENT DATA: 280 sk Prem. Lite II mixed & 400 sxs50/50 POZ du t mx , #sand
CEMENT TOP AT: 816' in perfs and 25,000#sand left in cag

03-25-10 Convert to Injection weH

3-31-10 MIT completed - tbg detaH updated

TUBING
SIZEIGRADE/WT.: 2-7/8"/ J-55 / 6.5#

NO. OF JOINTS: 153jts (475T)

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 4767'

CE @4771.38'

TOTAL STRING LENGTH: EOT@ 4776' w/ 10' KB

Packer @4771'

EOT @4776'
PERFORATION RECORD

.
4833'-37' 2/15/00 5710'-5723' 4 JSPF 52 holes
4839'42' 2/15/00 5679'-5686' 4 JSPF 28 holes
4848'-56' 2/15/00 5393'-5404' 4]SPF 44holes
4924'-30' 2/15/00 5344'-5350' 4]SPF 24holes
4932'-34 2/15/00 5238'-5240' 4 JSPF 8 holes

2/15/00 5228'-5230' 4 JSPF 8 holes
5228'-30• 2/15/00 5232'-5234' 4 JSPF 8 holes
5232'-34• 2/16/00 4932'4934' 4 JSPF 8 holes
5238'-40• 2/16/00 4924'-4930' 4 JSPF 24 holes

2/16/00 4848'4856' 4 JSPF 32holes
5344'-50. 2/16/00 4833'4837' 4 JSPF 16holes
$393'-5404. 2/16/00 4839'4842' 4 JSPF l2 holes

PBTD @5837'
NEWFIELD TD@ 5879'

South Wells Draw 14A-4-9-16
731' FSL & 2030' FWL

SE/SW Section 4-T9S-Rl6E
Duchesne Co, Utah

API #43-013-32107; Imse #UTU-79832



ATTACHMENTË~//
Spud Date: l/25/2000

South Wells Draw #15-4-9-16
Put on Injection: 7/30/02

GL: 5725' KB: 5735' Injection Wellbore
Diagram

SURFACE CASING ACID JOBS

CSG SIZE: 8-5/8" 7 30 02 5704'-5712' Acidize CP 0.5 sand as follows:

GRADE: 1-55 Used I 10gal 15% HCl w/ 4200 psi @.8 BPM.

WEIGHT: 24#
7/30/02 5289'-5296' Acidize A 3 sand as foHows:

Used 110 gal 15% HCl w/ 1500psi @1 1 BPM
LENGTH:7 jis (319.75') 7/30/02 5088'-5098' Acidize B 1 sand as follows:
DElvfH LANDED: 317.35' Used110 gel 15% HCI w/ 2500 psi @1 1 BPM

HOLE SIZE:12-l/4" y 30 02 4966'4972' Acidize C sand as foDews:

CEMENT DATA: 141 sxs Class "O" emt Used 110gal 15% HCl w/ 3000 psi @.9
BPM.

7 30 02 4821'-4826' AcidizeD 1 sand as foDows:
Used 110 gal 15% HCl w/ 2300 psi @.9 BPM.

PRODUCTION CASING
CSO SIZE: 4-1/2"

GRADE: J-55

WEIGHT: 11.6#

LENGTH: 132jis.(5921.85')

DEFTH LANDED: 5919 45'

HOLE SIZE: 7-7/8"

CEMENT DATA: 350 sk Pmn. Lite II mixed & 550 exs 50/50 POZ

CEMENT TOP AT: Smface per CBL

TUBING

SIZEIGRADE/WF : 2-3/8" / 1-55 / 4.7#

NO OF JOINTS: 148jts (4747 79')
SEATING NlPPLE: 2-3/8" (l.10')

SN LANDED AT: 4757.79' KB

PACKER: 1jts (4761 84')

TUTAL STRING LENGTH: EOT @4765 49' KB

Packer @4761'
PERFORATION RECORD

7/29/02 5704'-5712' 4 JSPF 32 holes
7/29/02 5289'-5296' 4 JSPF 28 holes

4821'-4826' Dl 7/29/02 5088'-5098' 4 JSPF 40 holes
7/29/02 4966'-4972' 4 JSPF 24 holes

4966'-4972' C 7/29/02 4821'-4826' 4 JSPF 20 holes

5289'-5296' A3

5704'-5712' CP .5

SN @4757
Efr@4765'

NEWFIELD PBTD @5880'
TD@5925'

South Wells Draw #15-4-9-16
709FSL & 1877 FEL
SWSE Section 4-T9S-Rl6E
Duchesne Co, Utah
API #43-013-32108; Imse #UTU-77338

BDH



ATTACHMENTË·l&
Spud Date: 12/1/2008 S. Wells Draw B-9-9-16
Put on Production: 1/13/2009

GL: 5789' KB: 5801' Wellbore Diagram

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 2/6/09 5470-5484' Frac A3 sds as follows:

GRADE: J-55 Cement top@ 84' 55,483#20/40 sand in 505 bbis of Lightning 17 fluid Treated w/ ave' ' pressure of2100 psi @ave rateof23 BPM Pumped 504 gals of 15% HCL
WEIGHT: 24# in flush for Stage #2 ISIP 2149 psi. Actual flush: 4964 gals

LENGTH: 7 jts (317.97) 2/6/09 5270-5278' Frac B1 sds as follows:

DEPTH LANDED: 329.82' KB 40,404# 20/40 sand in 4l6 bbis of Lightning 17 fluid. Treated w/ ave
pressure of2170 psi @ave rate of23 BPM. Pumped 504 gals of 15% HCL

HOLE SIZE: 12-1/4" in flush for Stage #3. ISIP 2107 psi Actual flush: 4763 gals

CEMENT DATA: 1- 160, sxs Class "G" cmt,est 5 bbis cmt to surf 2/7/09 5126-5138' Frac C sds as follows:
54,911#20/40 sand in 494 bb1sof Lightning 17 fluid Treated wi ave
pressure of 1997psi @ave rate of23 BPM. Pumped 504 gals of 15% HCL
in flush for Stage #4 ISIP 2109 psi Actual flush: 4620 gals

2/7109 4924-4933' Frac DS3 sds as follows:
39,518# 20/40 sand in 404 bbis of Lightning 17 fluid. Treated w/ ave
pressure of2423 psi @ave rate of22 9 BPM Pumped 504 gals of 15%

PRODUCTION CASING
HCL in flush for Stage#5. ISIP 2667 psi Actual flush; 4418 gals.

2/7/09 4482-4518' Frac GB6 sds as foHows:
CSG SIZE: 5-l/2" 47,623#20/40 sand in 450 bbis of Lightning 17 fluid. Treated wi ave
GRADE: J-55 pressure of 1826 psi @ave rateof23 BPM. ISlP 2667 psi Actual flush:

WEIGHT: 15 5#
4482 gals.

LENGTH: 163jts (6425 05')

DEFTH LANDED: 6437 66'

HOLE SIZE: 7-7/8"

CEMENT DATA: 300 sxpremlite and 400 sx 50/50 poz

CEMENT TOP AT: 84'

TUBING
SIZEIGRADE/WT:2-7/8"/J-55

NO. OF JOINTS: 174 jts (5434 52')

TUBING ANCHOR: 5446.52' KB

NO. OF JOINTS: 2 jts (62.38')

SEATING NIPPLE: 2-7/8" (1.10')

SNLANDEDAT:55ll.70'KB

NO. OF JOINTS: 2 jts (60 23')

TOTAL STRING LENGTH: EOT @5573 48'

4482-4489'

SUCKER RODS
2 - 4493-4499' PERFORATION RECORD

POLISHED ROD: 1 ½" x 26' polished rod
4512-4518, 12/30/08 4482-4489' 4 JSPF 28 holes

12/30/08 4493-4499' 4 JSPF 24 holes

SUCKER RODS: 2-8' & I-4' x 7/8" pony rods, 215- 7/8" pony rods, 215- 7/8" _ 12/30/08 4512-4518' 4 JSPF 24 holes

guided rods (8 per), 4-1 ½" weight rods 4924-4933' 12/30/08 4924-4933' 4 JSPF 36holes

PUMP SIZE:2 ½" xl ¾" x 20' x 24' CDI RHAC rodpurnp 12/30/08 5126-5138' 4 JSPF 48 holes

STROKE LENGTH: 122"
5126-5138. 12/30/08 5270-5278' 4 JSPF 32 holes

PUMP SPEED, SPM: 4
5270-5278'

Anchor @544T

SN@5512'

EOT@5573'

NEWFIELD
PBTD@6396'

SHOE @6438'

S. Wells Draw B-9-9-16 i i TD @6442'
973' FNL & 1946' FEL

NWINE Section 9-T9S-Rl6E

Duchesne Co, Utah

API # 43-013-34040 ; Izase # UTU-65207 TW



ATTACHMENT/3
South Wells Draw Federal 1-9-9-16

Spud Date: 2-23-07
Put on Production: 4-12-07 Injection Wellbore
GL: 5700' KB: 5712. Diagram

SUAFACECASING FRACJOB

CSG SIZE: 8-5/8" 04-04-07 5661-5715' Frac CP2, CPI sandsas follows:

GRADE: 1-55
19982#20/40 send in 306 bbis Lightning 17
frac fluid Treated@ avg press of2038 psi

WEIGHT: 24# w/avg rate of 25 I BPM ISIP 1763 psi. Calc

LENGTH: 7 jts (311.57)
Casing Shoe @323' flush: 5659 gal Actual Ilush: 5166 gal

DEPTH LANDED: 323.42' KB
04-04-07 5358-5364' Frac LODC sands as foDows:

HOLE SIZE:12-l/4,,
40041#20/40 sand in 390 bbis Lightning 17

Cement top@ 742. frac iluid Treated@ avg press of2962 psi

CEMENT DATA: 160 sxs Class "G" cmt, est 5 bbis cmt to surf. .
.

wlavg rateof25 l BPM ISIP 3458 psi Calc
flush: 5356 gal Actual flush: 4914 gal.

04-04-07 5246-5260' Frac A3 sands as foHows:
84929#20/40 send in 638 bbis Lightning 17
frac Huid Treated@ avg press of 1883psi
w/avg rate of25 l BPM ISIP 226 I psi Calc
Gush:5244 gal Actual flush: 4788 gal

PRODUCTION CASING 04-04-07 5070-5084' FracB2sandsasfoDows:

CSG SIZE: 5-l/2., 85291#20/40 sand in 63l bbis Lightning 17
frac fluid Treated@ avg press of 1999w/

GRADE: J-55 avg rateof25.1 BPM ISIP2100 psi Calc

WEIGHT: 15 5#
flush: 5068 gal. Actual Bush:4620 gal

LENGTH: 140jts (6127 43') 04-04-07 4933-4938' Frac C sandsas foHows:

DEPTH LANDED: 6140 68' KB
15154#20/40 send in 254 bbis Lightning 17
frac Huid Treated@ avg press of2940 w/

HOLE SIZE: 7-7/8" avg rateof25.8 BPM ISIP 3027 psi. Calc

CEMENT DATA: 300 sxs Prem Lite II mixed & 450 sus 50/50 POZ
flush: 4931 gal. Actual flush: 2354 gal.

CEMENT TOP AT: 742° 04-04-07 4768-4816' Frac D2, & D1 sandsas foHows:
89209#20/40 sand in 653 bbis Lightning 17
frac Suid Treated@ avg press of 1980wi
avg rate of24.6BPM ISIP 2207 psi. Calc

TUBING
flush: 4766 gal Actual Aush:4662 gal

SIZE/GRADE/WT : 2-7/8"/ J-55 / 6 5# 5/7/09 Tubing Leak. Updated r & t details.

NO OF JOINFS: 143jts (4690 7') 9/15/09 Pump Change.Updatedmd & tubing details

SEATING NIPPLE: 2-7/8" (1.10') 10/04/10 Convert to Injection weH

SN LANDED AT: 4702.7' KB
10/07/10 MIT Completed- tbg detail updated

CE @4707 08'

TOTAL STRING LENGTH: EOT@ 4711' wi 12' KB

. X E Packer @4707'
EOTg 4711'

4768-4779'

4811-4816. PERFORATION RECORD

03-3M7 5710-5715' 4 ]SPF 20 holes4933-4938'
03-30-07 5661-5666' 4]SPF 20holes

5070-5084' 04-04-07 5358-5364' 4 JSPF 24 holes
04-04-07 5246-5260' 4 JSPF 56 holes

5246-5260' 04-04-07 5070-5084' 4 JSPF 56 holes
04-04-07 4933-4938' 4 JSPF 20 holes

5358-5364' 04-04-07 4811-4816' 4]SPF 20holes
04-04-07 4768-4779' 4 JSPF 44 holes

5661-5666'

5710-5715'

NE WFIELD PBTD @6095'

SHOE @6141'
South Wells Draw Federal 1-9-9-16 / \ TD@6150'

654' FNL & 659' FEL

NE/NE Section 9-19S-Rl6E

Duchesne Co, Utah

API # 43-013-32915; Isase # UTU-65207

LCN



ATTACHMENTE-6
Spud Date: 5-03-2007 S Wells Draw Federal 7-9-9-16
Put on Production: 6-19-2007 Initial Production: BOPD,

GL: 5795' KB: 5807, Injection Wellbore MCFD, BWPD
Diagram

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 06-13-07 5353-5359' Frac LODC sandsas foHows:

GRADE: 1-55 Cement top@ 54' = 14566#20/40 sand in 263 bbis Lightning 17
frac Huid Treated@ avg press of3118 psi

WEIGHT:24# wlavgrateof24.8BPM ISIP2413 psi Calc

LENGTH: 7 jts (302 36')
flush: 5351 gal Actual flush: 4889 gal

/ 06-13-07 5264-5278' Frac A3 sandsas foDows:
DEPTH LANDED: 314.21' KB Casing Shoe @314' i 84918#20/40 sand in 633 bbis Lightning 17

HOLE SIZE:12-l/4" - · frac fluid Treated@ avg press of 1760psi

CEMENT DATA: 160sxs Class "G" cmt, est 6 bbis cmt to surf.
v g rat6e2gf24A MMISh:42714260psi Calc

06-13-07 4808-4817' Frac Dl sandsas follows:
74920#20/40 sand in 573 bbis Lightning 17
frac fluid Treated@ avg press of 1905psi
wlavg rateof24 8 BPM ISIP 2140 psi Calc
flush: 4806 gal Actual flush: 4284 gal

06-13-07 4312-4324' Frae GB4 sands as foHows:

PRODUCTION CASING
48210#20/40 sand in 406 bbis Lightning 17

CSG SIZE: 5-l/2.
frac fluid. Treated@ avg press of 1692w/
avg rateof24.8 BPM. ISlP 1918 psi. Calc

GRADE: 1-55 flush: 4310 gal Actual flush: 4246 gal.

WEIGHT: 15 5#
01-18-11 4974-4980' Frac C sands as follows: 8765#20/40 sand

in 56 bbis Lightning 17 frac fluid

LENGTH: 139 jts (6115 32') 01-19-11 Convert to Injection weH

DEFTH LANDED: 6128 57' KB 01-31-11 Converslon MIT - update tbg detail

HOLE SIZE: 7-7/8"

CEMENT DATA: 300 sxs Prem Lite II mixed & 450 sxs 50/50 POZ

CEMENT TOP AT: 54'

TUBING
SIZEIGRADE/WP : 2-7/8" / J-55 / 6 5#

NO OF JOINTS: 139jts (4270 2')

SEATING NIPPLE: 2-7/8" (I.10')

SN LANDED AT: 4282.2' KB

CE @4286 52'

TOTAL STRING LENGTH: EOT @4291' KB

PERFORATION RECORD

Packer @4286• 06-07-07 5353-5359' 4 JSPF 24 holes

- EOT@ 4291· 06-13-07 5264-5278' 4 JSPF 56 holes
06-13-07 4808-481T 4 JSPF 36 holes

4312-4324' 06-13-07 5464-5470' 4]SPF 48holes
01-18-1 I 4974-4980' 3 JSPF 18holes

4808-4817'

4974-4980'

5264-5278'

NEWFIELD PBTD@ 6087

SHOE @6129'
S Wells Draw Federal 7-9-9-16 ¿ \ TD @6150'

1919' FNL & 2177 FEL

SW/NE Section 9-T9S-RI6E

Duchesne Co, Utah

API # 43-013-32917: laase # UTU-65207



ATTACHMENTg 6
Spud Date: 5/20/98

Put on Production: 7/15/98 South Wells Draw #9-9-9-16
GL: 5736' KB: 5748' Initial Production: 80 BOPD.

Injection Wellboæ Diagram 60 MCFPD, 20 BWPD

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 7/2/98 5145'-5186' Frac A-3 sand as follows:

GRADE: J-55 101,290#20/40 sand in 455 bb1sViking
I-25 fluid Perfs brokedown @2902 psi.

WEIGHT;24# Casing shoe @>I I L ...

Treated @avg press of 3000 psi wlavg

LENGTH: 7 jts (310')
rate of 30 bpm Due to rapidly increasing

DEFTH LANDED: 31l'(GL)
m,

HOLE SIZE:12-1/4" w/9.5 sand @perfs ISIP: 3600 psi, 5-
min 2877 psi. Flowback on 12/64" choke

CEMENT DATA: 120 sxs Premium cmt,est 4 bbis cmt to sur£ for 2 5 hours and died

7/7/98 5026'-5034' Frac B-2 sand as follows:
96,l20#of20/40sandinS16bbisViking
I-25 fluid Perfs brokedown @3770 psi
Treated @avg press of 1950psi wlavg
rate of 30 bpm ISIP-2050 psi. 5-min
1915psi Flowback on 12/64: choke for

PRODUCTION CASING
3 5 hours and died.

CSG SIZE: 5-1/2., 7/9/98 4720'-4744' Frac D-I sand as foHows:

Cement top@ 2907' •

88,475#20/40 sand in 497 bb1sViking I-

GRADE: J-55 25 fluid Perfs brokedown @3212 psi.

WEIGHT: 15.5#
Treated@ avg press of2000 psi wlavg
rate of 26 bpm ISIP: 2340 psi, 5-min

LENGTH: 135 jts.(5830.81') 2000 psi. Flowback on 12/64" choke for

DEPTH LANDED: 5842.06, 4.5 hours and died.

HOLE SIZE: 7-7/8,. 7/11/98 4l88'-4232' Frac GB-4 sands as follows:
93,342# of20/40sand in 587 bbis

CEMENT DATA: 350 sx 28:72 POZ type IH & 360 sk Class G Viking 1-25fluid. Perfs brokedown @
CEMENT TOP AT: 290T CBL

3100 psi. Treated@ avg press of 1600
psi wlavg rate of 26 4 bpm ISIP-2116
psi, 5-min 1857psi Flowback on 12/64:
choke for 2 hours and died.

I J 140 I Convert to injector.

TUBING
SIZEIGRADE/WT.: 2-7/8"l6.5#lM-50 tbg.

NO OF JOINTS: 132jts
SEATNIPPLE:4104'

PACKER: 4107'

TOTAL STRING LENGTH: EOT @4 I l l'

Packer @4107'

4188'-4194' GB

4206'-4210' GB

4214'-4217' GB PERFORATION RECORD
7/1/98 5145'-5l48' 4 JSPF 12holes
7/1/98 5l74'-5l86' 4JSPF 48holes

4227'-4232' GB 7/7/98 5026'-5034' 4 JSPF 32 holes
7/8/98 4720'-4725' 4 JSPF 20 holes
7/8/98 4742'-4744' 4 JSPF 8 holes4720'-4725° D 7/10/98 4188'-4194' 4 JSPF 24 holes
7/10/98 4206'-4210' 4 JSPF 16holes

4742'-4744' D 7/10/98 4214'-4217' 4 JSPF 12holes
7/10/98 4227'-4232" 4 JSPF 20 holes

5145'-5148' A

5174'-5186' A

SN@4104'

EOT@4111'

Top of fill @5491'

MWFIELD PBTD@5788'
TD Ca5850'

South Wells Draw #9-9-9-16
2081' FSL & 720' FEL
NESE Section 9-T9S-Rl6E
Duchesne Co, Utah
API #43-013-32043; Lease #U-40894

BDH



ATTACHMENT$4
South Wells Draw #21-9Y-9-16

Spud Date: 8/23/93
Put on Production: 9/30/93

Initial Production: 50 BOPD, 75 MCFD

GL: 5747' KB: 5753' Injection 20 BWPD

SURFACE CASING V'ellbo e Diapm FRAC JOB

CSG SIZE: 8-5/8" 9/13/93 5349'-5359' Acid joh/Breakdown:

GRADE: J-55 ATP = 2500 psi, ATR = 3 8 bpm, ISIP =

WEIGHT: 24#
2200 psi.

LENGTH: 6 JTS - 266 25, Frac sand as fonows:
42,329# [6/30 sand w/402 bbis gelled KCL

DEPTH LANDED: 275' KB wtr ISIP = 2582 psi, 5 min = 2280 psi, 10

HOLE SIZE: 12-1/4. min == 2032 psi, 15min = 1826psi.

CEMENT DATA: 150 sx Class "G"cmt w/2% CaCI & 1/4#/sx cello flakes 9/17/93 4780'-4796' Acid jobfBuskdown:

Balled out ATP = 2500 psi, ATR = 8 bpm

Frac sand as follows:
20,000#16/30 sand w/443 bbis gelled KCL
wtr ATP = 2000 psi, ATR = 20 bpm, ISIP
= 1760psi, 15min = 1500psi

9/27/01 4258'-4324' Breakdown as folews:

PRODUCTION CASING Pressmuupto2700psi,brokebacktol500

CSG SIZE: 5-1/2"
psi @1.25 BPM, ISIP 1500poi

GRADE: J-55
9/28AM Convert to injector well Ready for MIT

WEIGHT: 15 5#

LENGTH: 6154 48'

SET AT: 6162 48' KB

HOLE SIZE: 7-7/8"

CEMENT DATA: 188 ex Class "0" & 125 sx50/50 POZ

CEMENT TOP AT: 2946' KB

CementTop @2946. PERFORATION RECORD
9-9-93 5349'-5359' 2 JSPF 20 holes

TUBING 9-16-93 4780'-4782' 2JSPF 4holes

SIZE/GRADE/WT: 2-7/8", 1-55,6.5#

NO OF JOINTS: 135 (4190 16') 9 27-01 4258'-4265' 4 JSPF 32 holes

SN LANDED AT: 4191 26' KB

TUBING PACKER: 4194 27

TOTAL STRING LENGTH: 4198.57

4258'-4265' GB-4 sds

4314'-4324' GB-6 sds

4780'-4782' D-1 sds

4785'-4796' D-1 sds

5349'-5359'LODCsds

---- Seat Nipple @4191'
EOT@4198'

NEWPIELD
- PBTD@6112'KB

TD@6190'KB

Balcron Federal #21-9Y-9-16
476 FNL & 2051 FWL
NENW Section 9-T9S-RI6E
Duchesne Co, Utah
API #43-013-31396: Inse #U-65207

BDH



ATTACHMENTE-\p

GMBU Q-4-9-16
Spud Date: 10/27/2011

PWOP: 1/07/2012 Wellbore Diagram
GL: 5763' KB: 5776'

FRAC JOB

SURFACE CASING 12/01/2011 6198-6299' Frac CP4 & CPS, sands as foHows:
Frec with 39655# 20/40 white sand in 519 bbls

CSG SIZE: 8-5/8" lightning 17 fluid; 730 bbls total iluid to

GRADE: 1-55 recover

WEIGHT:24# TOC @220' - - 12/05/2011 5879-5884' Frac CP.5, sands as fonows:
Frac with 15755#20/40 white sand in 215 bbis

LENGTH: 7|ts (292 17') lightning 17 fluid; 374 bbis total fluid to

DEPTH LANDED: 303 17'
recover

HOLE SIZE: 12-1/4" 12/05/2011 4932-5075' Frac DI, D2, D3 & D-38, sands as folows:

CEMENT DATA: 160 sxs Class "G" cmt, cire 7 bbis to surf.
O

bbis total
fluid to recover

[2/05/201l 4487-4503' Frac GB6, sands as follows:
Frac with 15395#20/40 white sand in
219 bbls lightning 17fluid; 346 bbis total

PRODUCTION CASING
Buidtorecover

CSG SIZE: 5-1/2"

GRADE: J-55 44gy..I, gg·

WEIGHT: 15.5#

LENGTH: 153jts (6454 98')

HOLE SIZE: 7-7/8"

TUTAL DEFTH: 6451.98'

CEMENT DATA: 250 sxs Premlite II & 500 sxs 50/50 POZ

CEMENT TOP AT: 220' per CBL 12/1/1l

4984-4985'

TUBING (KS 12/16/11) 5033-5034'
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# 5043-5044'
NO OF JOINTS: 201jls (6244.7) 5048-5049'

TUBING ANCHOR: 6257.T - 5070-5071'
PERFORATION RECORD

NO OF JOINTS: ljt (31 3') 5074-5075'

SEATING NIPPLE: 2-7/8" (l. I') 6212-6213' 3 ]SPF 3 holes

SN IANDED AT: 6291 8. 3

NO OF JOINTS: 2jts (62 5') 5879-5881' 3 JSPF 6 holes

NGTCHED COLLAR: 2-7/8" (05')
3

TOTAL STRING LENGTH: EOT @6356' 5048-5049' 3 JSPF 3 holes
5043-5044' 3 JSPF 3 holes
5033-5034' 3 JSPF 3 holes
4984-4985' 3 JSPF 3 holes
4932-4933' 3 JSPF 3 holes
4502-4503' 3 JSPF 3 holes

SUCKER RODS (KS 12/16/11} - 5879-588¥ 4487-4489' 3]SPF 6holes

POLISHED ROD: 30' x 1-1/2" Spray Metal Polished Rod
5883-588 I'

SUCKER RODS: 77 x 7/8" 8per Guided Rods, 167 x ¾"4per
Guided Rods, 5 x 1-½" Sinker Bars, 5 x 1" Guided Rods

PUMP SIZE:2-½" x 1-¾" x 20' x 21' x 24' RHAC

STROKE LENGTH: 146"

PUMP SPEED, SPM: 4.5
¯ 6198-6199'

PUMPING UNIT: DARCO C-640-365-16g 6212-6213'

E K Anchor @6258'

6294-6296'
SN @6292' 6298-6299'

EOT@6356'

NEWFIELD
- PBTD @6407'

GMBU Q-4-9-16 TD @6465'

2033'FSL & 650' FWL (NW/SW)
Section 4, 'ISS, R16E

Duchesne County, Utah
API #43-013-50636; Isase # UTU-73086

KS



ATTACHMENT(-¡$
GMBU T-4-9-16

Spud Date: 9/21/2011

Put on Production: 11/30/2011 Wellbom Diagram
GL: 5691' KB: 5701'

FRACJOB

SURFACE CASI NG
TOC @Surface 10/25/20l I 5205-546T Frac A3 & BI-Carb, sands as follows:

Frac with 7076# 20/40 white sand in 186bb1s
CSG SIZE: 8-5/8" lightning 17finid; 491 bb1stotal Huidto

GRADE: J-55 recove

WEIGHT: 24#
l&31/2011 5410-5414' Frac Shot out ofmone,sandsas follows:

Frac with 34l84#2Œ40 white sandin 289 bbis
LENGTH: 7 jts. (313.4') lightning 17fluid; 418 bbis total fluid to

DEFl'H LANDED: 323.72' KB
recover.

HOLE SIZE: 12-1/4" 10/31/201I 5241-5261' Frac Shot out of zone, sands as foHows:

CEMENT DATA: 160 sxs Class "G" cmt
Frac with 33790#20/40 white sandin 289 bble

r \ lighting 17fluid; 411 bbis total fluid to
- - recover

11/01/2011 5012-5104' Frae Shet out ofzone, sandsas ibHows:
Frac with 72367#20/40 white sandin 523 bbis
lighting 17fluid; 642 bbis total fluid to

PRODUCTION CASING
recover.

11/16/20I I 4990-5041' Frac D1 & D2, sands as foHows:
CSG SIZE: 5-1/2" Frac with 41437#20/40 while sand in 310 bbh
GRADE: J-55 lightning 17fluid; 426 bb1stotal fluid to

recover.
WEIGHT: 15.50

LENGTH: 153jts (6434.75') - Including Shoe Joint (2 l 68')
4449-4450' 11/20/2011 4449-4475' Frac GB4, sandsas foRows:

Frac with 37264#20/40 white sand in 250 bbis
HOLE SIZE: 7-7/8" lightning 17fluid; 460 bbls total fluid to
DEPTH LANDED: 6451 62' KB ' 4473-4475 recover

CEMENT DATA: 230 sxsPrem Lite II mixed & 475 sxs 50/50 POZ

CEMENT TOP AT: Surface
4990-4991'

TUBING ¯
5012-5016'

SIZEIGRADE/WT.: 2-7/8"/ J-55 / 6.S#

NO.OFJOINTS: 175 jts.(54209') 5039-5041'
PERFORATION RECORD

TUBING ANCHOR: 5430.9' KB

NO. OF JOINTS: 1jt. (30 2')
SEATING NIPPLE: 2-7/8" (l l') 5410-5414' 3 JSPF 12holes

SN LANDED AT: 5463.9' KB
-¯ 5103-5104' 9- 3 JS 6 holes

NO OF JOINTS: 2 jts (62 7') 5103-5104' 3 JSPF 3 holes

NOTCHED COLIAR: 5527.6' KB

TOTAL STRING LENGTH: BOT @5528' 4990-4991' 3 JSPF 3 holes
4473-4475' 3 JSPF 6 holes

- 5205-5206' 4449-4450' 3 JSPF 3 holes

SUCKER RODS 5241-5243'

POLISHED ROD: 1-1/2" x 30' Spray Metal Polished Rod

SUCKER RODS: I - 7/8" x 2' Pony Rod, 1 -7/8" x 4' Pony Rod, 1 -7/8" x 6' 5259-5261'
Pony Rod, 1 -7/8" x 8' Pony Rod, 72 -7/8" 8per Guided Rod (1800'), 138 - ¾"
4per Guided Rods (3450'), 5 - 1 ½" Sinker Bar (125'), 5 - I" Stabilizer subs
(20')

PUMP SIZE: 2-1/2" x 1-3/4" x 20' x 24' RHAC

STROKE LENGTH: 144"

PUMP SPEED: 5 SPM 5410-5414'

Anchor @5431'
5465-5467'

EOT@5528'

NEWFIELD
PBTD @642T

GMBU T-4-9-16 TD@ 6458'

1948'FSL & 871' FWL (NWlSW)
Section 3, 198, R16E

Duchesne County, Utah
API #43-013-50709; Isase # UTU-77338

CS



SpudDate: 10/19/99 South Wells Draw 16-4-9-16
Put on Production: 11/12/99 InitialProduction:73 BOPD,

GL: 5733' KB: 5743' InjectionWellbore
102 MCFD, 2 BWPD

Diagram
SURFACECASING

_ _ _

FRAC JOB

CSGSIZE: 8-518" TOC@Surface t 1-05-94 Si7tr-51sfr Frac B-2 sand as follows:
49,263#2&40 sand in 278 bb1s

GRADE: J-55 VikingI-25 fluid Breakdown @2443

WEIGHT: 24g psi Treatedwlavgpressof2100psi
w/avgrate of28 BPM ISIP-4100 psi,

LENGTH 8 jts (316 24') 5 min 4000 psi Bled well of- flowed
DEPTH LANDED: 326 24. backest 5 BTF

HOLESIZE: 12-1/4,, 11-05-99 4995'-5023' Frac C sand as follows:
103,822#20/40 sandin488 bbis

CEMENT DATA: 141 sx Class "G" w/2% CCand 1/4#lsk Celloflake Viking I-25 fluid Breakdown @2249

\/ psi Treated wlavgpress of 2500 psi
w/avgrate of 30 BPM ISIP-4100 psi,

- 5 min 2621 psi Flowback @1 5
BPM Recovered 81 BTF in 1-1/2 hrs

11-06-99 4862'-4881' Frac D·l sand as follows:
89,623# 20f40 sandin 485 bb1sViking

PRODUCTIONCASING
I-25 fluid Perfs brokedown@3118
psi Treated@ avs pressure of2100

CSGSIZE: 5-1/2" psi, wlavg rate of 31 BPM ISIP 3400

GRADE: J-55 and N-80
psi; 5 min 2970 psi Flowed through
12/64" choke @1 BPM

WEIGHT IS 5# 03/26M2 Pamp Change: Updaterod andtubing details

LENGTH: 138 jts (5825 97') OJ/23M2 Pump Change: Updaterod detail

DEPTHLANDED: 5823 67. 11/1504 Pump Change: Updateroddetail

HOLE SIZE: 7-7/8,, 02/25 6 Pump Change: Updated rod and tubing detail
03/19N7 Pomp Change: Updated rod andtubingdetail

CEMENT DATA: 270 sa Premium Lite II Modified; arx1350sx 50/50 054509 Pumping Unit Upgrade.Updatedr & t details
Poz w/3% KCl, 1/4#/sk cello-flake,2% gel, 3% SM 04/14/10 Convert to Injection weH
CEMENT TOP: Surface 04/16/10 MIT Completed- tbg detail updated

TUBING
SIZE/GRADElWT: 2-7Æ"I M-50 / 6 5#

NO OF JOINTS 140 jts (4337 3')

SEATINGNIPPLE I 10'

SN LANDED AT: 4347 3' KB

CE @4351 63'
Packer @4352'

TOTAL STRINGLENGTH: EOT @4356' WI 10' KB - EOT@4356'

sana som PERFORATIONRECORD
11-05-99 Sl70'-5180' 4 JSPF 40 holes
11-05-99 4995'-4997 4 JSPF 8 holes

Sir C 500 11-05-99 4999'-5002' 4 JSPF 12 holes

I 1-05-99 5004'-5016' 4 JSPF 48 holes
5170 -5180 11-05-99 5021'-5023' 4 JSPF S holes

11-06-99 4862'-4869' 4 ISPF 28 holes
11-06-99 4875'-4881' 4 JSPF 24 holes
11-11-99 5092'-5096' 4JSPF 16holes

NEWFIELD
- TopofFilIS450'

- PBTD @576T

South Wells Draw 16-4-9-16 / SHOE @5824'
751' FSL & 713' FEL TD @5850

SESE Section4-T9S-RI6E

Duchesne Co, Utah

API #43-013-32110; Lease #UTU-77338
LCN



NEWFIELD MommeMB ,Utah,USA

- Surlace Laaation: NEJNESea 9, TOB.Ri6E; 70WFNL & 666"FEL Mickey Mouman

5707 GL 13"KB DLB 12/4/12

APIO:4341341164: Leases: UTudB207 Spud Date:9f11/12: PoP Date: 1ertgr12

Casing Top Boliom Size Wt Grade DrlR Burst Collapse ID bbit Coupling Hole

Surf 13 320' 8 625" 249 J45 1 972" 2,950 1,370 8 OOT' 2 8749 STC 12 250

Prod 13 6,391' 5 S' 1550 J45 4 825" 4,810 4 040 4 95&' O9997 LTC 7 675

Top Bonom Coupling Size Wt. Grade DrlR Burst Collapse ID PaokerãHanger

13 5,386 6EUE 2 7/& 6 5s J45 2 34T' 1,260 7,680 2 gar TubbigAnchor Set g 5,287 8 Sti"Shoe g 320'

Component Top Bollom Size Grade Length Count Pump

- oolish Rod 30' 1 1/2 PRAYMET 3& 1 Insert Pump: 2 5 Max IDx i 75 Plunger RHAC@

Po Rod 3Œ 66' 7/8" eNnaris D7 36 3 5341' Cent Hyd 003 spraymetal CPID barrel

sporGuided Rod 66 1,791' 7/8" Teneris D7 1,726 80

Aper Guided Rod 1,791 4 641' 314" Tenalis D7 2,85& 114

Aper Gulded Rod 4,641 5 341" 7/8" Teneris DT 700' 28

Stage Top Ballom SPF Gun Size Date Fran Summary

3 4 324 4,32F 3 1 10fef2012 Formation: GB 6 KCL716

4 334 4,338 3 d 10/9/2012 20MBWhlie: 28,898 Ibs 151LHCL: 0 gals

Pad: 2,129 gals Trealing Fluid: 6,859 gals

Flush: 5,868 gala Total Load to Roo: 14,876 gals

IBIP• 0 900 psilli Max STP: 2.914 poi

2 4 GOW 4.81& 3 1 10Fer2012 Formation: D-2 D-1 KCL71L

4816 4.818 3 7 10mf2012 20MDWhite: 114,172Ibs 18%HCL: 1,226gais

4 811& 4.892 3 T 10ml2012 Pad: 4.780 gals Treating Fluid: 26,195 gals

4 891F 4,807 3 3 10mf2012 Flush: 4,809 gals Tolal Load to Roo: 37,010 gals

IBIP= 0 920 pault Max STP: 3,807 poi

525T 525& 3 1 10812012 Formation: A3 A-1 KCL71L

5 254' 5 28& 3 7 10mf2012 2IIMOWhRe: 106,585 lba 15% HCL: 752 gals 5-li2"Shoe @639f

5294' 52DF 3 T 10mf2012 Pad: 3.003gais TreatingFluid: 24,793gals TVDg8266'

5 302' 5 304 3 2 10f8f2012 Flush: 4,721 gols Tolai Load to Rec: 33,284 gals PBTD @6287

IBIP• 0 820 psim Max 81P: 3,582 psi • • • • • • DHST= 190T

Sur! On Of12/12Baker cemented 8 50" casing wi i60 sks Class W + 2% KCI+ 0 25&takColloFlake al 15 8 ppg wi 1 17 yieldand retumed 6 bbis to thepil

Prod Contact Drilingfor cement detail TOC @



NEWFIELD Monme u uc a Utah,USA

- Burisce Locatlom NEINE · Bec9. TOS,R16E; 655' FNL& 654' FEL Miakey Moukom

5,702· GL + 10' KB PFM 1214/2012

APIS: 4341341165; Mases: UTU85207 Spud Date: 9¢1112012;PoP Date: 10f18i2012

e a Casing Top Boliom Size Wt Grade Drift Burst Collapso ID gallt Coupling Hole .. ,.

Surf 10 320' 8418 24# Já5 7 9TZ 2,950 1 370 8 097 2 6749 STC 12 250

Prod 10 6 422° 5-il2 15 5# Já5 4 825 4,810 4.040 4 950 0 9997 LTC 7 875

Top Bodom Coupling Size Wt Grade DrlR Burst Collapse ID PackorManger

10' 5.448 BEUE 2 78" 6 Si J45 2 34T 7.200 7.680 2 441 Tubing Anchor Set @ 5,349' a Bar shoe @325'

Beating Nippte @6 384

Component Top Bonom Size Grade Length Count Pump

Polish Rod & 3Œ 1 1/7 sprayMel 3Œ t inselt Pump 2 5 Max ID x 1 in Plunger RNAG @

Pony Rod 3& 3T 7& Temris078 2' t

a r Guided Rod 32 1 882 7& Tamrh 078 1 650' 66

r Guided Rod 1.682· 4,682 314" Temrh 078 3 00Œ 120

sporGuided Rod 4.062' 5,382 7M Temris078 700' 28

Stage Top Bonom SPF Gunsize Dale Fraosummary

4 4.30W 4,302' 3 6 10 2012 Formation: GB 6 GB-4 GB-2 Base Fluid7% KCL

4.337 4,33W 3 6 10 2012 20MDWhRe: 97,631 Ibs 18% HCI: 0 gais

4,36Œ 4,367 3 & 10 2012 Pad: 3.524 gals Tresing Fluid: 20,706 gais

4.365 4,367 3 & 10 2012 Flush: 4.221 gals Load to Recover: 28,451 gais

& O 3 y ISIP• 0900 psim MaxSTP: 3,140 poi

3 4 87F 4 879 3 12 10 2012 Formation: D-1 Base Fluid7% KCL

3 g 20MOWiglo: 34.885lbs 15%HCI: 500gals

3 g Pad: 5,300 gals Treating Fluid: 8,635 gais

(r 3 0 Flush: 4.906 gals taladto Recover: 18,850 gais

3 g IBIP• 0920 paint Max STP: 4,178 pai

2 5,031 5.054 3 g 10 2012 Formation: C-Sand Base Fluid7% KCi

5,04 5,052 3 & 10 2012 2W40Whlie: 74,554 Ibs 15% HCI: 500 gals

3 & - Pad: 3,377 gals Treating Fluid: 17.522 gals

3 Œ . Flush: 5,120gals LoadtoRecover: 26019gals

3 & -
ISIP= 0 800 pain Max STP: 3,443 psi

1 5181 5,163 3 e imm2012 Formation: A-3 B-2 BaseFli-17%KCL 5-tiTSime@S,422

5.34& 5,348 3 6 tŒ&20122WdDWhite: 46,185 Eps 16% HCI: 752 gals PSTo g o,M4

5,35T 5 363 3 3 10B2012 Pad: 5,674 gais TreaUng Fluid: 10.433 gais TVD g 6,295

5,367 5.3HB 3 3 1Œ&2012 Flush: 5,027 gais LondtoRecover: 21,134 gais BHST- 190 F

5,373' 5.374 3 3 10R2012 IBIP• 0820 pauR MaxBTP: 3,027 pel

Surl On W11/12Baker cemented 8 5& casing wl160 ska Class O + 2% KCI+ 0 25WeltCello Flake al 15 8 ppg wi 1 17 yleidand returned 6 bbis tothepH

Pmd On W1W12Baker pumped 250 sks lead g 11 ppg wi3 53 yieldplus 480 sks tailg 14 4 ppg wi1 24 yield Relumed 50 bbis tothe pit TOC @



GMBU L-9-9-16
SpudDate: 9/28/12
Put on Production: 11/6/12 Wellbore Diagram
GL: 5722' KB: 5732'

FRACJOB
5752-6068' Frac zone as follows:

SURFACE CASING 50,838# 20/40 sandin 302 bbls 17# Borate

CSGSIZE 8-5/8" Treated @3324 avgPSI w/avg rate of

GRADE J-55
38 BPM ISIP 1515 psi

WEIGHT: 24#
- - 5147-5371' Frac zone as follows:

35,419# 20/40 sandin 228 bb1s17# Borate
LENGTH 6jts (263 15') TOC @556' - - Treated @3162 av8 PSI wlavg rate of

DEPTH LANDED: 319 62' 32 BPM ISIP 1725 psi

HOLE SIZE: 12-1/4" 4970-5022' Frac sone as follows:

CEMENT DATA 160sxs Class "G" cmt, circ 5 bbis to surf 50,077#20/40 sandin 301 bb1s17# Borate
Treated @3632 av8 PSI w/avg rate of
28 BPM ISIP 1850 psi

4862-4866' Frac zone as follows:

59,471# 20/40 sendin 349 bb\s 17# Borate
PRODUCTIONCASING Treated @3403 avgPSI wlavg rate of

CSGSIZE: 5-1/2" 29 BPM ISIP 1975 psi

GRADE: J-55 4308-4567' Frac zone as foHows:

WEIGHT 155# 30,160#20/40sandin196bbisl7#Borate
Treated @3263 avg PSI wlavgrate of

LENGTH IS4;ts (6306 08')
¯2 4308-4310 32 BPM ISIP 1585 psi

DEPTH LANDED: 6322 69'

HOLE SIZE 7-7/8"

CEMENT DATA: 240sxs Premhte II & 470sxs 50:50 POZ

CEMENT TOP: 556' per CBL 10/22/12 4565-4567

TUBING(KS 1116/12)
SIZE/GRADE/WT : 2-7/8" / J-55 / 6 5#

NO OF JOINTS 192;ts(60267') _,_ 4862-4866

TUBING ANCHOR:6037 5'

NO OF JOINTS lyt (31 4') 2
¯ 4970-4971'

SEATINGNIPPLE2-7/8"(1 10')
i i 4977-4978'

SN LANDED AT 6071 8' 5019-5022

NO OF JOINTS 2jts (63')

NOTCHED COLLAR 2-7/8" (05')

TOTAL STRING LENGTH EOT @6136'
5147-514T

PERFORATIONRECORD
SUCKER RODS (KS 11/6/12)

4308-4310' 3 JSPF 10/24/12
POLISHED ROD: 30' x 1-1/2" Polished Rods $367-5371' 4565-456T 3 JSPF 10/24/12
SUCKER RODS 2', 6', 8' x 7/8" Pony Rods, 71 x 7/8" 4862-4866' 3 JSPF 10/24/12
4per Guided Rods, 140 x ¾" 4per Guided Rods, 30 x 7/8" 4970-4971' 3 JSPF 10/24/12
Sper GuidedRods 4977-4978' 3 JSPF 10/24/12
PUMP SIZE 2-1/2" x 1-3/4" x 21' x 24' RHAC 5019-5022' 3 JSPF 10/24/12
STROKE LENGTH 146" 5147-5148' 3 JSPF 10/24/12

PUMP SPEED, SPM: 4 5 C 5752-5754- 5367-5371' 3 JSPF 10/24/12

PUMPING UNIT: DARCO C-640-365-168 5752-5754' 3 JSPF 10/22/12
6056-6058' 3 JSPF 10/22/12
6066-6068' 3 JSPF 10/22/12

Anchor @6038'

6056-6058'
-< 6066-6068'

SN @6072

NEWFIELD
EOT@6136'

PBTD @6279'

GMBU L-9-9-16 TD @6339'

1817' FNL & 669' FEL
SE/NE Section9, T9S-Rl6E

Duchesne Co, Utah
API #43-013-51173; Isase #UTU-65207

KS



NE WFIE LD M-œuO 0 - 6Utah,
USA

- Surf Location: SEINE Seo 9, 198, R16E; 1786' FNLB.663' FEL Mickey Mounan

5722' GL 10' KB DLB 1204/12

APli: 4341341174; Leasei: UTU65207 Spud Date: 0129112:PoP Date: 1ût31/12

Casing Top Bottom Size Wt Grade DrlR Burat Collapso ID gaifR Coupling Hole .. .

Surf i& 510' 8 629' 24# J45 7 972 2,950 1 370 6 097" 2 6749 STC 12 250

Prod 1& 6,333 5 5" 15 50 J45 4 825" 4.810 4,040 4 950" O9997 LTC 7 875

Top Boltom Coupling Size Wl. Grade DrlR Burst Collapse ID Pauliermanger

lir 8 133" 8EUE 2-7& 6 50 J4i5 2 347 7,260 7.680 2 441 1ubirig Anchor Set @ 6,034' 84iB"Shoe g 316'

Componen! Top Boliom Size Grade Length Count Pump

Pohnh Red 30 1 1/2 ra Meat 30 1 Insert Pump: 2 5 Max IDx 1 75 Plunger RHAC@

Pony Rod 30 32 7/8" Tenaris 07 2 1 6067' Pump #2061 (25-175-RHAC-204-21-24)

Pon Rod 32 36 118 Tenans D76 4 1 WI4" 8M Plunger &224" MaxStmke

Pon Rod 36 42 718 Tenaris D76 6 1

ener Guided Rod 42 1942 7/& Tenaris D7 1900 78

4 er Guilled Rod 1942 5317 3/4" Teneds 07 3375 135

Spor Guided Rod 5317 6057 71& Tenads D7 750 30

Stage Top Bottom SPF Gun Size Date Fran Summary

4 4,271' 4.27T 3 1 10f23f2012 Formation: 084 KCL71b

4,21& 4 281 3 2 10f23f2012 2W40Whlie: 49,979 Ibs 15% HCI: 0 gais

4.288 428& 3 2 10f23r2012Pad: 2,902gab TreaingFluid: 11,975gals

Flush: 4,166 gais Load to Recover: 19.043 geh
IBIP= 0 886 psm MaxSTP: 2,932 psi

3 4,760 4.762 3 2 10/23/2012 Formation: D-1 DS-2 KGL79L

4,846 4.848 3 2 10/23/2012 20/40 White: 63,384 lbs 15% HCI: 252 gais

4,865 4,858 3 3 10/23/2012 Pad: 2,919 gals Treadng Fluid: 15,178 gals

Flush: 4,668 gars Load to Recover: 23,015 gals
IBIP= 0936 pam Max8TP: 3,193 poi

2 5 150 5.152 3 2 10/23/2012 Formation: A 3 B-2 KCL7%

5,320 5,322 3 2 1002342012 2W40Whlie: 88,248 lbs 15% HCI: 252 gals

5 327 5 32& 3 2 10f23f2012 Pad: 2,759 gab Treaung Fluid: 20.039 gais

Flush: 5,002 gais Load to Recover: 28.052 gais
IBIP= 0 858 ps- MaxSTP: 3,459 psi

1 B 051 6 054 3 3 10f22f2012 Formallon: CP-5 KCL 7%

6 062 6 005 3 3 10/22¢2012 20f40WhRe: 34,955 lbs 15% HCI: 378 gais 5-li2"Shoe g 6333"

Pad: 4,259 gals Treadng Fluid: 9,029 gals ·:· TVD@6190"

Flush: 6,014 gals LoadtoRecover: 19,680 gals PBTD@6258'
IBIP• 0 813 psigt MaxSTP: 3,027 psi BHST = 190'F

Surf On OfdW12Baker cemented B58" casing wi 160 sks Class "G"+ 2% KCI+ 0 25WakCeBoFlake at 15 8 ppg wl1 17 yleidand retumed 1 bble to the pit

Prod On 10Mt12Baker pumped 240 sks lead Q 11 ppg wl353 yleidplus 470 sks tall@ 14 4 ppg wt 1 24 yield Returned 15 bbis to the pit TOC @



NEWFIELD M
BE

-I Surf Locatlon: SEISE -Sec 4. TSS, R16E; 715' FSL & 731" FEL seen

5738'GL+13'KB DLB

API#: 43-013-61134; Lease#: UTU-77338 sped Date. 5/17Ji2: PoP Dale i

casing Top Bottom Size Wt Grade DrKt Burst collapse 10 gal/R Coupling Hele -- -

Surf 1T 325' 8.525 24# J-55 7,972" 2,950 1,37D 8.097" 2,67AG STC 12.250

Pied 13 $.543 5.300 15.54 J·55 4.825" 4,810 4,040 4,050" 0.9997 LTC 7.875

Top Bottom coupling Size Wt, Grade Orirt Burst Collapse ID Packer/Hanger
13 4,367 Si UE 2-7/W 6,5# J-55 2.347" 7.250 7.650 2 441" No lubing anener. 8-5IB"Shoe

Componerrt Top Burtom Size Grade Length Count Pump
N/A No pump Well flowing

Stage Top Buitum SPF GunSiza Datu Frucsummary

4 4 404 4,406 3 2 1/15/2013 Formation: GB-6 GB-4

4.412 4,41F 3 1 1115/2013 20I40 White: 49 549 Ibs 15% HCI: 0 gals
4.439 4.447 3 3 til5r2Di3 Pad: 2 478 gais Treating Fluid: 15 624 gals

Flush: 4,452 gals LoadtoRecover: 22554 gals
ISIP= 0 880 psillt Max STP: 3 326 psi

3 4.943 4,944 3 1 1/75/2013 Formation: D-1

4,848 4,950 3 z 1/15/2013 20/40White: 77141 Ibs 15%HCI: 500 gals
4,960 4,961 3 1 1/15/2013 Pad: 4,326 gals Treating Fluid: 21,882 gals
4,865 4,967 3 T 1/15/2013 Flush: 5124 gals LoadtoRecover: 31,332 gals

ISIP= 0.880 psillt Max STP: 3,394 psi

2 5126 B,12F 3 7 1/15/2013 Formation: B-2 C-Sand EOTg

5,131 5,132 3 1 1/15/2013 20/40 White: 35 164 Ibs 15% HCI: 1 000 gals
5.262 5.266 3 4' 1/15/2013 Pad: 13 377 gals Treating Fluid: 17 073 gals

"5302 - 5303 3 1 Flush: 5 124 gais Load toRecover: 35 574 gals
"Shot out of zone - did not frac. ISIP= 0 850 psi/It Max BTP: 3,043 psi

1 5.980 5.982 3 7 1/14/2013 Formation: CP-5 CP•4

E 145 6,148 3 1 1/14/2013 20140 White: 45 514 Ibs 15% HCI: 500 gals E-il2"Shoe g 654
5,154 5,155 3 2 1/14/2013 Pad: 7266 gals TreatingFluid: 16380 gals PBTDg6524'

Flush: 5 964 gals Load to Recover: 29,610 gals a TVD @6405'
ISIP= 0730 psilft Max8TP: 3,777 psi I BHST=190'F

Surf On 9/16112 Baker cemented 8 BIB"casing wi 160 sks Class Ni"+ 2% KCI + 0,25#lsk Cello Flake at 15.8 ppg wl 1,17 yield and retumed 5 b .Is to the pit. Top @surface

Prod On 10/23/12 Baker pumped 148 bbis lead @ 11 ppg wl3.53 yield plus 105 bbis tail @ 14.4 ppg w/ 1 24 yield. Retumed 18 bbis to the



ATTACHMENTF
MullI·ChemAnalyllcal ITlUltPChem
1553 East Highway 40
Vernal, UT 84078

Units of Measurement: Slandard
Water Analysls Report

Production Company: NEWFIELDPRODUCTION Sales Rep: MichaelMcBdde
Well Name: 8 WELLSDRW24·0-16 Lab Tech: LayneWimson
Sample Point Treater
Sample Date: Of19/2012 Scaling potential predicted using ScaleSoftPitzerfrom

Sample ID: WM Brine Chemistry Consortium (Riœ University)

t??T.9,TRYPP!2. .....

12000 Sodiurn (Na): 300.0 hioride (CI): 5000.00

Cgipylpte_dDggsity (g(gl 005 Strontium (Sr Acetic Acid (gH3COO)

9919Yl.N.d_Igg( 9 10 91 Iron (Fe): 2.80 Butanoic Acid (C3H COO)

H25 in Water (mg/L): 0.00 Manganese (Mn) 0.08 Silica (SiO2)

Noles:
(PTB = Pounds per Thousand Barrels)

Calclum Barium Sulfate Iron tron Gypsum Celestite Halite Zine
Carbonate Suffide Carbonate CaSO4 2H2O SrSO4 NaCI Sultide

MI-----------------
210.00 60.00 1.28 4.06 0.35 3.40 0.00 0.00 3.11 2.03 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

200.00 60.00 1.23 4.02 0.37 3.51 0.00 0.00 3.07 2.03 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

190.00 60.00 1.18 3.99 0.39 3.65 0.00 0.00 3.02 2.03 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

180.00 60.00 1.14 3.96 0.41 3.81 0.00 0.00 2.96 2.03 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

170.00 60.00 1.09 3.92 0.44 4.01 0.00 0.00 2.91 2.03 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

160.00 60.00 1.05 3.88 0.47 4.22 0.00 0.00 2.86 2.03 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

150.00 60.00 1.01 3.84 0.51 4.47 0.00 0.00 2.80 2.03 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

140.00 60.00 0.97 3.80 0.55 4.74 0.00 0.00 2.75 2.03 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

130.00 60.00 0.93 3.76 0.60 5.03 0.00 0.00 2.69 2.03 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

120.00 60.00 0.90 3.72 0.65 5.33 0.00 0.00 2.63 2.03 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Hemihydrate Anhydrate Calcium Zinc Lead Mg Ca Mg
CaSO4'0.5H2 CaSO4 Fluotide Carbonate Sulfide Silicate Silicate

O

210.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

200.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

190.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

180.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

170.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

160.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

150.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

140.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

130.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

120.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Multi-Chem- A Hattiburton Service Wednesday, October 10, 2012
Page 1 of



ATTACHMENTP
MullI·ChemAnalyllcal"- multi-chem-
1553 East Highway 40
Vernal, UT 84078

Water Analysis Report

These scales have positive scaling potential under Initialtemperatureand pressure: Calcium Carbonate Barium Sulfate Iron Carbonate

These scales have positive scaling potential under final temperatureand pressure: Calclum Carbonate Barium Sulfate Iron Carbonate

Calcium Carbonate Barium Sulfate

04
1 0.2

2

0.2
0 0 0 0
120 140 160 180 200 120 140 160 180 200

130 150 170 190 210 130 150 170 190 210

Temperature Temperature

Iron Carbonate
3.5 2.5

g 3 2
g 2.5¯

2 -1.5

1.5 1

0.5- 0.5

0 0
120 140 160 180 200

130 150 170 190 210

Temperature

Multl-Chem- A Halliburton Service Wednesday, October 10, 2012
Page 2 of



ATTACHMENTp~ 3o99 .

Muhma A.** * mUltl-ChenT
Vernal, UT84078 A HALLIBURTON SERVICE

Units of Measurement: Standard
Water Analysis Report

Production Company: NEWFIELDPRODUCTION Sales Rep: MichaelMcBride
Well Name: SWDIF Lab Tech: GaryPeierson
Sample Point: AllerFiler
Sample Date: 12/4/2012 Scaling potential predicled using ScaleSoftPitzerfrom

Sample ID: WAd29142 Brine Chemistry Consortium (Riœ University)

999.ingp ip n) 0.02 I u ri id ( )
966°i"???.9."'O

........

5 I.ga (P 00 lu )
.n ggs mon ro in r

H2S in Water (mg/I..): 2.50 Manganese (Mn): 0.04 Silica (SiO2):

Noles
9:30

(PTB = Pounds per Thousand Barrels)

Calcium Barium Sullate iron Iron Gypsum Celes1ite Halíte Zinc
Carbonate Sulfide Carbonate CaSO4 2H2O SrBO4 NaCI Sulfide

Hi-----------------
210.00 60.00 0.28 10.64 0.00 0.00 0.20 0.02 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 6.28 0.01

200.00 60.00 0.19 7.48 0.00 0.00 0.13 0.02 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 6.31 0.01

190.00 60.00 0.11 4.25 0.00 0.00 0.07 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 6.35 0.01

180.00 60.00 0.02 0.97 0.00 0.00 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 6.39 0.01

170.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 6.44 0.01

160.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 6.50 0.01

150.00 60.00 0.00 0.00 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 6.56 0.01

140.00 60.00 0.00 0.00 0.05 0.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 6.64 0.01

130.00 60.00 0.00 0.00 0.10 0.02 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 6.72 0.01

120.00 60.00 0.00 0.00 0.15 0.03 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 6.80 0.01

Muld-Chem - A Halliburton Service Thursday, December 06, 2012
Page 1 of



ATTACHMENTE 4
1553EastHighway40

(TlUlti-chem°

Vemal, UT 84078

WaterAnalysle Report

Hemihydrate Anhydrale Calcium 2inc Lead Mg Ca Mg
CaSO4¯0.5H2 COSO4 Fluoride Carbónate Sulfide Silicate Silicate

O

210.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

200.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

190.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

180.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

170.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

160.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

150.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

140.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

130.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

120.00 60.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

These scales have positive scaling potential under initialtemperatureand pressure: Calcium Carbonate Iron Sulfide Zinc Sulfide

These scales have positive scaling potential under final temperatureand pressure: Barium Sulfate Zinc Sulfide

Calcium Carbonate Barium Sulfate
0.3 12 0 15 0.03

0.25 10 0.025

0.2 8 0 1 0.02 ,

0.15 6 0.015

0.1 4 0 05 0 01

m 0.05 2 0 005 m

120 140 160 180 200 120 140 160 180 200
130 150 170 190 210 130 150 170 190 210

Temperature Temperature

Iron Sulfide Zinc Sulfide
0.25 0.025 8 0.012

0.2 0.02 6
0.01

0.15 0.015
0.008

4 0.006
0.1 0.01 0.004

m 0.05 0.005 2
0.002

04 0 0 0
120 140 160 180 200 120 140 160 180 200

130 150 170 190 210 130 150 170 190 210

Temperature Temperature

Multi-Chem - A Halliburton Service Thursday, December 06, 2012
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Attachment "G"

South Wells Draw Federal 2-9-9-16
Proposed Maximum Injection Pressure

Calculated
Frac Interval Frac

(feet) Avg. Depth ISIP Gradient
Top Bottom (feet) (psi) (psilft) Pmax
5300 5268 5284 2166 0.84 2132
5125 5131 5128 1717 0.77 1684
4990 5000 4995 2000 0.83 1968
4840 4845 4843 2321 0.91 2290
4542 4550 4546 2290 0.94 2260

Minimum 1684

Calculation of Maximum Surface injection Pressure
Pmax = (Frac Grad -(0.433*1.015)) x Depth of Top Perf
where pressure gradient for the fresh water is .433 psilft and
specific gravity of the injected water is 1.015.

Frac Gradient = (ISIP +(0.433*Top Perf.))/Top Perf.

Please note: These are existing perforations; additional perforations may be added during the actual
conversion



NEWFIELD
gg ANACH&lENTG-I

DAILY COMPLETION REPORT
WELL NAME: So. Well Draw Federal 2-9-9-16 Report Date: 3-23-07 Day: 01

Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8-5/8' @ 321' Prod Csg: 5-1/2" @ 6159' Csg PBTD: 6084'WL
Tbg: Size: Wt: Grd: Pkr/EOT @: BPISand PBTD:

PERFORATION RECORD
Zone Perfs SPFI#shots Zone Perfs SPFI#shots

A1 sds 5279-5294' 4/60
A3 sds 5300-5311' 4/44

A1 sds 5262-5268' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: 22-Mar-07 SITP: SICP: 0

Instal 5K frac head. NU 6" 5K Cameron BOP. RU HIO truck& pressure test casing, blind rams, frac head, csg 8
casing valves to 4500 psi. RU Perforators LLC WLT w/ crane & run CBL under pressure. WLTD @ 6084' & cemen
top @ 198'. Perforate stage #1, A3 sds @ 5300-11', A1 sds @ 5279-94', 5262-68' w/ 3-1/8" Slick Guns (23 gram
.49"HE. 120 ) w/ 4 spf for totalof 128 shots. 145 bbls EWTR. SIFN.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 145 Starting oil rec to date:
Fluid at/recoveredtoday: 0 Oil lost/recovered today:
Ending fluid to be recovered: 145 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Job Type: Weatherford BOP
Company: NPC NU crew

Procedure or Equipment detail: NDSI trucking
Perforators LLC

Drillingcost

Zubiate Hot Oil

Location preparation

NPC wellhead

Benco - anchors
Admin. Overhead

NPC Supervisor
Max TP: Max Rate: Total fluid pmpd:

Avg TP: Avg Rate: Total Prop pmpd:
ISIP: 5 min: 10 min: FG: DAILYCOST: $0

Completion Supervisor: Ron Shuck TOTAL WELL



NWFIELD

DAILY COMPLETION REPORT
WELL NAME: So. Well Draw Federal 2-9-9-16 Report Date: 29-Mar-07 Day: 2

Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8-5/8' @ 321' Prod Csg: 5-1/2" @ 6159' Csg PBTD: 6084'WL
Tbg: Size: Wt: Grd: Pkr/EOT @: _B.P/Sand PBTD: 5200'

BP:
PERFORATION RECORD

Zone Perfs SPFl#shots Zone Perfs SPFl#shots
A1 sds 5279-5294' 4/60
A3 sds 5300-5311' 4/44

B2 sds 5125-5131' 4/24
A1 sds 5262-5268' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: 28-Mar-07 SITP: SICP: 10 psi

RU BJ Services. 10 psi on well. Frac A3 & A1 sds wl 145,339#'s of 20/40 sand in 995 bbls of Lightning 17 fluid
Broke @2541 psi. Treated w/ ave pressure of 1734 psi @ave rate of 25 BPM. Pumped 504 gals of 15% HCL in flust
for Stage #2. ISIP 2166 psi. RU Lone Wolf WLT, crane & lubricator. RIH wl Weatherford 5-1/2" 5K composite flow
throughfrac plug & 6' perf gun. Set plug @ 5200'. Perforate B2 sds @ 5125-5131' wl 3-1/8" Slick Guns (.43"HE, 2:
gram, 90 ) w/ 4 spf for totalof 24 shots. Leave pressure on well. SIWFN wl 1140 BWTR.

FLUID RECOVERY(BBLS)
Starting fluid load to be recovered: 145 Starting oil rec to date:
Fluid los_/recovered today: 995 Oil lost/recovered today:
Ending fluid to be recovered: 1140 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Lightning 17 Job Type: Sand frac BJ Services-CP1

Company: BJ Services CD wtr & trucking
Procedure or Equipment detail: A1,& A3 sands NPC fuel gas

Weatherford tools/serv
11100 gals of pad NPC trucking
7319 gals W/ 1-5 ppg of 20/40 sand NPC Supervisor

14622 gals W/ 5-8 ppg of 20/40 sand Lone Wolf WL-B2

3440 gals WI 8 ppg of 20/40 sand

Flush Wl 504 gals of 15% HCL acid
Flush WI 4788 gals of slick water
**Flush called @blender-includes 2 bbis pump/line volume**

Max TP: 2043 Max Rate: 25.4 BPM Total fluid pmpd: 995 bbis
Avg TP: 1734 Avg Rate: 25 BPM Total Prop pmpd: 145,339#'s

ISIP: 2166 5 min: 10 min: FG: .85 DAILY COST: $0
Completion Supervisor: Orson Barney TOTAL WELL



NWFIELD

DAILY COMPLETION REPORT
WELL NAME: So. Well Draw Federal 2-9-9-16 Report Date: 30-Mar-07 Day: 3a

Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8-5/8' @ 321' Prod Csg: 5-1/2" @ 6159' Csg PBTD: 6084'WL
Tbg: Size: Wt: Grd: Pkr/EOT @:

__
PISand PBTD:

BP: 5200'
PERFORATIONRECORD

Zone Perfs SPF/#shots Zone Perfs SPF/#shots
A1 sds 5279-5294' 4/60
A3 sds 5300-5311' 4/44

B2 sds 5125-5131' 4/24
A1 sds 5262-5268' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: 29-Mar-07 SITP: SICP: 630 psi

Day 3a.
RU BJ Services. 630 psi on well. Frac B2 sds wl 30,012#'s of 20/40 sand in 371 bbls of Lightning 17 fluid. Broke @

2959 psi. Treated w/ ave pressure of 2040 psi @ ave rate of 25 BPM. Pumped 504 gals of 15% HCL in flush foi
Stage #3. ISIP 1717 psi. Leave pressure on well. 1511 BWTR. See Day 3b.

FLUID RECOVERY (BBLS)
Starting fluîd load to be recovered: 1140 Starting oil rec to date:
Fluid lost/recovered today: 371 Oil lostfrecovered today:
Ending fluid to be recovered: 1511 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Lightning 17 Job Type: Sand frac BJ Services-B2

Company: BJ Services CD wtr & trucking
Procedure or Equipment detail: B2 sgngg NPC fuel gas

483 gals to breadown & get crosslink. Weatherford tools/serv
3000 gals of pad NPC trucking
2319 gals WI 1-4 ppg of 20/40 sand NPC Supervisor

4622 gals W/ 4-6.5 ppg of 20/40 sand
Flush W/ 504 gals of 15% HCL acid

Flush Wl 4662 gals of slickwater

**Flush called @blender-includes 2 bbis pump/line volume**

Max TP: 2353 Max Rate: 25.1 BPM Total fluid pmpd: 371 bbls
Avg TP: 2040 Avg Rate: 25 BPM Total Prop pmpd: 30,012#'s

ISIP: 1717 5 min: 10 min: FG: .77 DAILY COST: $0
Completion Supervisor: Orson Barney TOTAL WELL



NEWFIELD

DAILY COMPLETION REPORT
WELL NAME: So. Well Draw Federal 2-9-9-16 Report Date: 30-Mar-07 Day: 3b

Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8-5/8' @ 321' Prod Csg: 5-1/2" @ 6159' Csg PBTD: 6084'WL
Tbg: Size: Wt: Grd: PkrlEOT @: _BPISand PBTD: 5060'

BP: 5200'
PERFORATION RECORD

Zone Perfs SPFl#shots Zone Perfs SPF/#shots
A1 sds 5279-5294' 4/60
A3 sds 5300-5311' 4/44

C sds 4974-4990' 4/64
C sds 5000-5005' 4/20
B2 sds 5125-5131' 4/24
A1 sds 5262-5268' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: 29-Mar-07 SITP: SICP: 1155 psi

Day 3b.
RU Lone Wolf WLT, crane & lubricator. RIH w/ Weatherford 5-1/2" 5K composite flow throughfrac plug, 5' & 16' per

gun. Set plug @ 5060'. Perforate C sds @5000-5005', 4974- 4990' w/ 3-1/8" S\\ck Guns (.43"HE, 23 gram, 90 ) wl 4
spf for totalof 84 shots (2 runs due to misfire). RU BJ Services. 1155 psi on well. Frac C sds wl 90,319#'s of 20/4(
sand in 657 bbls of Lightning 17 fluid. Broke @ 1701 psi. Treated wl ave pressure of 1715 psi @ ave rate of 25.1
BPM. Pumped 504 gals of 15% HCL in flush for Stage #4. ISIP 2000 psi. Leave pressure on well. 2168 BWTR. SeE

Day 3c.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 1511 Starting oil rec to date:
Fluid lost/recovered today: 657 Oil lost/recovered today:
Ending fluid to be recovered: 2168 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Lightning 17 Job Type: Sand frac BJ Services-C

Company: BJ Services CD wtr & trucking
Procedure or Equipment detail: Syn NPC fuel gas

Weatherford tools/serv
6800 gals of pad Lone Wolf WL

4625 gals WI 1-5 ppg of 20/40 sand NPC Supervisor

9250 gals W/ 5-8 ppg of 20/40 sand

1917 gals WI 8 ppg of 20/40 sand

Flush WI 504 gals of 15% HCL acid
Flush WI 4494 gals of slickwater
**Flush called @blender-includes 2 bbis pump/line volume**

Max TP: 2098 Max Rate: 25.5 BPM Total fluid pmpd: 657 bbis
Avg TP: 1715 Avg Rate: 25.1 BPM Total Prop pmpd: 90,319#'s

ISIP: 2000 5 min: 10 min: FG: .83 DAILY COST: $0
Completion Supervisor: Orson Barney TOTAL WELL



NEWFIELD

DAILY COMPLETION REPORT
WELL NAME: So. Well Draw Federal 2-9-9-16 Report Date: 30-Mar-07 Day: 3c

Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8-5/8' @ 321' Prod Csg: 5-1/2" @ 6159' Csg PBTD: 6084'WL
Tbg: Size: Wt: Grd: Pkr/EOT @: _BPISand PBTD: 4915'

BP: 5060', 5200'
PERFORATION RECORD

Zone Perfs SPFl#shots Zone Perfs SPFI#shots
A1 sds 5279-5294' 4/60

D1 sds 4840-4845' 4/20 A3 sds 5300-5311' 4/44
C sds 4974-4990' 4/64
C sds 5000-5005' 4/20
B2 sds 5125-5131' 4/24
A1 sds 5262-5268' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: 29-Mar-07 SITP: SICP: 1515 psi

Day 3c.
RU Lone Wolf WLT, crane & lubricator. RlH wl Weatherford 5-1/2" 5K composite flow throughfrac plug & 5' perf gun

Set plug @4915'. Perforate D1 sds @4840-4845' w/ 3-1/8" Slick Guns (.43"HE, 23 gram, 90 ) wl 4 spf for totalof 20
shots. RU BJ Services. 1515 psi on well. Frac D1 sds w/ 24,650#'s of 20/40 sand in 325 bbis of Lightning 17 fluid
Broke @ 3375 psi. Treated w/ ave pressure of 2370 psi @ ave rate of 24.9 BPM. Pumped 504 gals of 15% HCL ir
flush for Stage #5. ISIP 2321 psi. Leave pressure on well. 2493 BWTR. See Day 3d.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 2168 Starting oil rec to date:
Fluid lost/recovered today: 325 Oil lost/recovered today:
Ending fluid to be recovered: 2493 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Lightning 17 Job Type: Sand frac BJ Services-D1

Company: BJ Services CD wtr & trucking
Procedure or Equipment detail: D1 sag NPC fuel gas

525 gals to breakdown & get crosslink. Weatherford tools/serv
2500 gals of pad Lone Wolf WL

1915 gals WI 1-4 ppg of 20/40 sand NPC Supervisor

3880 gals WI 4-6.5 ppg of 20/40 sand

Flush W/ 504 gals of 15% HCL acid
Flush W/ 4334 gals of slickwater

"Flush called @blender-includes 2 bbis pump/line volume**

Max TP: 2599 Max Rate: 25.2 BPM Total fluid pmpd: 325 bbis
Avg TP: 2370 Avg Rate: 24.9 BPM Total Prop pmpd: 24,650#'s

ISIP: 2321 5 min: 10 min: FG: .91 DAILY COST: $0
Completion Supervisor: Orson Barney TOTAL WELL



NWFIELD ATTACHMENTG i
toof /0

DAILY COMPLETION REPORT
WELL NAME: So. Well Draw Federal 2-9-9-16 Report Date: 30-Mar-07 Day: 3d

Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8-5/8' @ 321' Prod Csg: 5-1/2" @ 6159' Csg PBTD: 6084'WL
Tbg: Size: Wt: Grd: Pkr/EOT @: __IgPISand PBTD: 4650'

BP: 4915', 5060', 5200'
PERFORATION RECORD

Zone Perfs SPF/#shots Zone Perfs SPFI#shots
PB10 4542-4550' 4/32 A1 sds 5279-5294' 4/60
D1 sds 4840-4845' 4/20 A3 sds 5300-5311' 4/44
C sds 4974-4990' 4/64
C sds 5000-5005' 4/20
B2 sds 5125-5131' 4/24
A1 sds 5262-5268' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: 29-Mar-07 SITP: SICP: 1580 psi

Day 3d.
RU Lone Wolf WLT, crane & lubricator. RIH w/ Weatherford 5-1/2" 5K composite flow throughfrac plug & 8' perf gun

Set plug @4650'. Perforate PB10 sds @4542-4550' w/ 3-1/8" Slick Guns (.43"HE, 23 gram, 90 ) w/ 4 spf for totalo
32 shots. RU BJ Services. 1580 psi on well. Frac PB10 sds wl 36,645#'s of 20/40 sand in 347 bbis of Lightning 11
fluid. Broke @ 3981 psi. Treated wl ave pressure of 2057 psi @ ave rate of 24.9 BPM. ISIP 2290 psi. Begir
immediate flowback on 12/64 choke @ 1 BPM. Flowed for 1 1/2 hrs & died. Rec. 90 BTF. 2750 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 2493 Starting oil rec to date:
Fluid los_t/recovered today: 257 Oil lost/recovered today:
Ending fluid to be recovered: 2750 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Lightning 17 Job Type: Sand frac BJ Services-PB10

Company: BJ Services CD wtr & trucking
Procedure or Equipment detail: PBj0,sangs NPC fuel gas

454 gals to breakdown & get crosslink. Weatherford tools/serv
2500 gals of pad Lone WolfWL

1915 gals WI 1-4 ppg of 20/40 sand NPC Supervisor

4674 gals W/ 4-6.5 ppg of 20/40 sand B&Lnew J-55 tbg.
Flush W/ 4452 gals of slick water Unichem chemicals

Monks pit reclaim

NPC sfc equipment

Boren welding/labor
Max TP: 2329 Max Rate: 25.2 BPM Total fluid pmpd: 347 bbis NDSI wtr disposal
Avg TP: 2057 Avg Rate: 24.9 BPM Total Prop pmpd: 36,645#'s NPC location cleanup

ISIP: 2290 5 min: 10 min: FG: .94 DAILYCOST: $0
Completion Supervisor: Orson Barney TOTAL WELL



NEWFIELD

DAILYCOMPLETION REPORT
WELL NAME: So. Well Draw Federal 2-9-9-16 Report Date: March 31, 2007 Day: 04

Operation: Completion Rig: Western #2

WELL STATUS
Surf Csg: 8-5/8' @ 321' Prod Csg: 5-1/2" @ 6159' Csg PBTD: 6084'WL
Tbg: Size: 2 7/8" Wt: 6.5# Grd: J-55 Pkr/EOT @: 4665' _B_PISand PBTD:

BP: 4915', 5060', 5200'
PERFORATION RECORD

Zone Perfs SPFl#shots Zone Perfs SPFl#shots
PB10 4542-4550' 4/32 A1 sds 5279-5294' 4/60
D1 sds 4840-4845' 4/20 A3 sds 5300-5311' 4/44
C sds 4974-4990' 4/64
C sds 5000-5005' 4/20
B2 sds 5125-5131' 4/24
A1 sds 5262-5268' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: March 30, 2007 SITP: SICP: 20

MIRU Western #2. Thaw wellhead & BOP W/ HO trk. Bleed pressure off well. Rec est 5 BTF. ND Cameron BOP 8
5M frac head. Install 3M production tbg head & NU Weatherford Schaeffer BOP. Talley, drift, PU & TlH WI usec
Weatherford 4 3/4" "Chomp" bit, bit sub & new 2 7/8 8rd 6.5# J-55 tbg. Tag sd @4566'. Tbg displaced 11 BW on TlH
RU power swivel. C/O sd to composite frac plug @4650'. Drillout plug in 45 minutes. Circ hole clean. Gained est 50
BTF during cleanout. Hang back swivel. SIFN W/ EOT @4665'. Est 2684 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 2750 Starting oil rec to date:
Fluid lost/recovered today: 66 Oil lost/recovered today:
Ending fluid to be recovered: 2684 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Job Type: Western #2 rig
Company: Weatherford BOP

Procedure or Equipment detail: NDSI trucking
NPC trucking

NDSI wtr & truck
Mt. West sanitation

Nabors swivel

CDI TA
CDI SN

NPC supervision

Max TP: Max Rate: Total fluid pmpd:

Avg TP: Avg Rate: Total Prop pmpd:
ISIP: 5 min: 10 min: FG: DAILY COST: $0

Completion Supervisor: Gary Dietz TOTAL WELL



NEWFIELD ATTACHMENTG-l

DAILY COMPLETION REPORT
WELL NAME: So. Well Draw Federal 2-9-9-16 Report Date: April 3, 2007 Day: 05

Operation: Completion Rig: Western #2

WELL STATUS
Surf Csg: 8-5/8' @ 321' Prod Csg: 5-1/2" @ 6159' Csg PBTD: 6084'WL
Tbg: Size: 2 7/8" Wt: 6.5# Grd: J-55 Pkrl_EQ'i'@: 5938' BPlgPBTD: 5938'

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPFI#shots

PB10 4542-4550' 4/32 A1 sds 5279-5294' 4/60
D1 sds 4840-4845' 4/20 A3 sds 5300-5311' 4/44
C sds 4974-4990' 4/64
C sds 5000-5005' 4/20
B2 sds 5125-5131' 4/24
A1 sds 5262-5268' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: April 2, 2007 SITP: 340 SICP: 775

Bleed well off-flowingoil. RU & circ well to production tks W/ 100 BW. Rec est 50 BO. Well fairly stable. Con't PU & TlH W/ bi
and tbg fl 4665'. Tag plug @ 4915'. PU swivel. Con't CIO sd & drill out composite bridge plugs as follows (using conventiona
circulation): no sd, plug @ 4915' in 17 minutes; no sd, plug @ 5060' in 14 minutes; no sd, plug @ 5200' in 15 minutes. Con'
swivellingjts in hole. Tag fill@5932'. Circ hole clean. Flat tank full of oil. Pull EOT to 5912'. SD 3 1/2 hrs to heat & transfer. TIF
& tag fill @ 5932'. Drillon plug remains for 6 minutes to 5938'. Tbg plugged up (2000 psi WI no leakoff) and pipe became stuck
Work tbg WI torque & pressure. Not gaining any movement. Switch to reverse circulate well. Pumping into perfs @3 BPM & 30(
psi--no circulation. Worked tbg for 3 hours with nothing gained. Annulus unloaded wtr & flowing gas & oil. RD swivel. Lost est 76
BW today& gained 150 BO total. SIFN W/ est 2759 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 2684 Starting oil rec to date: 0
Fluid losgrecovered today: 75 Oil lost/recovered today: 150
Ending fluid to be recovered: 2759 Cum oil recovered: 150

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Job Type: Western #2 rig
Company: Weatherford BOP

Procedure or Equipment detail: D & M HO trk
Nabors swivel

NPC supervision

Max TP: Max Rate: Total fluid pmpd:

Avg TP: Avg Rate: Total Prop pmpd:
ISIP: 5 min: 10 min: FG: DAILY COST: $0

Completion Supervisor: Gary Dietz TOTAL WELL



BWFIELD

DAILYCOMPLETION REPORT
WENAMl¯; So. Well Draw Federal 2-9-9-16 Report Date: April 4, 2007 Day: 06

Operation: Completion Rig: Western #2

WELL STATUS
Surf Csg: 8-5/8' @ 321' Prod Csg: 5-1/2" @ 6159' Csg PBTD: 6084'WL
Tbg: Size: 2 7/8" Wt: 6.5# Grd: J-55 Anchor @: 5308' BPIMPBTD: 5897'

TOP OF FISH 5887' WL MEASUREMENT WI KBADDED
. Approx. 20 ft tbq stump and 1 full itof 2 7/8 8rd 6.5# J-55 tbq (52' +/-)

Fish left in hole: Bit sub (2 7/8 EUE box X 2 7/8 req box - 3 5/8" OD, 1 1/2" ID (1.65') & 4 3/4" "Chomp" bit (.45')
PERFORATION RECORD

Zone Perfs SPFI#shots Zone Perfs SPF/#shots
PB10 4542-4550' 4/32 A1 sds 5279-5294' 4/60
D1 sds 4840-4845' 4/20 A3 sds 5300-5311' 4/44
C sds 4974-4990' 4/64
C sds 5000-5005' 4/20
B2 sds 5125-5131' 4/24
A1 sds 5262-5268' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: April 3, 2007 SITP: 0 SICP: 400

Bleed annulus off--flowing oil. Bled head off to production tks. Pump 50 bbls 10# brine wtr down annulus & shut in. RL
Perforators LLC WLT. RIH W/ freepoint tool. Found WLTD @5897'. Free-point tbg - 100% free @5887'. RU pack offhead. Rll-

& cut offtbg @5887'. Tbg static. RD WLT. RU & circ hole W/ 10# brine wtr. Pumped 150 bbis before well is stable. Rec 75 BO ir
production tks. TOH W/ tbg--LD tbg stump. TlH WI BHA & production tbg as follows: 2 7/8 NC, 2 jts tbg, SN, 1 jt tbg, new CDI (
1/2" TA (45K) & 167 jts 2 7/8 8rd 6.5# J-55 tbg. Well oozing oil f/ annulus, but workable. ND BOP. Set TA @5308' WI SN @5343
& EOT @5408'. Land tbgW/ 16,000#tension. NU wellhead. SIFN W/ est 2829 BWTR.
Recovered 80 BW from production tks.

FLUID RECOVERY(BBLS)
Starting fluid load to be recovered: 2759 Starting oil rec to date: 150
FluidJosurecoveredtoday: 70 Oil lost/recovered today: 75
Ending fluid to be recovered: 2829 Cum oil recovered: 225

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Job Type: Western #2 rig
Company: Weatherford BOP

Procedure or Equipment detail: Perforators WLT

RNI -390 bbls brine

Weatherford bit sub
NPC supervision

Max TP: Max Rate: Total fluid pmpd:

Avg TP: Avg Rate: Total Prop pmpd:
ISIP: 5 min: 10 min: FG: DAILYCOST: $0

Completion Supervisor: Gary Dietz TOTAL WELL



NWFIELD

DAILY COMPLETION REPORT
WELL NAME: So. Well Draw Federal 2-9-9-16 Report Date: April 5, 2007 Day: 07

Operation: Completion Rig: Western #2

WELL STATUS
Surf Csg: 8-5/8' @ 321' Prod Csg: 5-1/2" @ 6159' Csg PBTD: 6084'WL
Tbg: Size: 2 7/8" Wt: 6.5# Grd: J-55 Anchor @: 5308' BPISand PBTD: 5897'

TOP OF FISH @5887' WL MEASUREMENT WI KB ADDED
Approx. 20 ft tbq stump and 1 full jtof 2 7/8 8rd 6.5# J-55 tbq (52' +/-)

Fish left in hole·
Bit sub (2 7/8 EUE box X 2 7/8 req box -- 3 5/8" OD, 1 1/2" ID (1.65') & 4 3/4" "Chomp"bit (.45')

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPFl#shots

PB10 4542-4550' 4/32 A1 sds 5279-5294' 4/60
D1 sds 4840-4845' 4/20 A3 sds 5300-5311' 4/44
C sds 4974-4990' 4/64
C sds 5000-5005' 4/20
B2 sds 5125-5131' 4/24
A1 sds 5262-5268' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: April 4, 2007 SITP: 150 SICP: 250

Bleed pressure off well. Flowing oil fl both sides. RU HO trk & flush tbg W/ 60 BW @250 F. Pumped 30 bbis colc
wtr to keep tbg stfled. Leave annulus flow to production tk. PU & TIH W/ pump and "A" grade rod string as follows
new CDI 2 1/2" X 1 1/2" X 14' RHAC pump, 6-1 1/2" weight rods, 10-3/4" scrapered rods, 97-3/4" plain rods, 99-3/4'
scrapered rods, 1-8', 1-6' & 1-2'X 3/4" pony rods and 1 1/2" X 22' polished rod. Seat pump & RU pumping unit. WI tb;
full, pressure test tbg & pump to 200 psi. Stroke pump up W/ unit to 800 psi. Good pump action. RDMOSU. Est 2915
BWTR.
Place well on production @1:30 PM wl 86" SL @4 1/2 SPM.
FINAL REPORT!!

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 2829 Starting oil rec to date: 225
Fluid grecovered today: 90 Oil lost/recovered today: 90 (flat tk)
Ending fluid to be recovered: 2919 Cum oil recovered: 315

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBING DETAIL ROD DETAIL COSTS
Western #2 rig

KB 12.00' 1 1/2" X 22' polished rod NPC trucking
167 2 7/8 J-55 tbg (5296.08') 1-8', 1-6' &1-2'X 3/4" ponies CDI rod pump

TA (2.80' @5308.08' KB) 99-3/4" scrapered rods D & M HO trk
1 2 7/8 J-55 tbg (31.68') 97-3/4" plain rods "A"grade rod string

SN (1.10' @5342.56' KB) 10-3/4" scrapered rods NPC frac tks(7X6 dys)

2 2 7/8 J-55 tbg (63.69') 6-1 1/2" weight rods NPC swb tk (4 dys)

2 7/8 NC (.45') CDI 2 1/2' X 1 1/2" X 14' NPC frac head

EOT 5407.80' WI 12' KB RHAC pump WI SM plunger NPC supervision

DAILY COST: $0
Completion Supervisor: Gary Dietz TOTAL WELL



ATTACHMENT H

WORK PROCEDURE FOR PLUGGING AND ABANDONMENT

1. Set CIBP @4492'

2. Plug #1 Set 100' plug on top of CIBP using 12 sx Class "G" cement

3. Plug #2 154' balance plug using 20 sx Class "G" cement 50' above Trona-Bird's Nest
extending 50' below base of Mahogany Oil Shale

4. Plug #3 120' balance plug using 14sx Class "G" cement 60' above Uinta/Green River
and extending 60' below

5. Plug #4 Pump 453 sx Class "G" cement down 5 ½" casing to 373'

The approximate cost to plug and abandon this well is $42,000.

South Wells Draw Federal



ATTACHMENTH-

SO WELLS DRAW FED 2-9-9-16
Spud Date: 01/23/2007 Initial Production: BOPD,
Put on Production: 04/04/07

Proposed P & A MCFD, BWPD
GL: 5788' KB: 5800' Wellbore Diagmm

SURFACE CASING
CSG SIZE: 8-5/8"

GRADE: J-55 TOC @198' - Pump 45 sx Class "G" Cement down 5-1/2" casingto 373'

WEIGHT: 24#

LENGTH: 7 jts.(311 69')

DEPTH LANDED: 323 54' KB

HOLE SIZE:l2-l/4"

CEMENT DATA: 160 sxsClass "G" cmt, est ? bbis cmt to sur£

PRODUCTION CASING
CSG SIZE: 5-112" 120' balance plug using 14 sx Class "G" cement 60'

aboveUinta/Green River and extending 60' below
GRADE: 1-55 (1592'-17l2')

WEIGHT: 15 5#

LENGTH: 139 jts (6146')

DEFTH LANDED: 6159 25' KB

HOLE SIZE: 7-7/8"

CEMENT DATA: 300 sxs Prem Lite II mixed & 450 sxs 50/50 POZ

CEMENT TOP: 198'

- 154' balance plug using 20 sx Class "G" cement 50'
above Trona-Bini's Nest extending 50' below tme of
Mahogany Oil Shale (2958'-3112')

100' (12 sx) Class O Cement plug on topof CIBP

CIBP @4492'

4542-4550'

4840-4845'

4974-4990'

5000-5005'

5125-5131'

5262-5268'
5279-5294'
5300-5311'

NEWFIELD
PBTD @5897'

So Wells Draw Fed. 2-9-9-16 TD @6175'

978'FNL & 1965' FEL

NWINE Section 9-19S-R16E

Duchesne Co, Utah

API #43-013-32956; Imase # UTU-65207

JL
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